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EIGHT LIGHT DYNAMO. 

BY GEO. M. HOPKINS. 

Unfortunately for the tyro in electrical matters, no 
rule or set of rules exists in the literature of dynamo- 
electric machinery whiohwould enable him, with en- 
tire confidence of: success, to plan a new form of 
dynamo, or even to attempt to construct any one of 
the well-known forms. The available^informationgen- 
era.Uv fails In some minor details, thus, in some de- 



mos, the maker of the machine was out of his difiBculty 
almost in an instant. 

It is not the purpose of the present paper to treat on 
dynamos in general, but to give, as fully as possible, 
specific information as to the construction of a small 
dynamo-electric machine capable of supplying a cur- 
rent for 'eight sixteen-candle power incandescent fifty 
volt lamps, or a larger number of smaller incandescent 
lamps of suitable resistance, or an arc lamp of ordinary 



Diameter of armature shaft % 

Diameter of armature shaft bearings i^ 

Length of parallel faces of armature 6^ 

Diameter of iron rings of armature core, outside .... 3 

Diameter of rings of armature core, inside 1% 

Thickness of rings j^ 

Number of iron rings o n armature core 39 

Diameter of wooden armature core 1% 

Length of wooden armature 6^^ 

Length of armature core. 6% 

Number of divisions of the armature core 34 



inches. 




gree, obscuring the whole subject, and awakening 
doubts as to the best course to pursue. One might 
follow such information as closely as possible, and pro- 
ceed so far as to make an operative machine, and yet 
it might happen that no current could be evoked from 
it, simply for the want of specific knowledge as to how 
to secure the first increment of magnetism necessary 
for starting the inductive process. 

The writer knows a case in point where good work- 
manship, proper proportions, and correct connections 
failed of giving any results whatever. Naturally, re- 
winding was resorted , to, l?ut to no purpose. Other 
experiments were tried, with no better results. But, 
finally, acting upon a hint given by a builder of dyna- 



Fig. 1. -EIGHT LIGHT DYNAMO. 

power. The armature speed is 2,200 revolutions per 
minute, and the machine running normally requires 
one horse power to drive it. The machine weighs 130 
poaads, and occupies a floor space of 8 X 18 inches. 
The dimensions of the machine are tabulated below : 

Height of field magnet 13 inches. 

Length of field magnet waist 6% " 

Width of field magnet waiet 5% " 

Thicknee« of field magnet waist 1% " 

Depth of polar extremities from waist to base 4^ " 

Width of polar extremities 69i " 

Thickness of polar extremities. 3 " 

Diameter of bore of polar extremities &% " 

Thickness of yoke ..'. 1% " 

Diameter of bolts passing through the yoke..... ... % " 

Length of armature shaft, 18 " 



Number of divisions of the commutator cylinder.. ^ 

Length of commutator cylinder 2 Inchfie. 

Width of brushes ... ■ . H 

Size of wire on armature, No . 20 Am. W. G 0'0S7 in diam. 

Length (approximate) of wire in each armature coil* 25 feet. 

Number of convolutions in each layer 8 

Number of convolutions in each coil 16 

Number of layers in each coil .' 2 

I^umber of coils in each space of the armature. . ... 2 

External diameter of armature 8?^ inches. 

Weight of wire on armature 2}4 pounds. 

Diameter of pulley on armature shaft 3)^ inches. 

. Width of pulley on armature shaft ^ ** 

Width of driving belt S " 

(Continued on page 261.) 
♦ This quantity varies a few inches with the dlfletent coils. 
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N£W,FBOC£SS FOB THE FBOTECTION OF IBON. 

The problem of preserving iron from oxidation maj^ 
fairly be termed one of the great issues of the present 
day. Hitherto it has been effected in widely opposite 
ways. One method has consisted in converting its sur- 
face into an oxide, another in applying paint or enamel, 
another in coating it with zinc — a metal more readily 
attacked than itself. All these methods bear the as- 
pect of being expedients merely, and do not present a 
definite solution of the problem. 

Of all the ordinary metals, lead, which resists some 
of the stronger acids, such as sulphuric or hydrofluoric, 
may be regarded as the most durable. A new process 
for coating iron with an adherent layer of this metal 
has recently been discovered and perfected by Mr. F. 
J. Clamer, of the Ajax Metal Co., of Philadelphia. 
By it the iron is covered witli a uniform coating of 
silvery lead. The roughnesses and indentations of 
the iron receive the lead, as well as the smooth parts. 
The result is a perfectly protected piece as long as 
the lead endures, and it is practically everlasting. No 
oxidation can affect the iron. 

We have before us some admirable specimens of work 
done under this new process. It is specially adapted 
for the protection of sheet iron for car and other roof- 
ing, for spikes, bolts, nuts, pipes, boiler tubes, water 
tanks, iron bridges, and wherever the protection of 
iron or steel, wrought or cast, is desired. Its cost is no 
greater than that of the ordinary zinc or galvanic pro- 
cess. The superior excellence of the new method, its 
comparative cheapness, and the wide ranga of its ap- 
plications, mark it, in oifr opinion, as one of the most 
important of recent improvements in the useful arts. 
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SEA LIONS IN CENTBAL • FABK. 

The little artificial pond in the rear of the lion house 
in the Central Park is now occupied by a group of in- 
teresting visitors from Alaska. They drowse lazily 
upon the stone coping of the banks, and, tiring of this, 
wabble awkwardly to the brink and dive deep into 
the limpid depths below. When at home in the cold 
North, they keep a sharp eye out for bears and sealers 
while lying upon the frozen rocks, and must devote a 
large portion of the day a-fishing, else they will be 
supperless. Here there is no, one to disturb them ; 
their only neighbors being a pair of taciturn pelicans 
and a sad-eyed stork who seems to have one leg more 
than he has any use for. They no longer have to 
catch fish for a living, a supply being fetched them 
daily from the Fulton Market stalls ; and perhaps the 
only flaw in what might be an ideal existence is that 
they are unable to name the quality of the fish they 
prefer on certain days. 

These newly arrived visitors are called sea lions, 
though why such inoffensive looking creatures should 
have so terrible a name it is hard to understand ; and 
the visitor to the park, after taking a good look at the 
lords of the forest as they pace their cages in haughty 
fretfulnesB only a few steps distant, will scarcely see 
any resemblance in these mild-eyed, almost timid, 
creatures. They came from Alaska by boat, though 
fully able to swim the entire distance, and, being 
landed in San Francisco in four large crates, they 
were transferred to a great refrigerator, in which they 
journeyed hitherward, wondering, perhaps, as they 
gazed through the slats of the car, how the natives 
of the country through which they passed eould-ftnd 
it so very warm. 

There are eight of these sea lions in all, five cows and 
three bulls, and it was an interesting sight to see them 
removed from their separate crates on the bank of the 
little pond. A big bull, some eight feet long, was the 
first released. He craned his neck, thrust his nose high 
in the air, and took a good sniff, and then, catching 
sight of the water, shuffled over to the coping, poised 
himself on his flanks, described a crescent with 
his back, dipped his nose, and the loose jointed, loose 
skinned body seemed to leave ground in series, and to 
describe the same curve as that which had been traced 
by his nose. He remained below about a minute, and 
reappearing set up a terrific roaring, which may have 
meant that he found the pond neither deep nor salt 
enough, and disappeared just in time to miss the 
answering roars and gruesome howls which came 
from the lion afld tiger dens hard by. The other sea 
lions seemed anxious to miss them too, for they hastily 
waddled over to the water and disappeared. The only 
exception was a cow sea lion, who stubbornly refused 
to leave her dead calf — it died during the journey 
hitherward — and three men were engaged in the strug- 
gle before the dead Infant could be removed. Four of 
the sea lions steadily refused all offers of food, and have 
not broken their fast since their capture, some three 
months ago. This is a peculiarity of seals, large and 
small, for, though tenacious of life and easily tamed, 
they will often refuse to eat for many months while in 
captivity, living apparently on their own tissue, as in 
hibernation. 

As to the exact genus of these sea lions, it is not easy 
to say with anything like certainty, there being much 
difference of opinion among the authorities. It resem- 
bles Steller's sea lion (Platyrhynchus, Stelleri, Less.), 



though by no means so large, for this is sometimes 13 
feet long. Though harmless in appearance, these sea 
lions are really very fierce at times. They eagerly at- 
tack and always defeat the sea otter, often much larger, 
and having powerful teeth. They will even attack a 
boat when they are wounded, and the sea bear (O. [A.] 
Ursina, Cuv.) fiees at their approach. The sea lion has 
a keen scent and good sight in a dim light, such as pre- 
vails during Arctic winters and in polar seas. 

They are very tractable, and have been taught to 
turn an organ, stand erect on the hind limbs, shoulder 
a gun, and shake hands. 

It is the sea lion which it is supposed that Jason, in 
the mythological story of the Argonautic expedition, 
mistook for sirens, who sat upon the adjacent shores 
and essayed to allure his crew by their singing. Or- 
pheus' superior music kept them aboard, however, and 
the quest for the Golden Fleece was not interrupted. 



DANIEL SATIS. 

On March 23, at the age of 74 years, Daniel Davis 
died at Princeton, Mass. Forty years ago he was 
one of the leading' electricians of this country. He 
was born at Princeton, and worked on his father's farm 
until he attained the age of 20 years, when he came to 
Boston. After working in the soda factory of Mr. 
Darling, he became acquainted with Dr. William 
King, a manufacturer and dealer in static electrical 
machines, and who also erected lightning rods. The 
flat copper rod now on the Boston court house was put 
up by Mr. Davis, for Dr. King. Eventually, after 
various business changes, he began business alone in 
1837 as a manufacturer of electro-magnetic apparatus. 
He had as an associate in much of his work Dr. 
Charles G. Page, the well known inventor. In 1847, 
he published " Davis' Manual of Magnetism," one of 
the earliest works on the subject. 

He did not patent his inventions, many of which 
would have yielded very large returns. Thus, the in- 
vention of electrotyping in copper for reproduction of 
type and engravings is attributed to him. He repro- 
duced by eleotrotypy the arm of a girl ; the object is 
said still to be in existence. He was the pioneer in this 
country of gold and silver plating. Many medals and 
awards testify to his achievements. He developed and 
improved Morse's telegraph, making a practical system 
out of the not fully developed devices of Morse. Many 
of the scientists of the day were intimate with him and 
interested in his work. Among them the names of Hare, 
Silliman, Henry, Abott, Farmer, and Webster are given. 
In 1852 he retired to his farm, relinquishing science 
for agriculture. He died comparatively unknown, as 
he suffered the march of progress to go by him. 



THE CELESTIAL WOBLD. 

THE CONJUNCTION OF SATURN AND DELTA 
GEMINOBUM. 

The planet Saturn cannot fail to be easily recognized 
in the western sky in the early evening, as the twin 
stars. Castor and Pollux, on the north, plainly point 
out his position in the sky. He is an interesting ob- 
ject, for his light is soft and serene, and his color 
is like that of pale gold. 

Keen-eyed observers will see with the naked eye a 
star of the third magnitude a little way east of the 
planet. We wish to direct attention to this star. It is 
known on star records as Delta Oeminorum, and 
Saturn will be in conjunction with it on the 25thof 
April, at 9 o'clock in the morning, being at that tiule 
only 12' north of the star. Planet and star will not be 
visible when at the nearest approach, but on the eve- 
ning of the 24th Saturn will be near the star and west 
of it, while on the evening of the 25th he will have 
passed the star, and will be found east of it. 

The conjunction is interesting, for it is a phenome- 
non that every observer can see for himself as he 
watches the apparent approach and recession between 
a planet and a fixed star. It is the planet that moves, 
the star remains fixed. 

Saturn occupied nearly the same position in the 
heavens on the 6th of February that he will occupy 
on the 25th of April, only he was then 8' farther south. 
On the 6th of February, he was 4' north of the star, 
and so near that on several successive evenings planet 
and star seemed to touch each other. The view 
through an opera glass, when they were separated by 
only a thread of sky, was very beautiful. 

The planets, as seen from the earth, present three 
different aspects. They have what is called direct mo- 
tion, when they move eastward, and retrograde mo- 
tion, when they move westward, and they are some- 
times stationary, or seem to be standing still. 

Saturn on the 6th of February was retrograding, or 
moving westward. He continued in this course until 
the 17th of March, when he was stationary for a few 
days. He then turned a celestial corner, and has since 
moved eastward, or in direct motion. On the 25th of 
April, he will be again directly north of Delta Gemi- 
norum, just 8' north of the point he started from 
seventy-eight days before. 

The student who wishes to become familiar with 
the movements of the planets will find that a careful 
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observation with liis own eyes will impress a simple in- 
cident like this upon his memory far more powerfully 
than a hundred descriptions as seen by other eyes. 

The conjunction of Saturn and Delta Geminorum 
proves by actual demonstration that the planets were 
rightly named " wanderers," for they are always on 
the move. The observation of this conjunction is 
easily made. Planet and star may be followed in their 
course every clear evening for a month to come. The 
v^naided eye may behold the scene ; a marine glass will 
greatly aid in the observation ; and a good telescope 
will reveal a spectacle of surpassing beauty. For with- 
in its field of vision, the wonder of the system will be 
seen, encircled by his glowing rings, the picture in- 
cluding several of the Saturnian satellites, while the 
far away star, Delta Geminorum, will shine, previous 
to the 25th, on the east, and, after the 35th, on the 
west of the planet. 

THE NUMBER OF STAES IN OUB UNIVERSE. 

M. Hermite, a French astronomer, has made some 
curious mathematical observations concerning the 
number of the stars. According to his computations, 
the total number of stars visible to the naked eye of an 
observer of average visual power does not exceed 6,000. 
The northern hemisphere contains 2,478, and the south- 
ern hemisphere contains 3,307 stars. In order to see 
this number of stars, the night must be moonless, the 
sky cloudless, and the atmosphere pure. Here the 
power of the unaided eye stops. An opera glass will 
bring out 20,000 ; a small telescope will bring out at 
least 150,000 ; and the most powerful telescopes that 
have been constructed will shgw more than 100,000,000 
stars. 

It is well known that in order to compare stars with 
each other, they are divided into classes or magnitudes 
according to their apparent brightness. There are 20 
stars of the first magnitude. In passing from one 
order of magnitude to the succeeding, it is found that 
the number of stars follow the law of an increasing 
geometrical progression, of which the first term is 
19 and the ratio 3. There are therefore 57 stars of 
the second magnitude, 171 stars of the third magni- 
tude, and so on. When the fourteenth magnitude is 
reached, the number of stars has increased to over 
30,000,000. The number of stars really observed cor- 
responds nearly with those found by calculation. 

M. Hermite elaborates another law, which is that 
the total luminous intensity of the different orders of 
magnitude of the stars follows also an increasing geo- 
metrical progression, of which the first term is 19 and 
3 

fhe ratio is . Thus it takes 110 stars of the sixth 

2-56 
magnitude to equal one of the first, and no less than 
202,314 stars of the fourteenth magnitude to equal one 
of the first. 

M. Hermite concludes that the light emitted by all 
the stars upon the whole surface of the globe is equal 
to one-tenth of the light of the full moon. According 
to Sir William Herschel, the light of the full moon is 
equal to that of 27,408 stars of the first magnitude. 
The light of all the stars is therefore equal to 2740 8 
stars of the first magnitude. Using these data in car- 
rying out the law, the astounding result is reached 
that the sum of all the stars down to the twentieth 
and a half magnitude is 66 millions of millions ! 



Xbe Fastest Boat In tbe IVorld. 

The application of twin screws to torpedo boats is 
practically a new departure, for although twin screws 
have been suggested and even used in fast launches 
capable of carrying a spar torpedo, they have never 
been adopted or even tried on a large scale in torpedo 
boats of the first class. The more interest therefore 
attaches to the trial trip made recently of a twin 
screw torpedo boat, one of two built for the Italian 
government by Messrs. Yarrow & Co., of Poplar. This 
boat has the following dimensions: Length on water 
line, 140 ft.; beam, extreme, 14 ft.; draft, 5 ft. 4 in.; 
displacement, 100 tons. Steam is supplied by two 
locomotive boilers, one forward and one abaft the en- 
gine room. Either boiler can supply either engine or 
both. The screws are driven by twopairsof compound 
engines, indicating over 1,400 horse power combined. 
Condensing water is supplied by centrifugal pumping 
engines, arranged to pump out of any compartment in 
case of leakage, while ejectors and hand pumps are 
fitted to each of the main compartments. This boat is 
fitted with no less than ten water-tight bulkheads, and 
Yarrow's patent water-tight ashpan arrangement to 
both boilers, by which the fire is prevented being put 
out in case of -Hrater entering the stokeholes, and the 
boat can run 50 or 60 knots after the stokehole is 
flooded, an advantage the importance of which can- 
not be overestimated. Double steam steering gear is 
fitted to work either rudder quite independently of 
the other. 

The armament consists of two bow tubes and two at 
a very small angle with each other on a turntable aft 
for side discharge simultaneously, to insure at least 
one torpedo hitting. She also carries two quick firing 
Nordenfelt guns. Cabins are fitted for the crew for- 
ward, petty oflQcers right aft, and a saloon, lavatories, 
etc., are provided for officers further amidships. 

The trial trip took place in the Lower Hope, below 
Gravesend. The weather was very rough, the number 
of people on board thirty-three, equipment complete, 
and load carried 12 tons. 



TH| S£8IGIIS FOB V. S. WAB VESSELS. 

On April 1 there were opened in the office of the 
Secretary of the Navy the plans submitted by various 
engineers and constructors for an armored cruiser and 
for a line of battle ship. The Navy department had 
for a long period advertised for these plans, offering to 
pay $15,000 each for such as they might select. This 
liberal offer secured a competition from foreigners as 
well as Americans. The following companies and in- 
dividuals offered plans: 

England.— The Thames Iron Ship Building Com- 
pany, London ; the Barrow Ship Building Company; 
Mr. Watt, of Birkenhead. 

France.— A. H. Grand jean. Marine Engineer, St. 
Nazaire. 
' New Zealand. — Capt. N. S. Clayton, Auckland. 

United States.— liieat. W. I. Chambers, United States 
■Navy; Chief Constructor T. D. Wilson, United States 
Navy (Chief of Bureau of Construction); Constructor 
8. H. Pook, United States Navy; N. L. Tonus, New 
York City; F. L. Norton, Washington. 

The plans varied in execution as well as design. 
■Some were mere suggestions, while some went into the 
neatest detail and were accompanied by models. The 
Thames Iron Ship Building Company propose to give 
the battle ship a speed of 18 knots with 10,000 horse 
power, and the cruiser 20 knots with 6,000 horse power. 
^The Navy department plans contemplate a speed of 18 
knots for the battle ship with the same horse power. 
The plans from the department were specially ordered 
by Secretary Whitney to provide for possible failure to 
procure plans from outside sources. 

The result of the competition as indicated by the plans 
accepted will be watched for with much interest. It is 
'e^dent that the new vessels wUl be fast, a quality that 
^!ias now become absolutely neceas&ry in "war vesselB. 
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24-921 


5 


131 


26X 


372 


22-360 


25 026 


25 026 


6 


133 


27 


364 


27-692 


25026 


25 026 


Means 


130 


26« 


366 


— ■ 


— 


24-964 



This is practically a speed of 25 knots or 28 miles per 
hour. This is the greatest speed ever attained tJirough 
the water by any ship or boat, and is a wonderful per- 
formance. We shall have more to say concerning this 
Italian torpedo boat. Meanwhile we may point out 
that our own government would use only a necessary 
precaution if they took care to provide this country 
with an adequate number of similar boats. — The 
Engineer. 



iuUy solarized, then removed it to the dark room, and 
placed it in contact with another tablet, under pres- 
sure. It was impossible to discover any communication 
of phosphorescence by contact, and if any occurs it is in- 
significant. I also observed that prints and camera 
impressions on my tablets appear perfectly sharp to 
the eye, and found that they could be reproduced 
sharply by photographing in the camera. I therefore 
conclude that it is possible to make sharp camera pho- 
tographs by the aid of the phosphorescent tablet, but 
that the method has no value, because it is always 
easier and better to make photographs in the usual 
way. 

It has been suggested that the tablet might offer 
some advantage in the reproduction of colored objects. 
It is true that the color sensitiveness is not the same as 
that of silver bromide, but the difference has been 
found to be altogether in favor of the silver bromide. 

The second known fact that I mentioned is that 
heat releases (exhausts) phosphorescence. It does not 
appear to have occurred to any one that this might be 
made a means of producing camera pictures by the ac- 
tion of the heat, until I discovered that the obscure 
heat rays of the lime light spectrum produced a strong 
impression on a solarized phosphorescent tablet. I 
succeeded in producing heat pictures of objects under 
certain conditions, which are described in a communi- 
cation to the Franklin Institute and published in the 
Institute journal for this month. 

Mr. Ives showed on the screen several photographs, 
among which was one showing some buildings, made 
by the use of a phosphorescent tablet in the camera, 
and another in which a, metallic object had been 
photographed by the action of reflected heat rays on 
the tablet in the camera. 



Phospberescent Photography. 

At a recent meeting of the Photographic Society of 
Philadelphia, Mr. Frederick E. Ives made a short ad- 
dress on the subject of " Photographing .by the Aid of 
the Phosphorescent Tablet. " He said : 
.--PJlQtQgi;qp]l£jjy.the aid of- the phosphorescent tab- 
let is not a new discovery, having been known since 
1880. It is not even a practically useful method, and is 
interesting only from a scientific point of view. My 
own experiments with the method having resulted in 
the discovery of certain facts not previously known, I 
have been persuaded to show the results, and make 
some remarks concerning them. 

The facts, already well known, are that Balmain's 
phosphorescent paint, which probably consists chiefly 
of sulphide of calcium in a suitable vehicle, becomes 
luminous when exposed to light, and the light emitted 
acts powerfully on photographic sensitive plates ; also 
that heat releases phosphorescent energy. Solarized 
phosphorescent tablets have been used as a source of 
light for contact printing in the dark room ; and nega- 
tives have been made bj' exposing the tablet in a ca- 
mera, and then making a contact exposure on a photo- 
graphic sensitive plate in the dark room. Such a pho- 
tograph I now show. It has a somewhat granular 
appearance, due to the coarseness of the particles of 
sulphide of calcium, and although the lines are partly 
sharp, they appear surrounded by a sort of halo. The 
editor of the British Journal of Photography, in a re- 
cent editorial, advanced the theory that this effect was 
due to a spreading of the phosphorescence, and that 
it would be impossible to obtain a sharp camera photo- 
graph by the aid of the phosphorescent tablet. My belief 
is that the phosphorescence does not spread, and that 
the effect is due merely to the fact that the luminosity 
of the phosphorescent coating extends to considerable 
depth, and the light from the lower part of the layer 
acts diffusely, because it is radiated from a point at 
some distance from the surface of the photographic 
sensitive plate. 

To test tibia, I rapoeed a tablet in the sanlight until 



Ijectnre on the Pneumatic Dynamite Oun. 

A paper on the above subject was read by Lieut. Ed- 
mund L. Zalinski before the Military Service Institute, 
in the upper room of the Army Museum on Governor's 
Island. The meeting was called to order by Major- 
General Schofield. Quite a distinguished audience was 
present, including General Abbot, Lorettus Metcalfe, of 
the Forum, and other military and civil notabilities. 
The points treated of by the lecturer were in the main 
the same that have been already presented in our col- 
umns.* The benefit of the high trajectory was well 
brought out. For use on ships this was shown to be 
an actual benefit, as the range of shot would be less af- 
fected by the motions of the vessel in general propor- 
tion to the height of the trajectory. The practicability 
in an emergency of arming ferryboats with these guns 
was touched upon. 

Lieut. Zalinski, in concluding, recited the names of 
those who had been instrumental in perfecting the 
weapon, claiming as his portion the system of electric 
firing. A discussion followed, and the proceedings 
closed with a short address of commendation and ap- 
preciation from General Schofield, after which an ad- 
journment was taken. Sectional drawings of the new 
dynamite cruiser, an 8 inch shell, and the wet and dry 
batteries, and safety cut-offs, were exhibited. 



Asbestos Paper. 

Mr. Lade wig has devised a process of manufacturing 
from asbestos fiber a pulp and a paper that resist the 
action of Are and water, that absorb no moisture, and 
the former of which (the pulp) may be used as a stuff- 
ing and for the joints of engines. 

The process of manufacture consists in mixing about 
25 per cent of asbestos fiber with about from 25 to 35 
per cent of powdered sulphate of alumina. This mix- 
ture is moistened with an aqueous solution of chloride 
of zinc. The mixture is washed with water, and then 
t reated with a solution composed of 1 part of resin 
soap and 8 or 10 parts of water mixed with an equal 
bulk of sulphate of alumina, which should be as pure 
as possible. The mixture thus obtained should have a 
slightly pulpy consistency. Finally, there is added to 
it 35 per cent of powdered asbestos and 5 to 8 per cent 
of white barytes. This pulp is treated with water in 
an ordinary paper machine and worked just like paper 
pulp. 

In order to manufacture from it a solid cardboard, 
proof against fire and water, and capable of serving as 
a roofing material for light structures, sheets of com- 
mon cardboard, tarred or otherwise prepared, are 
covered with the pulp. The application is made in a 
paper machine, the pulp being allowed to flow over 
the cardboard. Among other uses, the asbestos paper 
has been recouun ended for the manufacture of cigar- 
ettes. — ^Industrie Moderne. 



The Senate of Pennsylvania have passed a bill pro- 
viding for the infliction of capital punishment by elec- 
tricity. If we are not mistaken, it was the Scientific 
American that first advanced the idea of applying 
electricity for executions, and it was not long after our 
publication that two or more patents were issued for 
chairs provided with wires for the purpose. 



* See SoiBKTiFio AnBicAN, April 9, 1887, p. !BS ; and October 81, 1885, 

p. an. 
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IHPBOVEI) WAOON BACK. 
The accompanyinff engraving represents a rack that 
can be readily transformed for use as a stock rack or as 
a hay rack as may be required. To the sides of an 
ordinary farm wagon are hinged arms provided with 
boards to form the sides of the rack. The hinges are 
80 formed that when, the rack sides are raised to a ver- 
tical position, they will be directly above the side 
boards of the wagon. The inner ends of the arms are 
beveled to rest against the wagon side boards when the 
rack sides have been lowered to position to form a hay 
rack, as shown in Fig. 3. To the forward end of the 
bottom of the wagon is attached a tapered ladder. 
When the rack is to be used £or transporting hogs or 
other stock, the sides are turned up to a vertical posi- 




coal is used, a basket grate is supported by the bars. 
The bars are apertured to receive ornamental upright 
braces, which hold the grate in position. The ash pit 
extends beyond the front of tiie stove, and is provided 
with a removable plate, having openings which may 
be closed by a damper. The stove is placed on a brick 
foundation, and the front of the ash pit is made hollow 
for containing air, to prevent it from becoming over- 
heated. A casing, similar in form to the projecting 
portion of the ash pit, is fitted to the back of the 
stove, to improve its appearance and serve as a foot 
rest. 

The stove is placed in a partition having a flue for 
carrying away the products of combustion. In the 
flue is placed a short length of stovepipe, provided with 
a cross bar, by which it may be moved up and 
down in the flue. In the flattened top of the 
stove is a groove surrounding the smoke dis 
charge opening, for receiving the edge of the 
pipe. The pipe being pushed up in the flue by 
means of the cross bar, the stove may be put in 
place and the pipe pulled into the groove by 
reaching up through the stove and grasping 
the cross bar. The fire is controlled by the 
damper in the ash pit cover when the doors 
are closed, and may be further controlled by 
opening or closing the doors. 

This invention has been patented by Mrs. 
M. E. Birnbaum, of Santa Barbara, Cal. 



EDWABDS' IHPBOVED WAGON BACK. 

tion, and are locked by hooks to supplementary gates 
attached to the forward and rear end gates by cleats 
passing through staples. Held to the rear gate by a 
staple and bolt is a bar. Fig. 1, at the free end of which 
are hooks, which serve to retain the pole that passes 
over a load of hay from the ladder in front. To the 
cleats of the rear supplementary gate are hinged straps 
connected by boards forming sides to the gate. Fig. 
3 shows the gates and their sides arranged as a chute 
for loading and unloading stock. When not used as a 
chute, the side boards of the gate are folded up against 
the gates, as shown iii the rear elevation. Fig. 1. 

This invention has been patented by Mr. T. V. Ed- 
wards, of Monmouth, Illinois. 



IMFBOVED STOTE. 
The stove herewith illustrated may be placed in an 
arch in a partition of a building, and arranged to heat 




BIBNBATTM'S IHPBOVED STOTE. 

twoTOoms. The stove is rectangular in form, with an 
«i^ted top to receive the stovepipe connected with the 
flue. The side and top walls are made double, forming 
air spaces for the protection of the partition in which 
the stove is placed. The air spaces are provided with 
damper openings near their lower ends, and also with 
openings discharging into the stove top near the flue 
opening. 

The bq.ck of the stove is offset to increase the inte- 
rior, and 18 closed tightly, so that neither ashes, smoke, 
nor gas can escape from that side. The front is pro- 
vided -fftth two pairs of doors. The two lower ones in- 
close the fire and grate, and the upper ones inclose the 
combustion chamber. Below the line of the cross bar 
uponwbich the lower doors close is the ash pit, above 
■which are two bars whose ends extend downwardly at 
right angles, and are received in sockets formed on op- 
posit© sides of the stove. When the stove contains a 
wood fire, the wood rests upon these bars ; and when 



Metallic Book Covers. 

Another application has been found for 
metal, which is now being substituted for card- 
board in bookbinding. This novelty is known 
as the "British Pellisfort" binding, and it 
consists in the use of thin sheet metal for 
covers. The metal is specially prepared, and 
the cover may be bent and straightened again 
without perceptible damage. It may, in fact, 
be safely subjected to such treatment as would 
destroy ordinary covers. The metal is, of course, cov- 
ered with the leather usually employed in bookbind- 
ing, and the finished book presents no difference in 
appearance except in the greater thinness of the 
cover. It is well adapted for Bibles, church services, 
and other similar publications. 

. —^ — * < ■ > » 

DECISIONS BELATIN6 TO PATENTS. 

U, S. circuit Court.— District of ]?Iassacbnsetts. 

BOTBB et al. vs. COUPE.— PATENT MACHIB^B FOB 

TEEATIBTG HIDES. 

Carpenter, J. : 

Action at law for the infringement of letters patent 
No. 77,920, issued to the plaintiffs, Herman Royer and 
Louis Royer, May 13, 1868, for a machine for treating 
hides. 

In action for infringement of letters patent No. 
77,930, issued to Herman and Louis Royer, May 13, 
1868, for a machine for treating hides, plaintiffs' ma- 
chine softened the hide by fastening it to a vertical 
shaft revolving in a crib, in which the hide was re- 
volved under the pressure of a weight in the upper 
part of the crib, through which the shaft passed. 
Defendant's machine softened hides in the same way, 
except that his shaft was horizontal, and the pres- 
sure on the hides was applied through the head of the 
crib by screws. Held an infringement, the principle 
and method of the plalntllTs being used in -tlre-TlB- 
sign of the defendant. 

If a patent is issued to two persons as inventors, 
when in fact it was invented by only one, the patent 
is void. 

Where an improvement is made and patented in a 
patented machine, the first patentee cannot use the 
improved machine without the consent of the second, 
and the second cannot use his machine without the 
consent of the first. 

If the first patentee's machine is not operative and 
the second patentee's is operative, the first patentee 
must be confined to his own particular application 
of his principle, and there is no infringement by the 
second patentee. 

In determining the question whether a patent is 
operative, the workings, not of a machine made as a 
literal copy of the drawings of the patent, but of one 
made with the mechanical devices which will tend to 
make a machine practical and operative, and which 
are within the duty of the mechanic, are to be con- 
sidered. 

The value of an invention to the party using it is 
competent evidence en the question of damages for 
the infringement of a patent. 



mPBOVED FAN LIFTEB. 
This lifter is composed of three parts — the standard, 
grasping lever, and binding lever. The standard is 
serrated at its rear edge, and is formed with a foot, in- 
dicated by the dotted lines in the drawing. The grasp- 
ing lever has a hook at its forward end, and is mortised 
to pass freely over the standard, and also to receive 
the binding lever, which is pivoted in the mortise in 
such position that its lower end will engage with 




GEBHOND'S lUFBOTED FAN LIFTEB. 

the teeth of the standard. To apply the lifter, the 
foot is shoved under the bottom of the pan and the 
levers are lowered until the hook is fairly over the edge 
of the pan. The handle portions of the levers are then 
grasped and brought together. This movement first 
draws the hook against the edge of the pan, which is 
grasped between the hook and standard, and then the 
lower end of the binding lever engages with the teeth 
of the standard, and firmly locks the device to the pan. 
The upper surface of the grasping lever is, by prefer- 
ence, channeled to receive the other when the two are 
brought together. This simple and convenient de- 
vice may be applied to any pan, whether it have a wide 
or a narrow rim. 

This invention has been patented by Mr. Gilbert A. 
Germond, whose address is Station R, New York City. 

< I » I ^ — ■ 

IHPBOTED FEN HOLDEB TIF. 

The middle portion of this tip is of greater exterior 
diameter than either of the ends, into one of which the 




What ^yill remove grease spots from clothing in the 
best manner, is a frequent inquiry. There is probably 
nothing better than equal parts of strong ammonia 
water, ether, and alcohol. Pass a piece of blotting 
paper under the grease spot, moisten a sponge first 
with water to render it " greedy," then with the mix- 
ture, and rub with it the spot. In a moment it is dis- 
solved, saponified, and absorbed by the sponge and 
blotter. 
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HEWITT'S IMFBOVED FEN HOLDEB TIF. 

handle fits, while the other is formed to receive and 
carry the pen. The enlarged middle portion is in the 
form of a gradual swell, as shown in the accompanying 
figures. This shape is most favorable to the placing of 
the thumb and finger on it, and insures a much firmer 
grasp than when the middle and end parts are of like 
diameter. The enlarged part also prevents the pen end 
of the tip from coming in contact with and inking the 
surface on which the holder may be placed, and it is 
formed with numerous teats or protuberances, which 
further facilitate the grip or hold upon it, and by per- 
mitting the air to circulate between the tip and fingers 
grevent Seating when the. tip is in use. 

This invention hetp been patented by Mr. Hezekiah 
Hewitt, of Birmingham, England. 

i ^ « « > »■ 

COMBINED TABLET, FAFEB WEIGHT, AND BLOITEB. 

The block forming the body of the tablet is made of 
a piece of slate having an inclined surface smoothed 




WILLIAMS' COMBINED TABLET, FAFEB WEIGHT, AND 
BLOTTEB. 

and prepared for writing. In the thick end are three 
cavities, one for a roll of pins, one for a dry and one 
for a moistened sponge. Hooks project from the side 
of the tablet, for supporting a pencil. The damp 
sponge is for moistening the fingers for handling bills 
and papers, and the other is for use in erasing marks 
from the slate, it being moistened by being applied to 
the wet sponge. One or more sheets of blotting paper 
are secured to the under surface of the tablet. This 
tablet is designed to be used upon desks in the count- 
ing room for the purpose of making temporary memor- 
anda and for supporting a sponge and a quantity of 
pins in convenient position for use. 

This invention has been patented by Mr. Jotan M. 
Williams, of Hazleton, Pa. ■ . - 
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CONNECTION 



ELECTSOTYPING 



HANQEB FOB 
AFFASATirS. 

The body of the hanger is formed of a broad, flat 
strip of suitable conducting material, as copper, bent 
to form a hook at its upper end, which is received on 
a rod extending across the 
top of the depositing vat or 
trough of the electrotyping 
apparatus. The middle part 
of the strip is enlarged to form 
a rectangular plate, at the 
back of which Is secured a 
similar plate carrying the sus- 
taining hooks. These two 
plates are separated by an in- 
sulating plate, and the outer 
face of the conducting plate 
is also Insulated by a plate, as 
shown In the sectional view. 
The four plates are held to- 
gether by rivets, so insulated 
as not to make connection 
between the conducting and 
sustaining plates. The sus- 
taining plate Is provided with 
hooked arms, on which the 
moulding case Is supported. 
Upon the upper supporting 
hook is sweated or otherwise secured a second hook, 
having a sharpened point, so that when the hanger 
with the attached mould is removed from the vat or 
restored thereto, the time card on the sharp pointed 
hook will not be displaced. This construction of the 
hanger does away with the plating of the moulding 
case and the forming of electrical connections between 




%\\X. 



caused to travel the wire to its opposite destination. 
The money is carried in a cup attached by bayonet 
connections to a rim secured to the under surface of the 
frame. 

This invention has been patented by Mr. Joseph 
Starr, of 26 State Street, New London, Conn., who will 
furnish any further Information. 




LEWIS' TENT POLE AND VENTILATOB. 

the conducting and sustaining hooks, and provides 
means for the convenient handling of the mould. 

This invention has been patented by Mr. Otto S. 
Fertig, of 40 King Street, New York City. 

<»<•»» 

IMFBOVED CASH CABBIEB. 

The cash carrier herewith shown is simple in con- 
struction and practical in operation, and requires 
no extra motion to disconnect it from the stop 
blocks, while the car, owing to suitable buffers, 
can receive no injury from coming in contact with 
the stop blocks. To the upper surface of the car 
are secured uprights, in which are journaled the 
axles of grooved wheels running upon the over- 
head wire or track. In other uprights is held a 
rod ori which are placed two coiled springs, so 
arranged that the rod acts as a double buffer to 
the Carrier, each of its ends being adapted to 
strike a stop block, two of which are attached to 
the wire, one at each end. Near each end of the 
bar is a pawl, acted upon by a spring which lifts 
its free end so it will automatically engage with a 
lip formed on the stop block for holding the car 
stationary when it reaches either end of its trip. 
The pawls are disconnected and the car startfed by 
means of levers pivoted to the frame and con- 
ii«^«d with the pawls. When either of the levers 
is j^rasped for shoving the car along upon the wire, 
a dight dowHward pressure upon it will free the 
pawl frcsa 1^ lip, thus freeing the oar, whieh, by 
a alight f orwwtd moyMuent ef the hand, may be 



LEWIS TENT POLE AND VENTILATOB. 
Those who have used tents have had a full sense of 
the troubles which this invention is designed 
to overcome. If the halyards of a tent slacken, 
or if the canvas becomes loose, the tightening 
and readjusting have hitherto been done from 
the outside. In stormy weather, or on a cold 
rainy night, it is far from pleasant to huddle on 
some wraps and spend a long five minutes tying 
and untying ropes that seem never to adjust, 
themselves to the requirements. The tent pole 
shown in our cut furnishes the means of tight- 
ening up the tent from the interior. The upper 
section of the pole telescopes into the lower, 
carries a, screw, and by means of a nut bearing 
on the top of the lower section of the pole, it 
can be raised or lowered as required. A jointed 
handle is pivoted to the nut, and is held by a 
spring in a position at right angles to the pole, 
or parallel with it. This keeps it stationary in 
either the working position or out of the way, 
as desired. Another invention in the same line 
is also presented in the illustration. It consists of two 
movable hoods that can be opened or closed from the 
interior of the tent. The inner one, by an endless 
cord, can be opened or shut or kept partially open as 
desired, while the exterior hood acts as an awning to 
exclude the sun or rain. These improve- 
ments have been patented by Mr. Patrick 
Lewis. Further particulars can be had 
from Mr. Geo. Irvine, of 92 St. Peter 
Street, Quebec, Canada. 

»-♦-« 

Practical ITIethod of Tbawlng Earth. 
It is often necessary to make excava- 
tions for pipes in very cold weather, under 
which conditions the operation is difScult. 
The trouble due to frost can only be 
remedied by thawing out the surface. 

The Elettrioita says that quicklime has 
been tried with success. The surface 
where the excavation is to begin is cov- 
ered with alternate layers of lime and 
snow. The lime becomes slaked, and 
heats the soil so effectually that after ten 
or fifteen hours it can be dug up with 
the greatest ease, even where the cold is 
excessive. ' It goes without saying that 
• Where there is no snow, water can be used. 
This makes the process a little more com- 
plicated, but is just as eEBcacious. 

As in this generality of cases urgency 
exists, the digging up of pipes being 
necessitated by some case of repairs, this 
method is restricted in its application to 
those cases in which the delay of a day 
or a night is not inadmissible. 

»■♦■• 

- - Iirthe opinionof the editor of the Ameri- 
can Druggist, the supply of the natural 
oil of wintergreen or birch will soon cease 
to be of any commercial importance, 
since the artificial product (salicylate of 
methyl), to which reference was made 
recently in these columns, is now being prepared of 
such good and uniform quality that it will undoubt- 
edly replace the natural oil. Moreover, the artificial 
article can be produced at a cost below that at which 
the natural oil can be distilled profitably. Here is a 
chance for Congress to repress the improvement, as in 
the oleomargarine case. 



DOTTBLE AIB CHAHBEB FUBBING TILE. 
The accompanying engraving represents a double air 
chamber furring tile which has been recently patented 
by Mr. Thomas W. Snell, of 174 Howe Street, Chicago, 
111. For convenience in manufacturing, two tiles are 
formed together and are then separated after baking, 
the finished tile being of the shape clearly shown in 
the engraving. The flanged sides of the tiles are 
placed against the walls of the building, the tiles of 
each tier being fastened to the wall by hooks driven 




- '^ro,, V^>, .^X 
SNELL'S DOUBLE AIB CHAHBEB ETTBBINa TILE. 

into the joints between the layers of brick. The tiles 
in each tier are so arranged as to form zigzag vertical 
joints. It will be observed that the tiles interlock with 
one another. This gives the furring great strength, 
while the peculiar form of the tile provides double air 
spaces, which effectually exclude all dampness. The 
outer surface of the tiles is plastered. This improved 
tile may be made of any suitable material, such as 
burnt clay, cement, or plaster of Paris. 
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SAFETY SET SCBEW FOB COLLABS AND PTTLLEYS. 

The ordinary mode of fastening collars and small 
sized pulleys on rotating shafts has been by means 
of one or a number of set screws — although it is well 
known that thi^ is a most dangerous device, as the 
protruding head of the set screw will, as the collar 
rapidly revolves, inevitably entangle anything that 
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BOCHOW'S SAFETY 



SET SCBEW FOB 
PULLEYS. 



COLLABS AND 




comes in contact with it, and carry it around the 
shaft, and thus very often break belts, and, much 
worse, often endanger human life. It therefore seems 
strange that hardly any attempt in the way of in- 
vention has been made to obviate that dangerous 
contrivance ; certainly no attempt has been made at 
all to substitute for it . a safe method of fastening 
collars or hubs to shafts. The annexed illustrations 
show such a substitute, and its adaptation on a collar 
and on a hub of a pulley. 

The set screw heretofore used is replaced by two 
pieces, a short screw. Fig. 3, flush with the circum- 
ference of the collar or hub, and which is slotted on 
top, so that it can be set up by a screw driver, and 
which is countersunk on the inside where the second 
piece. Fig. 3, a small steel plug, fits into the counter- 
sink, and is forced against the shaft by the screw. 
The surface of the steel plug is serrated on the 
side toward the shaft, and the collar is made so 
that there is a clearance all around the steel plug. 
When this screw is set up snugly against this steel 
plug, so that the serrated surface of the latter is 
somewhat embedded into the shaft, then the plug 
acts, like a pawl and toggle in any direction on 
which a strain might be brought against the col- 
lar or hub, and the greater the strain, the more 
will the plug embed itself in the shaft, and the 
tighter it will hold the object to the shaft. By 
means of this simple device, a collar or hub can be 
fastened to a shaft much firmer than by a mere 
set screw, and there' being no projection beyond 
the periphery, all danger is obviated. 

This invention has been patented by Mr. F. 
Rochow, of Bridge and Plymouth Streets, Brook- 
lyn, N. Y. 
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ST ABB'S IMFBOVSD CASH bASBIEB. 



Farmers who raise turkeys in Lehigh County, 
Pa., drive them to market as they would sheep. 
Sometimes flocks of two hundred are thus driven 
along the public roads. 
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Natural Hlstorf Notes. 

Raising Diatoms from Spores. — Owing to the very- 
peculiar beauty and variety of their forms and the 
external markings of their indestructible siliceous 
skeletons, no organisms have received so much atten- 
tion from microscopists as diatoms. " Appearing every- 
where with the first-born of life, and wherever matter 
is found in a condition fit for their development and 



nourishment, these marvelous, indestructible organ- 
isms have been preserved and brought down to us, in 
forms unchanged, from the remotest periods of our 
globe's history." Their claims to a place among ani- 
mals was once very warmly urged by naturalists, but 
the discovery, by Mr. Ralfs, of the formation of 
spores by conjugation in several of the genera eflect- 
ually put an end to the controversy, and decided 
their right to a place in the vegetable kingdom. 
Some further light has recently been thrown on the 
subject of the development of these algae, by Dr. 
Samuel Lockwood, who, in a paper in the December 
number of the Journal of the New York Microscopical 
Society, gives an interesting account of a series of ex- 
periments, extending over several years, in raising sev- 
eral species in his laboratory. The following is a 
resume of these experiments, in the author's own 
words : 

" 1. My experiment of December, 1882, the results of 
which I have confirmed by so many observations 
made since, demonstrates that diatoms originate in 
spores, or seed like bodies. 

3. These spores are exceedingly minute, passing easily 
through filter paper. 

3. They are probably resting spores, not motile, and 
may be held in suspension awhile like the mineral mat- 
ter in turbid water. 

4. The viability of these spores is remarkable. The 
diatoms raised in the first series of experiments were 
from spores whose life force had lain dormant in total 
darkness for thirteen or fourteen years ; those in the 
second series, for sixteen years. 

5. The viability of some genera is greater than that 
of others. This is notable of Navicula in these ex- 
periments, and is consonant with the numerical lead of 
this genus in forms or so-called species. 

6. Owing to the environment becqming abnormal, 
development may be rapid and erratic to a surpris- 
ing degree, but upon aberrant and asymmetrical lines. 
Suppressed at some points, the life energy is preco- 
ciously active at others. 

7. Diatoms have embryonal stages or forms, with 
silicate fronds. ^" 

8. As to kind and quantity, the crops are capricious, 
and vary without apparent reasons. 

9. As to the parentage or begetters of the spores in 
my experiments : They were not generated in the ves- 
sel which contained the water, but were begotten of 
sporangial mother cells in [Raritan] Bay." 

Effect of the Electric Light upon Plants. — A citizen of 
Davenport, Iowa, whose garden is situated at about 
one hundred feet from an electric light tower, has re- 
marked that his lilies close at sunset, but open again 
a few minutes after the arc lamps have been lighted. 
It has been observed at Detroit, too, that the foliage 
of the trees exposed to the rays of the electric light is 
much more luxuriant than that of such trees as are 
not. 

Storms Foretold by Insects. — A French exchange 
states that upon the approach of a storm, the summit 
of the Puy-de-Dome is visited in succession by hosts 
of gnats, winged ants, and swallows. It is well known 
that the latter are attracted by the ants, but whence 
the ants and knats come is a mystery. The insects 
often arrive in such numbers as to cover the floors of 
the observatory, where they are crushed by the mil- 
lion. 

The Botanic Gardens of the World. — According to a 
report of the Montreal Horticultural Society, there are 
197 botanical gardens in the entire world, and they 
are thus distributed : France and her colonies, 25 ; 
England and Ireland, 13 ; the English colonies, 37 ; 
Germany, 34 ; Italy, 33 ; Russia and Siberia, 17 ; 
Austria and Hungary, 13 ; Scandinavia, 7 ; Belgium, 
and Holland and colonies, Spain and colonies, and 
the United States, 5 each ; Portugal and Switzerland, 
3 each ; Denmark and Roumania, 3 each ; Brazil, 
Chili, Ecuador, Egypt, Greece, Guatemala, Japan, 
Peru, and Servia, 1 each. The list may be completed 
by mentioning the gardens of Geneva and Louvain, 
and a few that have recently been organized in Eng- 
lish India. At least half of the gardens mentioned 
above are kept up by the government, 18 per cent by 
universities, sometimes in conjunction with the general 
or city government, 11 per cent by cities alone, and 5 
per cent by private donations. Out of the same num- 
ber 94 per cent are always open to the public, 70 per 
cent are open to visitors on Sunday only, and 73 per 
cent publish reports, or contribute in some such way 
to scientific research. 

A Living Pop Gun.— In the Eastern seas, from Cey- 
lon to Japan, there abounds a little fish, belonging to 
the genus Cheetodon, which secures its prey by means 
of an instrument like the' jblow-pipe used by boys for 
projecting peas and putty. The nose of this fish is a 



sort of beak, through which it has the power of pro- 
pelling a drop of water with force enough to bring 
down a fly. Its aim is very accurate, and it rarely 
misses its object. The unsuspecting victim sits on a 
weed or tuft of grass near the water ; the fish cau- 
tiously approaches, stealthily projects its tube from 
the water, takes a sure aim, and lets fly, when down 
drops the insect, to be swallowed by its captor. 
^ « » > ♦ 



Trealineut of Silver Ores lii Xlexlco. 

Consul Winslow, of Guerrero, says that in the neigh- 
borhood of all the mines in Mexico there are haciendas 
de benefloio, or works for extracting the silver from the 
ore. These buildings are generally about 300 feet long, 
and at the back there is a courtyard. In front there 
is generally a large doorway for entrance, where no- 
body is allowed to enter without previous permission. 
The hacienda is managed by an administrator, who 
has his officials and clerks, and directs the establish- 
ment. The peons, or workmen, gain from three shil- 
lings to four shillings a day, and are paid ofl at the end 
of each week. The ore as it is brought from the mine 
is in large pieces, and these are piled up in the court 
yard in a huge pile. They are in the first place put 
into an inclosed box, and pounded to pieces by im- 
mense wooden pounders, armed at the end with iron 
pestles, which are lifted up by arms connected with 
an axle, which is turned by mules. The end of these 
arms fit into a notch in the pestles, and lift them up 
a certain distance, and then the end of the arm slips 
out of the notch, and the iron pestle falls down with 
an immense force upon the mineral, and crushes it 
into sma'l pieces. These fall down upon a sieve made 
of hide, and the smaller pieces fall down through the 
holes in the sieve, and the larger pieces are thrown 
back under the pestles to be again crushed. There are 
several of these pestles in a straight line, connected 
with the same axle, and they are lifted up alternately. I called 



After the ore is pounded to pieces in the mortars, it 
passes to the mills, which consist of a round vat placed 
on a level with the floor, where the metal is ground 
up into a fine mud, water being added, by means of 
three heavy and hard granite stones, of an oblong 
shape, which are tied to the [arms, connected with a 
revolving axle turned by a mule, which walks round in 
a circle blindfolded. 

Into holes made in the stones sticks are introduced, 
and these- are connected by means of ropes or chains 
to the revolving arms. There are several of these 
circular vats, all situated in a line in a long room, each 
worked by a mule blindfolded. These are caired 
tahones, and the crest pole in the middle the peon, with 
two arms of wood, from which are suspended the heavy 
stones, called metapiles or crushers. From here the 
ore, which has the appearance of mud, is thrown out 
into the courtyard, which has a floor well made of 
hard cement or stone, and here are added quicksilver 
and salt in a liquid state, or ealdo as it is called. It 
is thus left in the open air, exposed to the heat of the 
sun, some twenty or thirty days, and is stirred up 
every day or two by the feet of men and horses, who 
walk round in a circle until the quicksilver and the 
salt are well incorporated with the ore. When this 
process is completed, the mud thus washed is called 
torta de lama. 

After the ore is thus worked or brought to a proper 
state, it goes to thelavadero, or washing- place; -wlilch 
is a round vat made of wood and stone, where the 
silver is separated from the earth, and here is where 
the tortas de lama are taken from the yard, and here 
remains, after the mud is washed out, what is called 
the plata pina, or amalgamated silver. This amal- 
gam is then put into stout canvas bags, and submitted 
to a heavy pressure to get rid of the mercury, and 
afterward it goes to the furnace, where the silver is 
purified of all foreign substances. There is an ad- 
ditional process which is pursued with certain kinds of 
ores. 

After the mineral has been exposed to the sun in the 
patio, or courtyard, it is transferred to the planillo, 
which is an inclined plane in the open air, having a 
solid stone floor about sixty feet long and twenty feet 
wide. At the foot of this sit a number of nearly 
naked men, who are engaged in throwing water 
gradually on the mass of mud by means of pieces of 
ox horn, so that the mud flows off, and runs outside 
the yard into a ditch, and the silver, with some mud, is 
left at the foot of the inclined plane. After this pro- 
cess, the greater part of the mud has been removed, 
and only a small portion remains, which contains the 
silver. This mud is then taken to a room on the 
second floor, where it is placed in the criso, a large 
round iron boiler, with fire underneath; water is added, 
and it is stirred up by means of revolving arms worked 
by a mule, and the remaining mud flows off, only a 
small portion remaining. The rest of the process consists 
in removing the remaining substance to the amalgamat- 
ing room, where quicksilver is added, which unites with 
the silver in the mud, and this is further washed, and 
only the quicksilver is left united with the silver. 
This is further purified in the furnace, and the silver 
runs oil into moulds, and is then sent to the mint at 
San Luis Potosi to be coined. 



There are different kinds of ores — one which is mere- 
ly exposed to the fire of a furnace, and this is called 
fundicion, and another of the patio or yard. One 
kind of ore goes to the patio, and from there to the 
lavadero, and another goes to the planillo, and from 
there to the criso. The white and green silvers are 
put through the process of the patio and the criso ; the 
bronzes, and those containing lead, and those mixed 
with other minerals, are extracted by the patio and 
the furnace. The processes used for extracting the 
silver are very primitive. From three hundred pounds 
of crude metal only three to eight ounces are extracted. 
Some of the richer ores, after being ground up, are 
mixed as before with mercury and salt, and then made 
into tortas or piles, some six feet in diameter, and an 
Indian, bare legged, commences in the middle and 
walks round regularly, placing one foot before the 
other by a peculiar movement, and leaves not a single 
particle unstamped, and this is kept up all day, the ob- 
ject being to unite the crude mercury with the silver. 
These men are paid at the rate of about one shilling 
and sixpence a day. 

There are three different kinds of silver ore extracted 
from the mines, according to the description of the 
metal with which they are combined, although there 
are other varieties. There is the plata blanca, or white 
silver, which is the purest and rarest. In this variety 
the silver can be seen resting on the surface of the 
stone. There is also the plata verde, or green silver, 
and in this variety the silver is united with copper, 
and the veins of blue and green in the ore are 
the silver with the copper. Las bronces contain 
silver, but in a less quantity, united with iron which 
looks like brass or gold. Plomosas, where the silver 
is united with lead, is frequently met with at the mines 
situated in Nuevo Leon, such as Ballecilla, Cerralvo, 
and Villaldama. All the different kinds of silver are 
azogues, or quicksilvers, and there are also 
caliches, or chalks, which are rich in silver and very 
common in places. 



metric Sjrstein. 

The following lists, prepared by Mr. James Jackson, 
archivist of the Geographical Society of Paris, give the 
present status of the metric system ; 

COUNTRIES IN WHICH THE SYSTEM IS OBLIGATORY 
BY LAW. 

Population. 

Argentine Republic 2,830,000 

Austria and Hungary .^ 37,786,34t(,, 

Beigiiim".;:?. . ::.'.7.'..'.~ ......:/:: /.■.■.: v. :.".;. .".t.:..".'' 6,ss},'d09' 

Bolivia 1,957,358 

Brazil 9,883,632 

Chili 2,199,180 

Colombia 4,000,000 

Denmark 1,969,039 

Ecuador • 946.038 

France and colonies 46,843,000 

Germany 45,834,061 

Greece 1,979,303 

Italy 28,459,451 

Mexico 10,046,872 

Netherlands 4,173,971 

Norway 1,806,500 

Paraguay 346,048 

Peru 2,699,945 

Portugal 4,160,315 

Roumania 5,073,000 

Spain 16,634,345 

Sweden 4,W9,115 

Switzerland ..". 2,846,103 



241,973,011 

COUNTRIES IN WHICH tHK SYSTEM IS OPTIONAL BY 
LAW. 

Population. 

Dominion of Canada 4,324,810 

Great Britain and Ireland 35,241,482 

Persia 7,653,600 

United States 50,419,933 

97,639,825 

COUNTRIES IN WHICH THE SYSTEM IS OFTEN USED 
WITHOUT HAVING LEGAL VALUE. 

Population. 

Egypt 6,830,000 

English India 198,755,993 

Russia 100,373,553 

Turkey :. 84,804,350 

Uruguay 438,245 

Venezuela 8,075,245 



— La Nature. 



Gas Motor Patents. 

The Gas-motoren-fabrik Deutz, of Deutz, Germany, 
who own the "Otto" patents in Germany, and at- 
tracted of late attention by the large sizes of Otto 
engines furnished to city water works and electric 
light stations, have just obtained a decision in their 
favor in their suit against Moritz Hille, of Dresden, a 
manufacturer, and several of his clients and users of 
infringing engines. The decision establishes the in- 
fringement by the defendants, and orders them to dis- 
continue the manufacture and use of the machines ; 
also to account for damages. The Hille engine used 
the well-known Otto four-stroke cycle, and it is against 
its use that also other suits still pending against Kort- 
ing Bros, and Buss, Sombart & Co. are directed. In 
these eases a decision may soon be expected. 
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Assimilating Oil througb tbe Fores. 

To the Editor of the Scientific American : 

In your Issue of March 26 is advice to one who wishes 
to gain in fat and strength. Let him take a warm 
bath, thoroughly " opening " his skin, then rub dry 
with warm, rough towels in a heated room, and when 
actually dry, let him rub in, thoroughly, any pure oil — 
cod liver preferably, but olive will do — all over his body. 
He will find that thus ten times more will become 
assimilated than his weak stomach can possibly digest. 
Give the stomach rest and a chance to recuperate, 
while letting the skin do its work. I. C. Hoffman. 
Jefferson, Wis., March 28, 1887. 

■ < > ■ > » 

Cbange of Oange on tbe Dayton and Irouton 
Ballwajr. 

To the Editor of the Scientific American : 

For some months past, since the C, H. & D. R.R. 
gained control of the Dayton & Ironton Railway, 
formerly a part of the Toledo, Cincinnati & St. Louis • 
narrow gauge, preparations have been in progress for 
changing from narrow to standard gauge. 

The road runs from Dayton, O., through Xenia, 
Washington C. H., and Chillicothe, te.pping some of 
the finest farming region in the State, to Coaltbn, 
Wellston, and Ironton, making a mileage of 167 miles 
to be changed, and giving a new outlet to the coal and 
iron regions of Jackson and Lawrence counties. 

The road has long been an eyesore to the country 
through which it passes, but will now be a great aid in 
developing in it. The locomotives were busy hauling 
all the narrow gauge cars to the Dayton end of the 
road, the last train passing over the road Saturday 
morning, April 2. 

Immediately on the passing of this train, the section 
men, under orders, commenced the work of . changing 
the railway and road crossings, and ■ spreading out 
stringers on the bridges, thus making everything ready 
for the change of gauge. 

Early Sunday morning, April 3, the work of changing 
the gauge was commenced, with a large force of men, 
many of whom were borrowed from other roads. 

The spikes for the outside of new gauge were driven 
in every third or fourth tie, and spikes were distributed 
along the roadbed for the inside. 

About every other spike on the old gauge was drawn 
and the others loosened. 

When the change was in progress, one gang of men 
palled the outside spikes and another gang threw the 
rails out to new spikes, while still another gang put in 
the inside spikes. 

The change occupied on an average about six hours 
for a section. 

On Sunday night the first standard gauge train was 
run over the road, and on Monday morning the regular 
trains were started. 

A force of hands will be kept at work putting the 
road in standard shape. 

Steel rails are laid to Washington C. H., a distance 
of forty-seven miles, and the steel for the remainder 
will be laid at once. 

The road when completed will be a valuable acquisi- 
tion to the C, H. & D. management. 

C. E. Fowler. 

-Ghillicothe, O.,. April 4, 1887. 

— !■ 1 ■ > ^ 

Hoiv to Protect Nenr Iforb Harbor In Xblrty Days. 

To the Editor of the Scientific American : 

First, make arrangements for the manufacture of a 
lot of tubes similar to the pneumatic dynamite guns 
which have been tried recently, only they need not be 
so accurate nor effective, and, to simplify matters, 
steam may be used instead pf compressed air, and if 
they were made so as to have an effective range of one- 
half, or even one-fourth, of a milfe, they would do. 
Then take a sufHcient number of scows and cover them 
with iron, lying at a very small angle with the water, 
and with the lower edge submerged. (If they lack 
bouyancy, it may be obtained by bolting timber to the 
lower edge of the armor, or even under the scow.) We 
will now arm each scow with,^ say, three tubes, and put 
on a steam boiler, or, if obtainable, air compressing 
machinery, and moor them one-half mile apart across 
the mouth of the harbor, with one tube pointing out- 
ward and one to each side. These will form our float- 
ing batteries. 

We may now take all the boats which we think are 
quick enough of motion, and put in a close deck below 
the water line in the forward part and fill with cork, 
etc., and, by the addition of sloping armor, make im- 
promptu Destroyers, without the submarine gun, which 
we will replace with one of our tubes. 

These boats would be probably slow of action and 
easily run down, as compared with the real Destroyer ; 
but in thirty days we could fix enough of them to load 
several ironclads with all the dynamite they could 
carry — in a state of combustion. 

These boats might be held in reserve till the iron- 
clads had passed our floating batteries — if they got 
past, which they probably would not, as the scows 
might be easily connected by cables, along which a 



torpedo could be run to any intermediate point, and 
the armor could be made thick enough to withstand 
any gun made, as no mobility is required. 

As to protection against small boats, they would be 
simply burglar proof safes or rafts, so that a small num- 
ber of men with small arms could keep off any number 
of boats, even if they could not drop a bomb into them, 
and thus demoralize them. 

These impromptu arrangements need be kept up but 
for a very short time, as Captain Ericsson, the invent- 
ors of the Peacemaker and other submarine boats, tor- 
pedoes, etc , would not be idle, and, in fact, I doubt 
not but Captain E. wouldhave a complete and effective 
Destroyer ready in thirty days, and after the first one 
was made, he would turn them out much faster than 
all the foreign navies could furnish ironclads. G. 



Tbe Eye Camera. 

At a recent meeting of the Photographic Section of 
the American Institute, Dr. Maurice N. Miller, of the 
University of the City of New York, entertained the 
audience for an hour. The camera to the construction 
and application of which he wished to call attention 
was not a patented instrument. The camera he alluded 
to was the human eye. The eye was guarded as jeal- 
ously and protected as carefully as the most fastidious 
photographer cared for his camera. The horny box, 
consisting of seven separate pieces, was described, as 
well as the wonderful means for cleaning the front sur- 
face of the optical apparatus by means of the tears. 

The exposing apparatus was shown to consist of a 
peculiar muscular arrangement, by means of which the 
individual had perfect control over the admission of the 
light rays. 

Reference was then given to the arrangement for po- 
sition. 

Delicate cords (muscles) were attached to the eye ca- 
mera, traction upon which enabled the owner to select 
the field of view. 

Dr. Miller then described the walls of the eye. In 
stead of the usual form of camera box, the eye camera 
was spherical. 

The walls were made in three thicknesses — the outer 
to give strength ; the middle one black, to prevent re- 
flection and loss of light ; and the inner coat, the screen 
or retina. The reflective media were described as a sys- 
tem of lenses, so arranged with reference to curvature 
and refractive index as to form the most perfect image 
on the screen. The diaphragm (the iris) was mentioned 
as the most perfect in form, capable of adjustment in 
size, according to the requirements of the individual. 

Focalization in the eye was accomplished by a most 
wonderful condition, that of flexibility in the crystal- 
line lens. 

The curvature of the front surface of the biconvex 
lens could be altered at the will of the individual ope- 
rator, according as near or far distant objects were to 
be focused. The screen of the visual apparatus was 
described at some length. 

The Dot cor said that the part upon which the images 
were formed was practically an expansion of the optic 
nerve. That as the nerve coming from the brain en- 
tered the orbit from behind, it penetrated the two 
outer coats and then spread out, and by millions of 
minute interwoven threads formed a sheet or screen 
upon which the image was formed. 
- It waa-cur.iou&that, notwithstanding its structure, 
the nerve was not itself sensitive to light. The Doctor 
then described the rods and cones by blackboard draw- 
ings, and indicated how these minute elements were set 
in vibration by the light rays, which motion was 
eventually recognized by the brain as light or color. 

Some very interesting facts were then brought out 
in connection with the physiology of vision. Dr. Miller 
said that experience only enables us. to erect in the 
mind the inverted pictures of the eye. The remarkably 
small size of the retinal image was illustrated. The 
Doctor said that the diameter of the image of an object 
six feet square when placed forty rods away was only 
about one-fiftieth the diameter of a human hair. 
Again, that the picture on the retina of a man half a 
mile distant, while perfectly distinct, was so small that 
if the man should move six feet across the line of vision 
the image on the retina would travel lessthan one ten- 
thousandth of an inch ; that the entire picture upon 
the retina was less than half an inch in diameter ; and 
that the angle of the field of view included in a single 
distinct picture was only about ten degrees. 



A New Metal Industry.— .Km/iZow's say that in 
Germany gold, platina, and silver strips are welded, 
after the mosaic style, upon a metal ground, prepared 
by the incandescent process, then compressed by 
means of powerful presses, and finally elongated by 
rolling into long sheets or strips. These sheets, which 
are now of all colors — yellow, red, green, white, gray, 
and black — are made into scarfs and neckties, which, 
being indestructible, are considered of some practical 
worth. This novelty, it appears, has found great ac- 
ceptance abroad, numerous orders for export having 
been received by the manufacturers, who are chiefly in 
the Pforzheim and Baden distriets, 



EIGHT LIGHT DYNAMO. 

(Continued from first page.) 

Size of wire on field magnet, No. 18 Am. W. G 0.033 in. diam. 

Number of parallel wires on each leg of field 

magnet 4 

Number of layers of wire on each leg of field mag- . 

net 8 

Number of layers for each wire 2 

Weight of wire on field magnet 17 pounds. 

The field magnet is made of two like parts of soft, 
gray cast iron, joined at the center of the yoke, and 
bound together by two bolts, as shown in Fig; 1. The 
adjoining surfaces of the yoke are accurately faced, so 
that when clamped together, the connected halves of 
the magnet will be practically the same as if made in- 
tegrally. 

The bore of the polar extremities of the magnet is 3% 
inches in diameter, and the sides of the magnet around 
the bore are faced in the lathe to form a true support 
for the bronze yokes supporting the ends of the arma- 
ture shaft. These yokes are bored to receive the 
armature shaft, and faced in the lathe upon the sur- 
faces abutting against the sides of the magnet. The 
yokes are secured in their places on the magnet with 
their centers coincident with the axis of the bore of the 
magnet. 

The armature shaft is fitted so as to revolve freely on 
its bearings, and there is a clearance between the peri- 
phery of the armature and the magnet of about one- 
eighth inch. 

Upon the portion of the armature shaft lying be- 
tween the poles of the field magnet is placed the cylin- 
der, of seasoned hard wood of the size above given. 
Upon this wooden cylinder are placed the thirty-nine 
iron rings or washers, with intervening paper rings of 
the same size andaboutone thirty-second inch thick. 
The iron rings are drilled at diametrically opposite 
points to receive the brass rods by which the entire 
series is held together. The arrangement of the parts 
of the core of the armature is shown in Fig. 2, in which 




Fig. 2.-FABTS OF ABHATUBE COBE. 

some of the iron rings have been separated, to more 
clearly illustrate the construction. 

The series of iron rings is secured to the wooden cyl- 
inder and the shaft by two pins passing through the 
rings, the wooden cylinder, and the shaft. 

The edges of the end rings are rounded, to prevent 
them from cutting the insulation of the wires. In two 
of the rings, at each end of the armature core, are 
formed twenty-four equidistant radial slots, 6 (Fig. 3), 
one-eighth inch deep and one-sixteenth inch wide. 
The armature core thus formed is covered over its en- 
tire surface with adhesive tape, such as is commonly 
used by wire men for covering joints in conductors. 
The tape is wound spirally on the periphery of the 
core, and is arranged radially on the end of the core. 
It is also wound spirally upon the shaft one and three- 
eighths inches in each direction from the ends of the 
armature core. Into the radial slots, b, are driven 
small wedges, a, of hard rubber, which are allowed to 
project three-sixteenths inch beyond the periphery of 
the core. 

The winding of the armature is most readily done in 
a lathe, as shown in Fig. 3. The armature shaft with 
a dog attached is supported between the centers of the 
lathe, with dog in engagement with the face plate. A 
spool of No. 20 wire* is supported in a convenient posi- 
tion at the back of the lathe, and after bending the 
end of the wire around one of the wedges, leaving 
about 4 inches projecting beyond the wedge, the wind- 
ing is begun. The wire is carried by one hand along 
the surface of the armature core and through the 
space between two wedges at the opposite end of the 
core, corresponding with the space in which the coil 
was started. The other hand grasps the face plate of 
the lathe, and as the wire is carried across the end of 
the armature core, the face plate is dexterously turned 
through a half revolution, bringing the opposite side 
of the core uppermost. The wire is then laid between 
the two pairs of wedges diametrically opposite those 
embracing the wire on the other side of the armature. 
The wire is carried across the commutator end of the 
armature core, and the armature is returned to the 
positionof starting by returning the face plate to its first 
position and the wire is laid alongside of the portion first 
laid on. The wire is'carried lengthwise around the arma- 
ture in this manner until eight parallel convolutions 
have been laid on. This layer of wire will extend 

* The wire used is the best csttsu covered magnet wire. 
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across the space between two of the wedges. In Fig. 
4 the inner layer, B, is represented as being raised from 
the core, to more clearly show the position of the wire 
on the armature, and the inner and outer coils are 
widely separated; but it will of course be understood 
that these wires are to lie 
as closely as possible to 
the core in the working 
machine. The beginning 
or inner terminal, E, of the 
coil, B, is represented in 
black. In practice, this 
end of the wire is always 
coated with colored var- 
nish as soon as the coil is 
complete, and before the 
two ends of the coil are 
twisted together, as they 
always are temporarily, 
for convenience in wind- 
ing, so that there cannot 
be a mistake as to which 
are the inner and outer 
ends of each coil. 

After winding the inner 
layer of the first coil, the 
winding is continued, 

forming the outer layer, D, on top of the inner layer, by 
winding in the same direction, but returning by the 
successive coils of the second layer toward the point 
of starting. When the outer layer is complete, the 
wire is cut, leaving a projecting end about 4 
inches long. The colored or inner end of 
the wire is now twisted with the outer or 
uncolored end. In this manner, the first 
coil is placed in the spaces 1, 1, of the arma- 
ture. It will be observed by reference to 
Figs. 4 and 5 that the two halves of each 
coil are arranged across the end of the ar- 
mature on opposite sides of the shaft. This 
secures a compact end and a minimum 
amount of dead wire. 

After placing one coil in spaces 1, 1,-in 
the manner described, spaces 2, 2, are filled 
in the same way, then 3, 3, and so on, until 
twelve coils are wound upon the core. 
These coils half fill all of the pairs of spaces 
1, 1, 3, 3, 3, 3, etc., to 12, 12, with termi- 
nals, A, E, projecting from each space 
around one-half of the periphery of the 
commutator end of the armature, the end 
of the armature presenting an appearance 
which would be indicated by Fig. 5, if the 
coils, G F, were omitted. When the arma- 
ture is half filled, the winding is continued 
in exactly the same manner and in the same 
direction as before, forming a coil of two 
layers, F, G, in spaces 1, 1, on top of the 
first coil, B, D, leaving projecting terminals, 
as in the case of the first series of coils. 
Then a similar coil is formed on top of the 
coil in spaces 3, 2, and so on, until each 
pair of spaces contains two coils, one super- 
posed on the other, every coil being formed 
of two layers of wire, with eight strands in 
each layer. 

It is advisable, before winding the outer 
series of coils, to bind the inner series close to the core 
by a winding of stout linen thread at three equidistant 
points in the length of the armature. As a guard 
against the possibility of short circuiting, the terminals 
of each coil, where they are in contact with each other 
or with other portions of the 
wire, should be provided with 
an extra wrapping of cotton. 
The armature thus con- 
structed is known as the 
Siemens or Hefner-Alteneck 
armature. 

There is another method of 
constructing the core of the 
armature which yields good 
results, but is, in some re- 
spects, inferior to the one 
described. The armature 
shaft carries a spool of wood 
or other non-magnetic mate- 
rial, upon which is wound 
varnished soft iron wire — 
the wire being used instead 
of the iron rings. The com- 
mutator cylinder, the method 
of connecting the terminals 
of the armature coils with the 
bars of the commutator cylin- 
der, the brushes, the field 
magnet winding, the connec- 
tions, and other features will 
be illustrated and described in 
the next issue of this journal. 
— »-•-• 

Twenty-four per cent of 
Norway is forest,. 



wire DraTvlns \Flttaont PIcklingr, 

It is well known that in the manufacture of iron 
wire, the layer of oxide formed on the surface of the 
red-hot metal has to be removed by passing it through 
a bath of dilute sulphuric acid, an operation necessar}' 




Fig, 4.-THE FIRST COIL ON ARMATURE. 

for each reheating. The consumption of acid amounts 
to about 25 or 30 kilogrammes (55 to 66 lb.) per ton 
(3,304 lb.) of wire produced ; the bath contains 1 per 
cent or 12 per cent of acid, and the rest is water. The 




pickling in acid by other processes. The oldest is one 
proposed by Betz in 1877, which consisted in subjecting 
the iron wire to successive bendings in all directions to 
break the scale of oxide. This was effected by passing 
the wire through a series of grooved rollers placed at 

varying angles with each 
other. In Von Becke's 
process the wire was sub- 
jected to friction, an 
effectual operation, but in- 
jurious to the product. 
An American machine, in- 
vented by Adt, subjects 
the wire to torsion by im- 
parting a helicoidal mo- 
tion to grooved rollers 
through which it passes. 
This apparatus gives good 
results. It does not quite 
do away with acid, but 
saves nine-tenths of it. 
The Altpeter and Bansen 
processes act upon the sec- 
tion of the wire, trans- 
forming it from round to 
oval, by cylinders arrang- 
ed like those of universal 
plate rolls. The change of section does no harm if a 
final drawing is yet to take place, but this process 
leaves attached a great part of the oxide. 
Wedding has recently proposed a plan, also mechan- 
ical, but based on another order of ideas. 
He stretches the wire while still hot to its 
limit of elasticity, giving it a tension of 63 
to 64 kilogrammes per square millimeter 
(85,000 to 88,000 lb. per sq. in.). The thickest 
layer of oxide falls off, and the thinnest 
ceases to be adherent, so that a slight 
treatment by the Adt or Betz machine 
removes all scale completely, especially if 
water is used — preferably liot — so as not to 
harden the surface of the metal. The re- 
^ heating is done in a lead bath. On this 

■' subject the Bulletin de la Sociele des In- 

genieurs Civils remarks that the use of a 
lead bath would be inadmissable where the 
wire was to be galvanized, because the 
traces of lead which might remain adher- 
ing to it would ultimately interfere with 
the adherence of the zinc. — Revue Indus- 
trielle. 



Fig. 5.-STARTING THE OUTER SERIES OF COILS, 

objection to this proee.ss not only is the expense due to 
the use of acid, but the time required for the pickling, 
which requires two or three hours, and the annoyance 
of dealing with and disposing of the acid liquors. 
The attempt has often been made to replace the 




Fig. 3.-METH0D OF WINDING. 



Ruskin Vanquished by a mason's 
Troivcl. 

Mr. Ruskin, in the latest volume of his au- 
tobiography, says the American Architect, 
relates his experience at manual labor: 
" When I had to direct road making at Ox- 
ford, I sate myself, with an iron masked 
stone breaker, on his heap, to break stones 
beside the London road, just under Iffley 
Hill, till I knew how to advise my too impe- 
tuous pupils to effect their purposes in that 
matter. I learned from an Irish street 
crossing sweeper what he could teach me 
of sweeping ; but found myself in that 
nearly his match, from my boy gardening ; 
and again and again I swept bits of St. Giles' foot 
pavements, showing my corps of subordinates how 
to finish into depths of gutter. I worked with a car- 
penter until I could take an even shaving six feet 
long off a board ; and painted enough with properly 
and delightfully soppy green 
paint to feel the master's 
superiority in the use of a 
blunt brush. But among all 
these and other such student- 
ships the reader will be sur- 
prised, I think, to hear, seri- 
ously, that the instrument I 
finally decided to be the most 
difficult of management was 
the trowel. For accumulated 
months of my boy's life I 
watched bricklaying and 
paving ; but when I took the 
trowel into my own hand, 
abandoned at once all 
hope of attaining the least 
real skill with it, unless I 
gave up all thoughts of any 
future literary or political 
career." 



The Ice Palace at St. Panl. 

A correspondent says the 
ice palace is still 60 feet 
high, and presents the ap- 
pearance of a picturesque 
ruin. It is slowly melting, 
and occasionally an ice block 
comes tumbling down. 
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JAHES BTTCHANAN EADS. 

This distinguished American engineer was born in 
Lawrenceburgh, Ind., May 23, 1820. As a boy he 
showed unusual fondness for machinery, and when 
but eight years old was in the habit of visiting places 
where it was possible for him to watch the move- 
ments of mechanical apparatus. 

In 1829, he moved with his parents to Louisville, 
and while on the journey down the river, the lad 
showed such interest in the machinery on the boat that 
the engineer was induced to explain to him the opera- 
tion of the principal parts of the engine. So well 
did he profit by this one lesson in steam engineering, 
that a little more than two years later, he con- 
structed a miniature engine, which was worked by 
steam. Soon after settling in Louisville, his father, 
perhaps seeing soiiiething of the man in the boy, fitted 
up for him a workshop, where he constructed models 
of saw mills, fire engines, steamboats, and other ma- 
chines. It is said that he used to take to pieces and 
put together the family clock, and when he was twelve 
years old, he accomplished a similar feat with a 
patent lever watch, having no tool but his pocket 
knife. 

In 1833, the family again moved, this time to St. 
Louis. During the night following his 
steamer which had brought him to 
St. Louis was burned, and all of his 
father's possessions destroyed. Young 
Eads, only thirteen years of age, land- 
ed barefooted, without a coat upon his 
back, on the very spot now covered by 
the abutments of the great steel bridge 
which he afterward built. No more 
schooling was possible, for it was ne- 
cessary to aid in supporting his mother 
and sisters. 

He began his independent career by 
selling apples on the street, and for 
some time followed this occupation, in 
order to obtain the necessities of life 
for the family. Before long, however, 
he secured a situation in a drygoods 
store, where he remained for five years. 
Meanwhile he had access to an excel- 
lent library belonging to the senior 
partner of the firm by which he was 
employed, and used every opportunity 
to study mechanics and cognate sub- 
jects. 

In 1839, he obtained the appointment 
of clerk on one of the Mississippi River 
steamers, and while holding this place 
began to acquire some knowledge of 
the waters of this capricious river, 
whose many changes have so bewild- 
ered its navigators. The shifting chan- 
nels, now engulfing the rich planta- 
tions or flooding the large cities, were 
problems worthy of the greatest con- 
sideration, but time was not yet ripe 
for tlieir adequate solution. 

His attention was then turned to 
inventing, and in 1842 he designed a 
diving bell boat, to recover the cargoes 
of sunken steamers. Soon after, he 
formed a copartnership with Case & 
Nelson, boat builders, and constructed 
larger boats, with novel and power- 
ful machinery for pumping out the 
sand and water from sunken vessels, 
and lifting their entire hull and cargo. 
This work was a thorough success, 
and the operations of the company ex- 
tended from Balize, La., to Galena, 
Ills., and into the tributaries of the Mississippi. It 
was while engaged in the wrecking business that he 
gained a knowledge of the laws which control the 
flow of silt-bearing rivers ; and he was able to say of 
the Mississippi a few years afterward, that there was 
not a stretch in its bed fifty miles long, between St. 
Louis and New Orleans, on which he had not stood on 
the bottom of the stream, beneath the shelter of a 
diving bell. 

In 1845 he sold his interest in the company, and estab- 
lished in St. Louis the first glass manufactory west of 
the Ohio River. Two years later, this enterprise hav- 
ing failed, Mr. Eads returned to the business of raising 
steamers, removing obstructions from the channel, and 
improving the harbor of St. Louis. During the fire 
of 1849, tvventy-nine steamers were burned at the land- 
ing of St. Louis and most of their wrecks were removed 
by him. This business proved financially successful, 
and in the following ten years he accumulated a for- 
tune of half a million of dollars. 

During the winter of 1855-6, Mr. Eads made a formal 
proposition to Congress to keep the channels of the 
Mississippi, Missouri, Ohio, and Arkansas Rivers free 
by removing all snags, wrecks, and other obstructions. 
A bill embodying his plans was reported on and 
passed the House of Representatives, but was unsuc- 
cessful in the Senate, owing to adjournment. Fail- 
ing health led to bis retirement from business in 1867, 



and the subsequent four years were spent without em- 
ployment. 

Three days after the surrender of Fort Sumter, on 
April 17, 1861, Mr. Edward Bates, then United States 
Attorney-General, wrote to him from Washington : 
"Be not surprised if you are called here suddenly by 
telegram. If called, come instantly. Under a certain 
contingency, it will be necessary to have the aid of the 
most thorough knowledge of our Western rivers and 
the use of steam on them, and in that event I have 
advised that you should be consulted." Soon after he 
was telegraphed for, and at once proceeded to Wash- 
ington. After consultations with President Lincoln 
and others concerning the practicability of using 
light-draught ironclad vessels on the Mississippi and 
its tributaries, he was appointed, with Captain John 
Rodgers of the United States Navy, to carry into effect 
the recommendations which he made. He went imme- 
diately to Cairo, and there altered the Conestoga, Ty- 
ler, and Lexington into gunboats. In July, 1861, pro- 
posals were issued, calling for the construction of a 
number of ironclad gunboats for service on the Missis- 
sippi. Mr. Eads was found to be lowest bidder, and 
he was ordered to build seven vessels. The contract 
to finish these boats within sixty-five days was signed 
on August 7. The timber to form their hulls was still 




JAMES BUCHANAN EADS. 

uncut, the rolls for the manufacture of the armor 
plates were not in existence, and the engines were 
nothing but pig iron and bars, yet in forty-five days 
(October 12, 1861) the St. Louis— the first United States 
ironclad — with her boilers and engines on board, was 
launched at Carondelet, near St. Louis. Ten days 
later the Carondelet followed, and then in rapid suc- 
cession the Cincinnati, Louisville, Mound City, Cairo, 
and Pittsburg were launched. An eighth vessel, 
larger, more powerful, and superior in every respect, 
was undertaken before the hulls of the first seven had 
fairly assumed shape. Dr. Charles B. Boynton says, 
in this connection : " Thus one individual put into 
construction, and pushed to completion within a hun- 
dred days, a powerful squadron of eight vessels aggre- 
gating five thousand tons, capable of steaming at nine 
knots an hour, large, heavily armed, fully equipped, 
and all ready for their armament of one hundred and 
seven large guns. The fact that such a work was done 
is nobler praise than any that can be bestowed by 
words." 

During 1862-3 he designed and constructed the Osage, 
Nesho, Winnebago, Milwaukee, Chickasaw, and Kicka- 
poo, six turreted iron vessels, all heavily plated. The 
turrets on these were quite different from those of 
Ericsson and Coles, and their guns were worked en- 
tirely by steam. In this way, the eleven and fifteen 
inch guns could be loaded and discharged every forty- 



five seconds, and this record stands as the first appli- 
cation of steam in manipulating heavy artillery. In 
addition to the fourteen heavily armored gunboats 
already constructed, he converted, during the same 
time, seven transports into what were called " tinclads," 
or musket-proof gunboats, and also built four heavy 
mortar boats during this period. The good work which 
these vessels did during the war is recorded in the his- 
tory of Generals Grant and Halleck's campaigns and of 
Admiral Farragut's capture of Mobile. 

Soon after the closing of the civil war, the bridging 
of the Mississippi became urgent, and in 1865 a bill ap- 
proving of the construction of a bridge at St. Louis 
was passed, but it was not until August, 1867, that 
work was begun. In the construction of this bridge 
Mr. Eads had to deal with problems which had not be- 
fore confronted an engineer. It consisted of three 
arches, of which the central one has a clear span of five 
hundred and twenty feet, iind is recognized as "the 
finest specimen of metal arch construction in the 
world," while the side arches are five hundred and 
two feet each in span. Its granite piers all rest upon 
the bed rock underlying the river deposits. Two of 
them are much deeper than any yet built, and of these, 
one, weighing forty-five thousand tons, was sunk to the 
bed rock, one hundred and thirty -six feet below high 
water mark, through ninety feet of 
sand and gravel, while the other, 
weighing forty thousand tons, is found- 
ed on the rock one hundred and thirty 
feet below high water mark. Many 
novel plans were designed by Mr. Eads 
in the construction of the caissons by 
which these enormous piers were 
sunk through the sand to the rock. 
In the erection of the arches, new pro- 
blems likewise presented themselves. 
They had to be designed about two 
and a half inches longer than they are 
now in their present position, on ac- 
count of the Qontraction which their 
weight causes throughout the arch. 
They were built out from Ihe piers 
until they met at the center. The 
half spans near the shores of the river 
were upheld by huge iron guys pass- 
ing over temporary towers on the piers 
and anchored securely on shore. On 
the central piers the half spans bal- 
anced each other, being built out 
from opposite sides of each pier. The 
central tubes had to be specially fitted 
for insertion, and their introduction 
was accomplished by the use of a set 
of telescopic tubes specially designed 
for this purpose by Mr. Eads. Each 
one of the original tubes was ciit in 
two parts, and the two severed por- 
tions joined by an internal iron plug in 
which was turned aright and left screw 
fitting into corresponding threads 
turned on the inside of the tube ends. 
Several inches of the tube's length 
were cut out to permit it to be short- 
ened up, so as to enter the space. 
Through the plug, pin holes were 
made for the in.sertiou of strong levers 
by which it could be turned. By this 
simple method all of these enormous 
arches were closed. After an expendi- 
ture of exactly $6,536,729.99, this 
bridge was opened with appropriate 
ceremonies on July 4, 1874. 

The deepening of the mouth of the 
Mississippi was a problem to which 
the attention of the people had already been drawn. 
In 1873 a commission of seven distinguished army 
engineers was directed by Congress to examine this 
subject. It reported in favor of building a canal 
through the left bank of the river, near Fort St. 
Philip, to connect with Breton Bay, by which the 
bars at the mouth of the river would be avoided 
entirely. This plan was opposed by Mr. Eads, who 
offered to undertake the deepening of the mouth of the 
Southwest Pass by a system of jetties at the sole 
risk of himself and his associates, without demanding 
any pay whatever from the government until after 20 
feet should have been secured, the normal depth on the 
bar beiag about 14 feet. 

Mr. Eads' proposition at once met with the decided 
opposition of the official experts of the United States 
Engineering Corps, to whom the government was in 
the habit of intrusting such work ; but ultimately his 
plan was accepted, and he was allowed to begin opera- 
tions on the South Pass, the smallest of the three, 
where, instead of a single bar with 14 feet on it, he 
was confronted with two, one in the sea with but 8 feet 
on it and one in the river with but 14 feet on it. In 
1875 he began the construction of jetties on- each side 
of the natural channel at such a distance apart that 
they should, by contracting the channel, quicken the 
current, and thus not only prevent the deposition of 
sediment, but should scour out the bottom and in- 
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crease the depth. Each jetty was over two miles in 
length, and was constructed of tiers of woven willow 
mattresses sunk in position and loaded with stones, 
the surface above water level being protected with 
rough masonry. The interstices in the structure thus 
formed quickly filled with silt, and became practically 
imperishable. 

The sum agreed to be paid for the work was $5,350,- 
000, of which $500,000 was to be paid after a channel 30 
feet deep by 300 feet in width had been secured, another 
$500,000 after a channel 33 feet deep, and other sums 
on the obtaining of channels 36 and 38 feet deep re- 
spectively. But as a guarantee that the maintenance 
of the channel should not cost more than $100,000 a 
year, the final $1,000,000 of the whole sum was to be 
withheld until a channel of 30 feet maximum depth had 
been kept throughout during twenty years. Congress, 
however, deeming these terms unnecessarily se\'ere, 
with remarkable unanimity voted to pay him 
$1,750,000 in advance of his contract terms after he had 
secured 32 feet depth. On July 8, 1879, four years after 
he began work on the jetties, the United States in- 
specting officer reported that the maximum depth of 30 
feet had been secured and that the least width of the 
26 foot channel was 200 feet. 

By this means New Orleans has been raised from be- 
ing the eleventh to the second export city of the United 
States. The current of the river has maintained the 
maximum depth ever since, and the entire cost of the 
jetties was one-half of the estimated cost of the pro- 
posed canal. 

Meanwhile Mr. Eads outlined one of the most mag^ 
nificent plans which hydraulic engineering has ever 
undertaken. He proposed to extend deep water from 
the Gulf of Mexico to the mouth of the Ohio River, into 
the very heart of the Mississippi River valley, by per- 
manently locating the channel, and so putting an end to 
the caving of its banks. According to his belief, " the 
establishment of a uniformity of width would produce 
a uniformity of depth, and secure at least 20 feet at 
low water from Cairo 'to the Gulf. Uniformity of 
width and depth would insure uniformity of current 
and a uniform charge of suspended sediment, and this 
would virtually stop the caving of banks, for these are 
caused by changes in current velocity." 

In 1879 Congress authorized the creation of a mixed 
(commission of civil and military engineers, called the 
Mississippi River Commission, to consist of seven mem- 
bers, of which Mr. Eads was one. Its duty was to pre- 
pare plans for the improvement of the navigation of 



Harbor Board, of Liverpool, England, at a fee of 
£3,500, said to be the largest ever yet paid to an 
engineer. His evidence caused the rejection of the 
scheme as it then stood; and the modification jby 
which the canal was laid out along the shore of the 
wide part of the Mersey, instead of being led in a 
trained channel through the sandy flats, was due to his 
advice. He was also personally consulted by the Em- 
peror of Brazil concerning the harbors of his kingdom. 

The last great enterprise to which Mr. Eads devoted 
his attention, and which he still leaves incompleted, 
was the ship railway across the isthmus of Tehuante- 
pec, Mexico. As early as 1879, Mr. Eads determined 
upon this as a more promising undertaking than the 
Panama or Nicaragua canals. The length of the route 
is 184 miles, its highest point 726 feet above the leVel of 
the sea, and its heaviest grade less than 53 feet a mile. 
He proposed the construction of a many-tracked rail- 
road, with turntables and other necessary appliances, 
and with dry docks at each end. The largest ocean 
steamers, heavily laden, were to be docked, placed in 
huge cradles, mounted on cars, and dragged overland 
from sea to sea by the combined force of half a dozen 
giant locomotives. This, he con tended.was entirely prac- 
ticable, because the railway can be built wherever the 
canal can, at one-half the cost of the canal with locks, 
or one-quarter the cost of one at tide level, because it 
can be built in one-third or one-quarter the time needed 
to' build a canal ; because more vessels can be carried 
in a day over the railway than through the canal ; be- 
cause four or five times the speed practicable on a canal 
6an be secured ; because the capacity of the railway 
can be increased to suit increased needs without dis- 
turbance ; because it will cost less to maintain and 
operate it than it will to operate and maintain a canal ; 
because it can be built and operated where the canal 
cannot be ; because more accurate estimates can be 
made of the cost and time needed for its construction ; 
and because its location is the very best of all those 
which are proposed on the American isthmus. 

The entire cost of this stupendous work was estimated 
by Mr. Eads at less than $75,000,000, and he claimed 
that the tonnage that might naturally be expected to 
follow this route would pay handsome profits on the 
investment. A valuable concession was made by the 
Mexican government for the building of this road, and 
for several years he endeavored to persuade the United 
States government to undertake the building of this 
ship railway, but finally gave it up, and formed a 
private company for its construction. A bill to incor- 



the river and to prevent destructive floods. ,A report porate this company. passed, the .United States Senate 



adopting the jetty system was made, in which Mr. 
Eads' views were fully indorsed. Appropriations were 
made by Congress, and two reaches of the Mississippi 
—Plum Point, 30 miles long, and Lake Providence, 35 
miles long — were selected for improvement. The low 
water depth of the former was only 5 feet, while the 
latter, 400 miles further down the river, had a depth of 
nearly 6 feet. Permeable contraction works, similar to 
those used at the South Pass, were put in position for 
one season in the period between two floods, and the 
effect produced by the works during the first flood that 
followed was simply marvelous. The depth was in- 
creased through the upper reach to 1 2 feet at low water, 
and through the lower reach to 15 feet, and scores 
of millions of cubic yards of sediment were de- 
posited behind the permeable works, through the 
checking of the current. New shore lines of an approxi- 
mate uniform width were developed, but later Con- 
gresses refused to continue sufficient appropriations,' 
although enough had been accomplished to show the 
entire practicability of the plan. 

In 1878 Mr. Eads made an elaborate report upon the 
improvement of the mouth of the St. Johns River, 
Florida, in response to a request of the municipal 
authorities and citizens of Jacksonville; and in 1880, at 
the request of the Governor of California, he visited 
the Sacramento River and reported upon plans for the 
preservation of its channel and the arrest of debris 
from the mines. He was asked by the Minister of Pub- 
lic Works of Canada, in 1881, to examine the harbor of 
Toronto, and subsequently submitted a report upon 
the measures required for its improvement. In 1883 he 
■was commissioned by the Mexican government to ex- 
amine the port of Vera Cruz, and to suggest means of 
rendering the entrance safe, and to protect shipping 
inside. His suggestions were approved by the author- 
ities, and movements inaugurated to construct the 
necessary works. He likewise reported upon the har- 
bar of Tampico. 

During his different visits to Europe he has inspected 
the mouths of nearly every riveP' emptying Into the 
Baltic Sea and the German Ocean. He has also ex- 
amined the river courses of the Rhone, the Danube, 
including the works at their- mouths,- and the Theiss, 
in Hungary ; also the Suez, Amsterdam, and Rhone 
ship canals, ^rly in 1884 he was requested by the 
authorities of 'feral veston, Texas, to undertake the im- 
provement of their harbor and the entrance to it, but 
the execution of this work was deferred by legislation. 
In the meanwhile, on the occasion of the Parliamen- 
tary inquiry into the merits of the Manchester ship 
^^nal, Mr. Eads was retained by the Mersey Docks and 



during the session of 1886-7, but failed in the House 
of Representatives. 

In 1872 he was elected president of the St. Louis Acad- 
emy of Sciences, and filled that office for two terms, 
delivering valuable scientific addresses when he was 
inaugurated. During the same year, he received an 
election to membership in the National Academy of 
Sciences. In 1881 he made an extemporary address be- 
fore the British Association for the Advancement of 
Science, of which he was a member, at York, on the 
improvement of the Mississippi, also on the Tehuan- 
tepec ship railway, which were by unanimous consent 
ordered to be embodied in its report of the proceed- 
ings. Mr. Eads received in June, 1884, the Albert 
medal of the British Society of Arts, awarded to " the 
distinguished American engineer, whose works have 
been of such great service in improving the water com- 
munication of North America, and have thereby ren- 
dered valuable aid to the commerce of the world." He 
also received t^e honorary degree of LL.D. from the 
State University of Missouri. 

Mr. Eads was a Fellow of the American Association 
for the Advancement of Science, a member of the 
American Society of Civil Engineers, and a member of 
the Institute of Civil Engineers of Great Britain. 

His writings and professional papers appeared 
variously, but the most important have been collected 
and published as the " Addresses and Papers of James 
B. Eads, together with a Biographical Sketch." (St. 
Louis, 1884.) 

The winter of 1886-7 was spent between New York 
and Washington, and his time devoted almost entirely 
to pushing the interests of the ship railway. Soon 
after the introduction of the bill foi- its incorporation 
in Congress, Mr. Eads went in failing health to Nassau, 
New Providence, Bahama Islands, where, on March 8, 
1887, he died after a brief illness. 

It is said of De Soto, whose remains were consigned 
to the waters of the great Mississippi at midnight, 
while the first requiems ever chanted over its surface 
were sung, that he came to seek a- fortune and found 
nothing better than a tomb. Eads gained his fortune 
by conquering the river, and the mighty structures re- 
sulting from his genius will remain in perpetuation of 
his memory so long as engineering skill shall have a 
record in the world's history. M. B. 
♦» ■ >» 

A correspondent says : A fortune awaits the inventor 
of a successful perfect dash or buggy lump, or a lamp to 
beattached to a horse's breast. One that will not go out 
when most needed, and with sufficiently strong reflector 
to light the road for some distance ahead of the horse. 



Tram Gars for Sontb America. 

The J. G. Brill Company, of Philadelphia, have re- 
ceived from South America probably the largest order 
for tram cars ever placed at one time. It is certainly a 
curious collection. 

The entire order for cars consists of 352, all of which 
are 16 feet body. They are to run on a tram road of 
about 100 miles in length, and to be drawn by horses. 

Some of them are sleeping cars, and one can easily 
imagine the expression that would flit overthe average 
New Yorker's face at the thought of a hundred mile 
ride in a sleeping car with horse flesh as the means of 
propulsion. 

The road connects a large number of small towns and 
cities, and is to be run over the surface of the country 
in the same way as we would run an ordinary street 
railway in our own cities. They will take on passen- 
gers and freight along the route, same as an ordinary 
steam road. Your readers would naturally ask here, 
Why build a tram road, to be run with horses, a hun- 
dred miles in length ? But when I add that the coun- 
try through which the road passes is a poor one, and 
that coal is $11 per ton and the average horse only $20 
per head, they will easily see that this kind of a road 
will be more economical than steam. 

The equipment comprises almost every kind of a car 
used by our stsam roads. They are as follows : 

Eighty combination first and second class cars. 
These cars have a partition through the center, dividing 
them into two apartments, for first and second class 
passengers. They are arranged to carry baggage on 
the roof, and have an iroii ladder on one side. 

Four sleeping cars. These are fitted with two dou- 
ble berths on either side, that is, upper and lower 
berths, arranged in about the regulation style of sleep- 
ing cars in this country, and are fitted with lavatory, 
water closet, and stoves. 

Four double decked open cars. These have seven 
seats, each with reversible backs, and a circular stair- 
way at each end, and top seats, with a seating capacity 
of 57 passengers for each car. 

Twenty platform cars. All of these are the four- 
wheeled cars. 

Twenty gondola cars. These are cars with drop 
sides. 

Six refrigerator cars. These are built on exactly the 
same principle as the regular refrigerator car used for 
carrying dressed beef in this country. 

Four chicken or poultry cars, built after the style of 
stock cars, with a series of coops inside. 

Eight cattle cars, arranged like the ordinary cattle 
car of this country. ''"" ' »■.<.■.■.-.■■•> 

Four universal dump cars. 

Two derrick cars for the lifting of heavy material on 
and off cars. 

Two hundred box cars, like the ordinary box car, 
with a door on either side. — Street Railway Journal. 



~*-< 



Final Test of the 110 Ton Gun, 

The final proof experiment with the first of the 
great guns for Her Majesty's ship Benbow took place 
at the Woolwich Arsenal butts recently. The load- 
ing of the gun, which will be performed on board 
ship by hydraulics, had to be carried out by hand, and 
was a difficult and tedious process, but at length the 
proof shot, weighing 1,800 pounds, was driven for- 
ward of the powder chamber, and eight octagonal 
cartridges were packed in behind it, each weighing 
135 pounds, or an aggregate of exactly 1,000 pounds. 
The powder was of a slow burning description, techni- 
cally known as " S. B. L." Most of the preceding 
rounds have been fired with Westphalian brown pow- 
der, and the velocities have varied with the weight 
of charge from 1,699 feet per second, with a pressure 
9 65 tons, to 2,078 feet with 18'7 tons pressure. On 
the gun being fired it was found that the shot had 
achieved an initial velocity of 2,128 feet per second, 
with the remarkably low pressure of 16'1 tons. This 
velocity is equal to a rate of over 24 miles per minute 
or over 1,400 miles per hour. A second round was fired 
with precisely similar results. 



^ < ■ » ^ ■ 

Wood and Iron thinks it is well to remember the fol- 
lowing data in relation to the strength of material : 

The strength of shafts, for either bending or twisting, 
varies as the cube of the diameter. Thus a 3 inch shaft 
is eight times as strong as a 1 inch shaft. 

A 1 inch shaft, running 100 revolutions per minute, 
will transmit 1 H. P. A 1 inch shaft will safely stand 
the force of 50 pounds at the end of a crank 1 foot 
long. 

The power that a belt can transmit varies directly as 
its width and speed, with the limit of 5,000 or 6,000feet 
per minute. 

A 1 inch belt running 800 feet per minute will trans- 
mit 1 H. P. 

The strength of gear teeth varies as the width of the 
face and the square of the pitch. A gear of 1 inch pitch 
and 1 inch face will stand a strain of 500 pounds. 

The tensile strength of wrought iron rods varies as 
the square of the diameter. A 1 inch rod will suppprt 
7,000 pounds, and a 2 inch rod four times as much. 
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IHFBOVED COHFOTTND STEAU ENGIITE. 

The illustration herewith presented shows a com- 
pound engine in which the two cylinders are at each 
end of the crank shaft, the cranks being set at a 
right angle. This engine is designed so as to use 
steam expansively, is of the simplest possible con- 
struction, and every detail is easily accessible. The 
stuffing boxes, crossheads, connecting and eccentric 
rods are all open, and can be inspected at a single glance 
from any point, and can be adjusted in the shortest 
possible time, with the commonest engi- 
neer's tools. The cylinders are braced to 
the main pillow blocks, so as to make the 
whole construction a rigid, self-contained 
machine. The cranks being at right angles 
insure a very uniform motion with a com- 
paratively small fly wheel. There is a pat- 
ented starting valve attached to the engine, 
which, when used for starting the engine, 
is thrown over its full stroke. In this po- 
sition it lets the live steam into the low pres- 
sure as well as the high pressure cylinder, 
and connects both exhausts directly with 
the atmosphere. After the engine is started 
up, this valve is thrown back about half its 
stroke, when it connects the exhaust of the 
small cylinder with the steam chest of the 
large one, and the exhaust of the latter with 
the atmosphere, thus causing the engine to 
work as a compound. This engine can, 
therefore, be started positively in any posi- 
tion. All of the parts are made of the 
best material, the shaft and rods being of 
superior sleel, and all brasses of phosphor- 
bronze. 

While it is a well appreciated fact, and 
one understood by engineers, that for 
factory purposes, where the power used is 
very variable during the day, a well designed single 
cylinder engine, with an automatic cut-off, a large 
and heavy fly wheel, and a solid foundation, gives in 
the long run the best result in economy, still there 
are often a great many other conditions.and require- 
ments that have to be consulted to [make a proper 
selection of the best adapted engine in each case. 

Where the power required is substantially tiniform, 
this engine is well adapted — an automatic cut-off being 
in that case unnecessary ; and owing to i its compact- 
Mess and rigidity, it can be used in a small space and 
where a solid foundation canno.t be obtained. Its con- 
struction makes it particularly serviceable for all work 
requiring a constant and unvarying speed, this advan- 
tage being secured by the relative position of the 
cranks and the action of the steam in the two cylinders. 

This engine has been patented by Mr. F. Rochow, of 
Bridge and Plymouth Streets, Brooklyn, N. Y. 

m t I > m 

IMFBOVED IBON FLANEB. 

The accompanying cut represents one of the large 
size iron planers made by the L. W. Pond Machine Co., 
of 140 Union Street, Worcester, Mass. The machine is 
of new design, heavy and strong. 

The bed is of unusual length in proportion to the 
length of the table, leaving but a small part of the table 
to overhang when planing the extreme length. The 
table is extra heavy, the slidps are of good width, giving 
an extra wearing surface, andJiave an oil channel cut 
the entire length, for the purpose of keeping the slides 
perfectly lubricated, and keeping the parts from cut- 
ting. There;are three bolt Slots planed the entire length 
of the table — the holes drilled and reamed for the pur- 
pose of packing or holding the work firmly in place. 
The posts or uprights are very heavy, with large 
breadth of base and firmly bolted to the bed, with a 
large additional steel pin nicely fitted to a drilled and 
reamed hole in both parts, to make them doubly firm 
against a heavy lateral strain. The driving shaft is 
made of steel, fitted to extra long bearings, to give 
steadiness, smoothness, and solidity to the motion of 
the table when doing its heaviest work. The cross bar 
is firmly bolted to the uprights, and can be quickly ad- 
justed by the rise and fall screws, by hand on the small 
sizes and by power on the larger sizes. . The feed is 
transmitted to the cross, down, and angle screws 
through the driving 
shaft by a recently . 
patented device, and 
runs perfectly free 
and loose after hav- 
ing dofte its work at 
the end of the 
stroke. The revers- 
ing motion is of re- 
cent invention, cov- 
ered by patent, and 
can be easily adjust- 
ed to give either belt 
more or less lead to 
prevent an unpleas- 
ant squealing, of the 
belts when the mo- 
tion of the machine 
is reversed, and is 



entirely under the control of the operator at any part 
of the stroke.!; 

♦ « » > ♦ 

Neiv Inman Steamer. 

The Inman and International Steamship Company, 
limited, has contracted with Laird Brothers, of Birk- 
enhead, for a transatlantic steamship. She will be 
built of steel, with triple expansion engines and twin 
screws, and is to be superior in speed to anything now 
afloat. Her dimensions will be : Length over all, 500 




ROCHOW'S IMPEOVED COMPOUND STEAM ENGINE, 



immediate investigation, and the minister- of justice 
appointed experts, who made a thorough examination 
of the building, and reported that no less than fifty- 
three ceilings were in danger of falling. They did not 
attempt to assign a cause for the cracking of the plas- 
tering, but contented themselves with taking measures 
for making the threatened ceiling secure and repair- 
ing those that had fallen. There were, however, of 
course, plenty of amateur explanations of the trouble, 
most of which accounted for it on the theory that the 
layers of chalk on which the building 
rests had been so saturated by the springs 
which exist in them, that they had yield- 
ed under the weight of the building and 
allowed it to slide down hill, as the 
Albany capitol is often supposed to be 
doing. There may be something in this, 
but it will probably take time to deter- 
mine whether any action of the sort is 
really taking place. Meanwhile, there is 
no need of being in quite such a hurry 
as one of the Brussels editors, who sug- 
gested that, as the building was sure to 
fall, it might be well to take advantage 
of the opportunity to raise a little money 
to go toward the expense of rebuilding, 
to put on special trains on the govern- 
ment railways to bring strangers to wit- 
ness the catastrophe. The fall of the 
tower, particularly, would attract visitors 
from all parts of the Continent, to say 
nothing of the English, who would come 
over in a body to witness the crash.^ 
Amer. Architect. 

•-♦-« 

A Perfect \reld wttliout Fire. 

correspondent of the Blacksmith 



feet ; beam, 63 feet ; depth of hold, 43 feet ; 17,000 horse 
power; 8,500 tons register. A feature of the ship will 
be her longitudinal bulkheads, which, in connection 
with the usual transverse bulkheads, will greatly in- 
crease the number of watertight compartments. Her 
boilers and engines will be protected by side coal bunk- 
ers. Her large passenger capacity, it is intended, will 
be fitted up for 350 first-class passengers. She will be 
delivered in the early spring of 1888. The construction 
of the ship will be followed by that of others, and im- 
portant improvements in ships of the Inman line now 

in service. 

— : __ ♦ 4 « > ♦ — 

Settlement of a Great Building. 

It seems that the magnificent Palace of Justice at 
Brussels, one of the most cosffly structures in Europe, 
has shown evidences of a settlement which may or may 
not prove to be serious. The Wiener Bauindustrie- 
Zeitung says that early last fall, during the vacation 
of the courts, the ceiling of one of the court rooms fell 
without warning, and another followed almost imme- 
diately afterward. There had been evidences previ- 
ously of injury to the lower portion of the building from 
the dampness of the ground, but no movement had 
been noticed. However, a third ceiling soon fell, and 
cracks began to show themselves in a number of others. 
The newspapers raised the alarm, and called for an 




IMFBOVED I£ON FLANEB. 
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writes as follows: "I have- never seen 
anything in the columns of your paper relative to 
making a perfect weld of steel without fire or borax. 
A job came to my shop a few days ago in the shape 
of two pieces of three-quarter inch round steel, welded 
together end to end. A taper plug of steel was in one 
end of a shaft on which a corn burr was running 
The plug of steel was bearing against a like piece of 
steel in the frame, the object of this being to tighten 
the burrs. Owing to a loose box on the shaft, the 
shaft got to jumping, giving a side motion and creat- 
ing friction enough to weld the two pieces of steel 
together as stated. The two pieces of steel were 
hardened." 

[It is not a very uncommon thing, adds the Scientific 
Press, for a steel spindle in a spinning mechanism, 
when running at great speed, as it does in a steel 
cup, with perhaps a little wabbling, to suddenly stop 
its motion and become thoroughly welded to the cup. 
Of course this can occur only when the oil in the cup-is 
exhausted.] 

■ — ^ I « > » 

Tenacity of Life In a Pnp. 

While running a poultry yard in the suburbs of 
Philadelphia, and a business in the city at the same 
time, I had but little time for home work before 
going to business. To my great regret, a litter of mon- 
grel Scotch terrier pups came into the world, which 

must be got rid of. 
Early in the morning 
I took the first one 
and placed it in a 
pail of water with 
another weighted 
pail on top, and left it 
until I was through 
feeding fowls and 
pigeons, when it 
was apparently as 
dead as a pup could 
be. 

Not having much 
time, -I dropped it 
into a post hole where 
a fence had been re- 
moved. The hole was 
filled by a forcible 
use of the boot heel 
on the sides of the 
hole, when I left for 
town and spent the 
entire day there. On 
my return home at 
night, aind while pass- 
ing about the yard, 
I several times heard 
the cry of a pup, as 
I supposed, and at 
last was attracted to 
the buried pup by its 
cries. I secured a 
spade and dug it out, 
just as Hvety as- it- 
was before -tlrown- 
ing. 

^os. M. Wade. 
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ENGINEEBme INTENTIONS. 

A rail joint has been patented by Mr, 
Joseph D. Green, of Marshall, Mo. Two sections are 
formed to cover the. joint, the one with a groove and 
the other with a rib fitted thereto, the construction 
being such that these sections can be clamped or locked 
over the joint and heid in place by spikes, by which the 
base of the meeting rails will be firmly held in position. 

A car coupling has been patented by 
Messrs. James N. Moore and Abraham L.Miner, of 
Lowell, Ind. The. construction is such that when the 
cars are run together, the link on the adjacent car will 
strike a beveled end of the drawbar and be guided 
downward into a notch, when the spring will return the 
drawbar to its normal position and couple the cars, the 
device being one which can also be operated from the 
sides or top of the car. 

»-•-« 

AGBICULTUBAL INTENTIONS. 

A hay sling has been patented by Mr. 
John M. Hart, of Oswego. Kansas. The invention con- 
sists of two bars provided with ropes at their ends and 
with means for holding them spaced, and with devices 
for locking and releasing - them, to facilitate the un- 
loading of hay or grain from a wagon and storing it in 
a barn. 

A plow has been patented by Mr. 

Andrew L. Thompson, of Millbrook. 111. It is so made 
that when the blades meet large stones, roots, stumps, 
or other obstructions, a fragile pin will be broken and 
the blade will be turned back without damage until the 
obstruction is passed, with other novel details of con- 
struction and combination of parts. 

•-•"« 

MISCELLANEOUS INTENTIONS. 
A scarf holder has been psitented by 

Mr. John E. Eayrs, of Washington, D. C. It consists 
of an elastic strip with an attaching pin at one end and 
a key hole slotted clip at its opposite end, there being 
formed a combined clamp and button, with other novel 
features, for securing the lower end of the scarf to a 
shirt front. 

A tobacco conveyer has been patented 

by Mr. Henry B. Light, of Simpson's, Va. The ap- 
paratus comprises an inclined cable, a rack having 
hooks at its upper opposite ends engaging the rope, and 
lower hooks adapted to receive the tobacco stick, for 
convenience in transporting tobacco from the field to 
the barn or storehouse. 

A window cornice has been patented 

by Mr. William C. Doscher, of New. York City. .The 
frontcenter piece of the cornice has flanged cleats at 
its back, and the sides are made in sections to slide in 
these cleats, so that by extending them or shoving them 
inward the cornice may be adjusted in length to suit 
windows of different width. 

A curry comb has been patented by 

Messrs. Charles and Joseph Knopp, of Winona, Minn. 
This invention covers a novel form of device wherein 
the comb proper is provided with two operating faces, 
either one of which maybe brought into play, inter- 
coiled wires being used upon the limbs of the animal 
and toothed'flariges of a plate upon the body. 

A rotary saw sharpener has been pa- 
tented by Mr. Robert Gaskin, of Fairville, New Bruns- 
wick, Canada. This invention covers an adjustable 
saw holder mounted on a sliding frame, means for im- 
parting forward and backward motion to the frame, a 
device for turning the saw automatically the distance 
of one tooth, and a stationary grinding wheel. 

A nut has been patented by Mr. John 
C. Shellito, of PennRun, Pa. It is formed with an in- 
ternal thread and an externally threaded projection, 
combined with a plug or bolt with an internally threaded 
socket and an externally threaded projection, the nut 
being designed more especially for use in connection 
with hollow axle skeins. 

A steam steering apparatus has been 

patented by Mr. Samuel G. Martin, of New York City. 
It consists of two. lines attached to opposite sides of 
the rudder and passing over abutments, in combination 
with a steam cylinder, a piston rod passing entirely 
through it, and connected at its ends to the lines, to act 
oppositely and simultaneously upon them. 

A planter has been patented by Mr. 

Millard F. Myers, of Greenville, Ohio. The main ob- 
ject of this invention is to provide a machine particu- 
larly adapted for planting potatoes, although it may be 
used for other planting, and it is so made that two rows 
may be planted at the same time, or one row, or the 
device may be employed as a check row planter. 

A nut lock has been patented by Mr. 
Zachariah F. Jones, of 'Scottsville, Va. It has a lock- 
ing plate .with an opening contracted or reduced in 
width toward one end, and having a groove formed in 
its under side, the plate being adapted to be placed on 
the bolt and moved longitudinally along it, in connec- 
ttoh with a securing plate, and other novel features. 

A cattle guard "has been patented by 
Messrs. Pleasant P. Xinder and Rufus P. Bryant, of 
Jacksonville, Ala. This invention covers a peculiar 
construction and combination of parts to provide a 
guard that will efEectually prevent cattle from entering 
adjoining fields traversed by a railroad, the invention 
covering a specially contrived counterpoised gate and 
other novel features. 

An automatic lubricator has been pa- 
tented by Mr. Joseph Patrick, of Frankfort-on-the- 
Main, Germany^ This invention is based on the fact 
that metals have different expanding coefficients when 
heated, providing adjacent surfaces made of different 
metals, that when in a quiescent state will close the 
feeding of the lubricant, but when heated will separate 
on accoant of their different expanding coeflScients. 

A gas generator has been patented by 
Mr. Aotonio Ordonez y Ponce, of Matanzas, Cuba. It 
has a ([as preparatory cylinder with olilong screens, 
and connected with another cylinder, also havtnf!revolv<^ 
ing Rcreena which mix the ku and alTi revolving under 



a high rate of speed, for mixing and making gas with 
hydrocarbons, for all purposes where a high or strong 
heat is needed. 

A continuous recording seal and door 

fastener has been patented by Mr. Gt;orge J. Ferguson, 
of Greenville, Texas. It is a device for fastening the 
door of a car or other sliding or hinged door, which is 
accomplished by a single movement of a lever, and in 
such way that the initial and number of the car, or other 
name or number, will be impressed on the seal paper 
slip each time the door is fastened. 

A harness saddle has been patented by 

Mr, Alexander P. Waddell, of Union City, Tenn. It is 
intended especially for plow or heavy draught horses, 
and consists of a spring metal tree, with side bars and 
cross bars, and an intermediate or central cross bar, 
the pads connected therewith, so that the saddle will 
fit horsesof different sizes, and afford ample ventilation 
to the back of the animal. 

A barrel cover has been patented by 

Messrs. George J. Broemser and Edward D. Bradshaw, 
of Little Rock, Ark. The cover is made in hinged sec- 
tions, through one of which is an opening to which is 
secured a box intended to exhibit a sample of the con- 
tents of the barrel, to facilitate examination and pro- 
mote the convenience of grocers and others using^a 
variety of goods kept in barrels. 

A rein holder has been patented by 

Mr. Charles E. Austin, of Salmon Falls, N. H. It is 
made of a plate of elastic metal cut or stamped out to 
form a base plate, with opposite end tongues and at- 
taching lips or tags, whereby a rein slipped into the 
holder will be firmly held, or may be clamped flatwise 
between the elastic tongues and the base plate of the 
holder. 

A weather strip for windows has been 

patented by Mr. George W. Everett, of New York City. 
This invention relates to that description of weather 
strips which consist of flexible strips of rubber, which 
are attached to the sashes, the parting strips being 
grooved for the free edges of the elastic strips to fit into 
and work up and tiown within, with other novel 
features. 

An adjustable hair spring fastening 

for watches has been patented by Mr. Louis R. Kauf-* 
mann, of Lexington, Mo. This construction is such 
that in all cases the adjustment is guided and is not 
a matter of guesswork and repeated trials, the plug or 
stud not being fixed, but adjustable, so that the lever 
can be conveniently brought mto beat or the spring ad- 
justed with reference to the usual regulator. 

A stove has been patented by Mr. 

Charles Rohlfs, of Brooklyn, N. Y. The stove body is 
made with an open air heating space at the bottom, 
with slots opening outside of the stove at the top of 
said space, upriglit hollow columns communicating 
with the air-heating space and open at the top, there 
being suitable dampers to close the slots and the hollow 
columns. 

A turntable has been patented by Mr. 

Abraham Ayres, of New York City. This invention 
covers a novel construction of turntable, to facilitate 
the turning of street cars at the end of the route, the 
design giving a large leverage when the car is turned, 
while a truck or other vehicle driven upon the edge of 
the table will not cause displacement or too much tip- 
ping- 

A gauge for mouldings has been pat- 
tented by Mr. William T. Farrell, of Chicago, 111. 
Combined with a bevel stock having a socket in its 
head and a longitudinal slot at right angles to the main 
slot, formed by the two sides of the stock, is an adjust- 
able sliding stem with a catch, and on its top a disk and 
pointer, with other novel features, making a device for 
promoting accuracy in obtaining lines, angles, etc., in 
working stone. 

A reel has been patented by Mr. Wil- 
liam Slote, of Brooklyn, N. Y. The reel frame is 
formed entire from a single piece of metal plate, the 
cross piece being pressed into concave form, and the 
arms bent parallel with each other and formed with 
central holes to form bearings for the spool journals, 
making an improved fishing reel which is exceedingly 
cheap and simple. 

A trunk attachment has been patent- 
ed by Messrs. James E, McDowell and Thomas Med- 
ford, of Huntington. West Va. To each end of the 
trunk there is pivotally connected a link, there being 
formed two cuts in the upper ends of .the links, the 
metal being bent inward to form a projection between 
the cuts, the device being for connecting the body and 
tray in a specially convenient way. 

A ditching machine has been patented 

by Mr. Louis Arsene Desy, of Winnipeg, Manitoba, 
Canada. This invention provides means for guiding 
the propelling wheels, forraisingand lowering the rear 
end of the machine, thereby gauging the depth of the 
ditch, means for rotating the excavator from side to 
side on a vertical pivot, whereby a trench may be dug 
with a given slant on its side embankments, and the 
dirt raised and discharged to one side. 

A pump has been patented ]3y Mr. 

Robert F. Dobson, of Darlington, Wis. It has a single 
valve, avertical tube, a' horizontal tube connected to 
the lower end of the vertical tube, an air chamber con- 
nected to the horizontal tube, and a piston in the ver- 
tical tube, the parts being so connected and arranged 
that the pressure will be equal on both faces of the 
piston, and the pump can be worked with great economy 
of power. 

A machine for forming veneer drums 
has been patented by Messrs. Wilson Godfrey and 
George W. Halstead, of Brooklyn, N. Y. Three sheets 
of veneer are first glued together, the graia of the cen- 
tral sheet crossing .^that of the other two, to prevent 
splitting and cracking, the united sheet being then 
turned over a former and the edgea tmited , and wliUe 
upon the former the sheets Are compressed while the 
glue is warm, the machinrenabling the Lapped edges to 
be firmly clamped while on the former and then with- 
drawn from the forming cylinder. 



N£W BOOKS AND PUBLICATIONS. 

A Treatise on Simple and Compound 
Ophthalmic Lenses. By Charles F. 
Prentice. New York. 1886. Pp. 41. 

This work is a simple and clear presentation of its 
subject. Graphic methods are principally used, the 
object being to keep the matter within the range of the 
layman. The different kinds of lenses are illustrated 
by drawings, giving the lines of refraction and the 
establishment thereby of the foci. The subject of 
cylindrical lenses, and of the effects of combining two 
cylindrical surfaces, one for front and one for back of 
the same lens, with axes either parallel Or perpen- 
dicular (crossed cylindrical lenses) to each other, is 
very excellently illustrated by graphic methods. The 
drawings are reproductions of Mr. Prentice's pen work. 
A concluding section on asymmetrical lenses closes the 
text. Finally, two tables ofj crossed cylinders and 
their sphero-cylindrical equivalents, very elaborately 
worked out, are given. 

Practical Electricity. By W. E. 
Ayrton, F.R.S. Cassell & Co.: Lon- 
don, Paris, New York and Melbourne. 
1887. Illustrated. Pp. xvi. and 516. 

This work professes to be a laboratory and lecture 
course for first year students of electrical engineering. 
It is intended as a manual for practical experimenta- 
tion in the science. It starts with a consideration of the 
electric current, its direction and its measurement. 
Under this head such subjects as calibration of galvano- 
meters arid measurement of distribution of magnetism 
in a permanent magnet are treated of, as well as the 
generalities of the matter. Galvanometers are described 
more at length in a special chapter. Electromotive 
force, difference of potentials, quantity and density, and 
their measurement are fully defined and described. Un- 
der potential the influence of the shape of the conductor 
is elaborately treated. Resistance receives a full,chapter, 
the measurement of it being given in detail,along with the 
subject of heating of conductors and work of currents. 
Current generators come next. In this section the 
author introduces a new abbreviation, P. D., for differ- 
ence of potentials— a very good suggestion, and re- 
sembling Daniell's abbreviation E. M. D. P. Insulation, 
quantity, and capacity, commercial instruments, such 
as ammeters, voltmeters, and a chapter on power 
and its measurement, with what has gone before, make 
up the bulk of the work. Some specimens of instruc- 
tions for experiments and a very full index complete 
the book. It is designed for use by students examined 
by the City and Guilds of London Institute. This gives 
it a slightly local flavor, but it is a most admirable-work, 
and well worthyof its distinguished author. The illus- 
trations are namerous and particularly good. 

* * Any of the above books may be purchased 
through this office. Address Munn & Co., 361 Broad- 
way, New York. 
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The charge for Insertion under this head is One Dollar 
a line for each insertion ; about eight words to a line. 
Advertisements must be received at publication office 
08 early as Thursday morning to appear innext issue. 



Woodworking Machinery of all kinds. The Bentel & 
Marffedant Co., 116 Fourth St., Hamilton, O. 

Nickel Plating.— Sole manufacturers cast nickel an- 
odes, pure nickel salts, polishing compositions, etc. $100 
"lAttU Wonder." A perfect Electro Plating Machine. 
Sole manufacturers of the new Dip Lacquer Kristaline. 
Complete outfit for plating, etc. Hanson, Van Winkle & 
Co., Newark. N. J., and 92 and 94 Liberty St.. New York. 

Iron Planer, Lathe, Brill, and other machine tools of 
modern desJKU. NewHaven Kffff. Co., New Haven, Conn. 

Timber Gaining Machine. All kinds Tyood Work- 
ing Machinery. C. B. Rogers & Co., Norwich, Conn. 

Wanted— Man to run air furnace. St. Louis Malleable 
Iron Co., St. Louis, Mo. 

Guild & Garrison's Steam Pump Works, Brooklyn, 
N. Y. Pumps for liquids, air, and gases. New catalOKue 
now ready. 

Manufacturers bucket machinery and tools, light iron 
and brass hooping, pail ears and bail wire, rivets and 
tacks, and woodenware manufacturers supplies (jene- 
rally, send catalogues and price lists to T. L. Fostiick &. 
Co., InKleton, Colbert Co., Ala. 

Iron and Steel Wire, Wire Rope, Wire Rope Tram- 
ways. Trenton Iron Company, Trenton, N. J. 

Drop Forgings. Upward of 3,000 different articles. 
Billings & Spencer Co., Hartford, Conn. 

Curtis Pressure Regulator and Steam Trap. See p. 45. 

The Improved Hydraulic Jacks, Punches, and Tube 
Expanders. R. Dudgeon, 24 Columbia St., New York. 

Hoisting Engines. D. Frisbie & Co., New York city. 

Veneer Machines, with latest improvements. Parrel 
Fdry. Mach. Co.. Ansonia, Conn. Send for circular. 

Tight and Slack Barrel Machinery a specialty. John 
Greenwood & Co., Rochester, N.Y. See illus. adv., p. 28. 

Lick Telescope and all smaller sizes built by Warner 
& Swasey, Cleveland. Ohio. 




HINTS TO CORRESPONDENTS. 
Names and Address must accompany all letters, 

or no attention will be paid thereto. This is for our 

information, and not for publication. 
References to former articles or answers should 

give date of paper and page or number of question. 
Inquiries not answered m reasonable time should 

be repeated; correspondents will bear in mind that 

some answers require not a little research, and, 

though we endeavor to reply to all, either by letter 

or in this department, eacn must take his turn. 
Special W^rltten Iiit'ormatlon on matters of 

personal rather than general interest cannot be 

expected without remuneration. 
Scientllic American Supplements referred 

to may be had at the oflice. Price 10 cents each. 
Books referred to promptly supplied on receipt of 

price. 
minerals sent for examination should be distinctly 

marked or labeled. 



Power users should read and builders of power app. 
should advertise in Power, lis Liberty Street, N. Y. 

Nafls' useful invention— The improved cask or tub. 
See Sci. Am., Mar. 12. 1887. Patent for sale. Address G. 
R. Nafls, 266 Monroe St.. Brooklyn, N. Y. 

Manufacturers and capitalists desiring to become in- 
terested in a tested patent to prevent water freezint; in 
pipes will address U. S. Automatic Water Cut-off Co., 
Atlanta. Ga. 

Wanted— A competent man to take entire charge of a 
factory where metal is cut. stamped, spun, and drawn 
into various forms. Only parties of practical experience 
and undoubted mechanical ability need apply. Answers 
must contain full details, with name and roferenres. 
otherwise they will have no attention. Address L.. P. 
O. box 2,304, N.Y. city. 

Wanted Magnets— Sizes, % inch wide, 1-50 inch 
thick, 12 or 15 inches long bar; bent into a horseshoe- 
shaped magnet, with a power of lifting, at least, its own 
welffht twelve times. Parties wishiuK to furnish the 
same address C. Johnsen, Brooklyn P. O., N. Y. 

We desire the services of a thoroughly competent man 
to take the place of our present secretary, who is obliged 
to retire on account of ill health, and to assist in general 
management. Experience and first-class business quali- 
fications will be required, and to the right person excel- 
lent Inducements will be offered. Great Western Mfg. 
Co., mill furnishers and manufacturers of general ma- 
chinery, Leavenworth, Kans. 

If an invention has not been patented in the United 
States for more than one year, it may still be~patented in 
Canada. Cost for Canadian patent. $40. Various other 
foreign patents may also be obtained. For instructions 
address Munn & Co., Scien^tific American patent 
avency, 361 Broadway, New York. 

The Knowles Steam Pump Works, 113 Federal 
St.. Boston, and 93 Liberty St., New York, have just is- 
sued a new catalogue, in which are many new and im- 
proved forms of Pumping Machinery of the single and 
duplex, steam and power type. This catalogue will be 
mailed free of charge on application. 

For the latest improved diamond prospecting drills, 
address the M. C. Bullock MantK. Co., 168 Lake St., 
Chicago, 111. 

Link Belting and Wheels. Link BeltM. Co., Chicago. 

The RaUroad 0<izette, handsomely Illustrated, pub- 
lished weekly, at 73 Broadway, New York. Specimen 
copies free. Send for catalogue of railroad books. 

Protection for Watches. 
Anti-magnetic shields— an absolute protection from all 
electric and magnetic influences. Can be applied to any 
watch. Experimental exhibition and explanation at 

Anti-Magnetic Shield & Watch Case Co.," 18 John St., 
New York. P. 8- Giles. Agt.,orGilesBro.&Co., Chicago, 
where fall asBortment of Anti-Magnetic Watches can 
bebad. Seitd for full descriptive circular. 

Mairafactarers quarry and stone working machinery, 
tools, and supplies generally, send catalogues and price 
lists to T; li. FosRlofc & Co., Ingletott, Colbert Co., Ala. 

Preaaet A Dies. Ferracate Mach. Co., firidgeton, N. J. 



(1) H. P. S. writes : I have in use a 

number of paper lamp shades for coal oil lamps; they 
are yellow and oou(y-on the Inside, but otherwise good, 
though they do not reflect the light enough. Is there 
any white composition with which I can paint the inside 
so as to increase the reflection? A. Try pasting new 
paper over their interiors, or give them a coat of alco- 
holic solution of shellac, and paint with zinc white. 
The purchase of new shades is probably your best plan. 

(2) F. R. L. asks : Can a good carbon 

for zinc carbon batteries be made from coke? If so, 
how? A. The coke must be ground to fine powder, 
mixed with sirup or coal tar. pressed into moulds, and 
baked. One or two dippings in coal tar or sirup while 
hot, followed by baking, will improve it. 2. Can half 
a pint bichromate cell run an electric bell 50 feet from 
touch button? A. Yes; but for intermittent use you 
should select Leclanche or some similar open circuit 
battery. 

(3) F. H. asks : What size pipe and 

how high would I have to run it to get from 80 pounds 
to 90 pounds preeeure from a cask, the same being full 
of water and the pipe tightly fitted in the top? A. 
180 to aOO feet would be needed. 

(4) F. E. S. writes : In leveling the 

foot of iron bridges, iron turnings have been and are 
used, and sal ammoniac is put into the turnings to rust 
them and make them more compact. Will the sal 
ammoniac rust the bottom of the bridge or plate, or 
does it exhaust its power on the turnings, with which 
it acts as a cement? A. If there is not an excess of 
saltammoniac, no harm can occur to the foot plates be- 
yond a slight surface rust. 

(5) R. D. S. asks : Would there be any 
power gained by using two windmill wheels of the 
same size, one directly behind the other, the slats in 
the rear wheel being the reverse of those in the front, 
thus giving it a reverse motion, and both wheels work- 
ing upon the same pinion on the upright shaft? A. 
Theoretically there is power thus gained, but the me- 
chanical difficulties have heretofore been a serious ob- 
stacle to their use, simplicity of construction being of 
the utmost importance to the successful running of 
windmills. 

(6) J. B. asks how the cushions of a 

steam launch are made to answer as life preservers. A. 
By making them of finely divided cork in waterproof 
canvas covers. 

(7) H, C. S. asks : Is there any rule to 

estimate the cost of distilled water at a given price for 
coal? Form of boiler and steam pressure both imma- 
terial. A. T^ie best regenerative system of distillation 
produces from 18 to 14 pounds of water per pound of 
coal, to which must be added interest on plant, labor, 
and repaiis. 

(8) J. J. K. asks : How I can remove 
the|ink on postal cards? I have quite a number that I 
had printed and never used. A. There is no satisfactory 
process of accomplishing this. It can only be partially 
done -with a good deal of diflicnlty. 

(9) E. E. H. asks (1) what substance is 
j used by plumbers for covering lead pipe and sheet lead, 
'to prevent the solder from sticking to it. A. Lamp 
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black mixed with thin glue or mucilage. 2. Of what 
material is the wrapper made that is used for spreading 
the solder? A. Very generally of bed ticking. 3. What 
grade of solder is the best for fastening lead pipe? A. 
P'or wiping, equal parts tin and lead. 

(10) D. A. H. — We know of no compo- 
sitions, cheaper than the metals they are composed of. 
Common yellow brass is the cheapest that can be made 
with copper. Cast iron is the cheapest metal. 

(11) E. T. S. asks the best polish for the 

brass on steam engines. A. Whiting or chalk mixed 
with engine oil is the best to keep the brass work 
bright. When the brass work gets black or istained, use 
oxalic acid mixed with tripoli. Rub in all cases with a 
woolen cloth. 

(13) A. R asks if Bessemer steel has, 

when rolled, any more spring thaniron. A. It depends 
on the amount of carbon contained. As usually made, 
it has very little more elasticity than iron ; has a little 
spring when rolled or hammered hard; will not harden, 
but may be casehardened. 

(13) D. E. S. asks how deep it is practi- 
cable to go down in diving bells, and with submarine 
armor. A. 75 to 100 feet is about the working limit, 
though divers have thus been down over 200 feet. 

(14) O. M. C. asks the process for writ- 
ing or making objects on glass that can only be seen 
when you breathe upon it. A. The drawings are made 
with pencils of talc or soapstone. They are sometimes 
very lightly etched with hydrofluoric acid. 

(15) W. P. asks : 1. What is the cause 

of blue vitriol turning into powder? A. It is due to 
eftloreycence, or the giving up of its water of cryslalli- 
zatioii. 2. Docs it have any strength when it is so 
turned? A. It is stronger. 

(16) H. M. E. asks : At a given tempera- 
ture — SO'^ C— how many volumes of gas will a given 
volume of liquefied CO3 yield when the pressure is re- 
moved? How much at 0°? A. All measurements 
being taken at 20" C, one volume of liquefied carbon 



4. A Supplement containing receipts for making cos- 
metics, cements, blackings, etc.? A. See Cements, in 
Scientific American Supplement, No. 158; for cos- 
metics and blackings, see "Techno-Chemical Receipt 
Book,'' which we can send for $2. For special treat 
ment of freckles, moles, etc., see Supplement, 507. 

(23) T. G. C. asks : 1. Why does churn- 
ing make butter? A. Agitating the milk causes the 
rupture of the coating of the butter globules contained 
in the milk, and their fatty contents then collect to- 
gether. 2. What can I use to clean carpets. A. Use 
about 3 gills of ox gall in a pailful of water; rub with 
a soft scrubbing brush some of the ox gall water on the 
carpet, which will raise a lather. When a convenient 
sized portion is done, wash the lather ofE with a clean 
linen cloth dipped in clean water. Let this water be 
changed frequently, and when all the lather has disap- 
peared, rub the part with a clean dry cloth. Mixtures 
of magnesia and fuller's earth made into a paste are 
used to remove grease spots. 

(24) E. M. D. asks how he can prepare 

water for fire extinguisbing purposes, to be used with 
a common pump. What will be the advantage over 
ordinary water? A. We doubt whether there is any- 
thing practical to use in the way you propose. Water 
saturated with alum or sulphate of soda or various 
other salts has superior value in extinguishing fires, 
due to the coating it gives to objects wet with it, 
which prevents contact with the oxygen of the air, 
and thus diminishes the rapidity of the combustion. 

(25) H. B. H. asks : If we take say 100 

or 1.000 Winchester regular cartridges.take out the bullet 
and leave the powder in, or say part of the powder, 
and put them in a crucible to melt the metal, do you 
think that when the cartridges begin to get heated they 
will cause an explosion capable of injuring the build- 
ing or the crucible? We maintain that it will not do 
so, but that the cartridges will discharge gradually 
with the heat, as it is impossible that they should all get 
heated at the same time. A. You will have a number 
of explosions, which on account of the fulminate of 
mercury in the shells will be almost instantaneous, or 



dioxide will give 450 volumes of the gas; all measure- [equivalent to a single great explosion, capable of doing 



mentis being taken at 0° C, one volume of the liquid 
willigive480"4 of the gas. These are approximate, but 
nearly right. 

(17) R. B. asks : What is the receipt for 

putting quicksilver on the back of a looking-glass? A. 
This is usually done by coating the glass with an amal- 
gam. For this purpose a large, perfectly flat stone 
table is provided; upon it is evenly spread a sheet of 
tin foil without crack or flaw; this is covered uniformly 
to the depth of one-eighth inch with clean mercury. 
The plate of glass perfectly cleaned from all grease and 
impurity is floated on to the mercury by sliding, so as 
to exclude all air bubbles. It is then pressed down by 
loading it with weights, in order to press out all the 
mercury which remains fluid, which is received in a 
gutter around the stone. After about 24 hours, it is 
raised gently upon its edge, and in a few weeks it is 
ready to frame. 

(IS) B. Ti. A- asks what temper steel 
should be to make a strong permanent magnet. A. 
Tool temper; draw to about a straw color. 

(19) W. M. H. asks : What bodies are the 

poorest conductors of heat ? A. Silk is the poorest con- 
ductor, and the resins, glass, and wood are all poor 
conductors. 3. A recipe for a violin varnish. A. Use 
mastic varnish; or, 12 parts sandarac, Gparts shellac, 6 
parts mastic, 150 parts 95 per cent alcohol, 6 parts Venice 
turpentine; mix and dissolve warm. 

(20) J. B. B. asks : What can I put in 

waterto lower the boiling point to 185°Fah.. so that the 
temperature will not rise any higher, whatever fire is 
under the copper? A. The addition of alcohol will 
lower the boiling point of the mixture; but will 
evaporate so that the boiling point will continually 
rise. 

(21) R., D. & Co.— For etching on cut- 
lery you will require a ground wax composed of equal 
parts asphaltum. Burgundy pitch, ^nd beeswax, melted 
together and thoroughly incorporated. In applying it, 
use a dabber, or ball of cotton covered with silk. Warm 
the piece of cutlery so that a stick of the wax will 
readily melt by touching. Smear a small quantity of 
the wax on the blade or articles, and dab it evenly 
all over the surface. When cold, scratch the re- 
quired design or name on the surface and touch 
the parts with acid (nitric acid 1 part, water 4 to 6 parts), 
using a camel's hair pencil to cover the surface and 
bring the acid into contact with all the lines. In a few 
minutes the biting is done. Dip in hot water to wash 
off the acid, and the surface may be cleaned by wiping 
with benzine. Another \^ay is to make a varnish of 
asphalt and turpentine, with a few drops of linseed oil 
to make it tacky. Have a rubber stamp made of the re- 
quired design, with a border, so as to stop off around 
the design. Stamp the goods, and with some of the 
varnish thinned down with turpentine and a brush 
stop off the surrounding parts; or surround the design 
with a small rim of beeswax, and apply the acid as 
above. 

(22) Reader asks : 1. What will remove 

warts from the hand with little or no pain? A. Get a 
piece of sal ammoniac about the size of a walnut ; 
moisten the warts, and rub the sal ammoniac well on 
them every night and morning for a fortnight. 2. If I 
manufacture an article or compound, have I a right to sell 
it anywhere and everywhere, without paying license or 
tax? If I take orders for a book which is sold by sub- 
scription only, have I a right to take the books along 
with'meand deliver them as I secure orders without pay- 
ing license or tax? A. You must pay license for some 
kinds of business in certain locaUties, but the differ- 
ent laws for taxing drummers in several of the States 
have been decided unconstitutional. 3. A recipe for 
making hair dye from walnut juice? A. This consists 
simply of the expressed juice of the bark or shell of 
green walnuts, to which a little rectified spirit is com- 
monly added for the purpose of preserving it, with 
a few bruised cloves, and the whole digested together 
with occasional agitation for a week or fortnight, when 
the clear portion is decanted, and if necessary, filtered. 



much injury. 

(26) R. S. writes : 1. The velocity of 

electricity is said to be 288,000 miles per second. What 
kind of electricity has that velocity, and what kind of 
a conductor should it have? A. This is the velocity of 
a current of dynamic electricity on the best possi- 
ble conductor, suspended in air so as to avoid all di- 
electric action. 2. Does the entire current on a wire 
fiow in one direction, viz., from the copper pole to 
the zinc pole? I think that electricity tlows from the 
earth through the negative pole. Am I right? A. The 
term current is purely conventional. It is assumed to 
fiow from carbon to zinc (or equivalently) on the 
outer circuit. This would make it flow from the earth 
to the zinc pole. 3. If light is admitted through glass 
of any color, the rays appear of the same color as the 
substance through which they have passed. They are 
not separated m a prismatic way. How is it that light 
passing through red glass will appear red? A. The 
true color of a body that transmits colored light is the 
complement of the light it transmits. A colored glass 
acts like a screen or sieve, and sifts out and absorbs or 
reflects all rays except those that pass through it. 

(27) H. P. P. R. asks: 1. How many 

units of heat are given out in the burning of one ton 
of average steam coal, under conditions th''. same as in 
heating the boiler of a ship's engine ? How many units 
of heat are given out in the combination of 2,000 cubic 
feet of hydrogen with 1,000 cubic feet of oxygen to 
form water? A. One part of carbon in burning gives 
off heat enough to raise 7,273 parts of water one degree 
C. in temperature ; one part of hydrogen enough to 
raise 34,462 parts of water one degree C; 2,000 cubic 
feet of hydrogen weigh 73.958 grains, or 10.565 pounds, 
at standard barometer and thermometer readings. Tak- 
ing coal as representing 95 per cent carbon, one ton of 
2,240 pounds would raise 15,476,944 pounds of water 
one degree C, and 2,000 cubic feet of hydrogen would 
raise 364,091 pounds of water one degree C. 
From these factors you can deduce heat units of any 
desired system. As long as the coal is completely 
burned, the conditions have no influence on the heat 
evolved. They only affect the heat collected. 

(28) G. M. asks how to prepare the mer- 
cury for a barometer? Also how expel the air from the 
tubeafterit is filled? A. If the mercury is not free 
from other metals, it should be distilled. This is best 
done in an iron retort. If contaminated with dirt, it 
can be purified by passing thmagh an inverted cone 
made of a sheet of paper containing a very small hole 
at its apex. Your best plan is to buy pure mercury, 
and not attempt to distill it yourself. The air bubbles 
may be gathered by introducing a clean iron wire and 
drawing the babbles together with it. When they ac- 
quire a sufficient size, they will rise and escape. The 
air may be much better expelled by boiling in the 
tube, but unless experienced yon will probably break the 
tube. The mercury for this operation should be added 
three or four inches at a time, and each addition boiled. 

(^9) H. N. B. writes : I am about mak- 
ing an induction coil, but would like to ask a few 
questions: When the core of an induction coil is mag- 
netized by a current passing through the primary coil, 
the core is rendered magnetic only at the poles, and 
not in]the middle. When the current is broken, and the 
soft iron core discharges its magnetism,do the magnetic 
lines pass from the poles only, or do they come from 
the middle of the core as thick as from the poles? If 
the middle is neutral when magnetized, I think no mag- 
netic lines would come from the middle when dis- 
charged. Why do they wind the secondary wire all 
across the spool? When they come to the center, why 
don't they skip over that part of the core where there 
would be no magnetic lines, and resume the winding 
after they pass little beyond the middle, thus saving 
wire and resistance? A. The magnetic lines of force 
that radiate from the core of an induction coil are 
most numerous at the ends. Coils have often been 
constructed without wire in the center as you describe, 
but just how much is gained by this ii not known. The 
saving is not very great. 



(80) F. N, R. writes: 1. You gave a 

formula.for a freezing mixture, viz., 5 parts nitrate of 
ammonia, 6 parts sulphate of soda, and 4 parts dilute 
nitric acid. Will such a mixture preserve the freezing 
properties indefinitely or for any length of time if kept 
Inclosed in an airtight space? A. It will reach a low 
temperature, and maintain it for a varying length of 
time, according to the non-conducting power of the ma- 
terials surrounding it. It cannot in your sense be pre- 
served for future use, but must be mixed at the mo- 
ment of apphcation. 2. Will the liquid stove polish 
receipt given by you some time ago in your paper, viz., 
pulverized black lead, turpentine, water, and sugar, 
keep its consistency as when first made, or will it 
have a tendency to settle after standing a while ? 
A. There will be a natural tendency in the black lead 
to settle out, and we would advise it to,be shaken be- 
fore use. 

(31) J. P. S. says : In your issue of 

26th of March, in answer to No. 17, J. W. P., you say 
wet the edges of the paper to overcome electrical 
attraction between the sheets. I run a cylinder press, 
and was troubled the same way. The jobs were such 
that I could not wet the edges. I took a large type 
" galley " and laid it on the delivery table, where the 
sheets would fall on it. A copper wire from it to the 
steam pipes just behind it carried off all electricity, so 
the sheets could be straightened easily. 

(32) T. H. N. asks where he can find a 

full account of the composition and manufacture of 
aluminum bronze alloys produced by electrical 
methods. A. In Scientific American, May 22, 1886, 
and November 13, 1886. Also in Richards on Alumi- 
num, very recently published, which we can mail for 
S2.50. [Such replies as the foregoing we usually pre- 
fer to send by mail, or at least to exercise the privi- 
lege of so doing, but there are those, whom we much 
regret to disoblige, who are continually forgetting to 
send their names and full address.— Ed.] 

(SB) G. H. W. asks: 1. Will a cubic foot 

of air under pressure of say five hundred pounds be 
more buoyant under water than of simple atmospheric 
pressure? A. Air at a pressure of 500 pounds to the 
square inch will be less buoyant than air at normal 
pressure. 2. Can water be compressed to any percepti- 
ble amount? A. Water is compressed 0'00005 vol. per 
atmosphere of pressure (15 pounds to square inch) to 
which it may be subjected. 

(34) A. B. asks (1) how to ^\ue or cement 

German silver on to wood. A. Use the marine cement 
recommended in Scientific American Supplement, 
No. 158, undertitle of "Cements." 2. How to polish 
German silver by hand. A. Use a mixture of 1 part 
olive oil, 1 of spirit of sal ammoniac, 2 of lime, and 1 of 
water as a thick paste. 

(35) D. H. asks : What fluid can be 

used in card writing, that will retain gold dust or 
bronze? A. Use gold size or albumen. 

(3G) W. H. B., Greenville, Tenn., asks : 
Can you give me a recipe for making wax to polish 
hickory handles with? A. Take of seed lac 1 ounce, 
gum guaiacum 2 drachms, dragon's blood 2 drachms, 
gum mastic 2 drachms, put into a bottle with one pint 
spirits of wine, cork close, expose to a moderate heat 
till the gums are dissolved; strain into a bottle for use 
with 3^ gill linseed oil; shake together. 

(37) J. A. H. asks if there is any flux 

for brazing cast iron. A. We know of nothing better 
than borax ground in water until it assumes the con- 
sistency of milk. 

MiNKBAi/S, ETC. — Specimens have been 

received from the following correspondents, and have 
been examined w'th results stated. 

B. D. B.— The yellow substance sent is a clay, and 
might be available for earthenware, terra cotta, or 
brick making. Lignite or brown coal can be used as 
fuel if of suflicient purity. It cannot be accepted as 
an indication of better coal underneath, except in the 
sense that better lignite may exist below it. 
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INDEX OP INVENTIONS 

For wblch Letter* Patent of tlie 
United Statea were Granted 

April 5, 1887, 

AND EACH BEARING THAT DATE. 

[See note at end of list about copies of these patents.] 



Acid of diamido-stilbene, production of disulpho, 

F. Bender 

Annealing wire. W. H. Sawyer 

Annunciator, electric. J. O. Kunkle .360,447, 

Aqueducts, aeration in, J. W. Hyatt 

Arm rest for lieyboard operators, J. S. Jurey 

Ash and garbage receptacle, Baynes & Clark 

Automatic brake, W. B. Clark 

Axle box and journal, car, C. Gomer 

Axle clip, A. E. Parker 

BalinK press, W. F. Kengle 

Banjo brackets, manufacture of, J. W, Lyon 

Banjos or violins, tail piece for. A. G. Wood 

' Bath. See Vapor bath. 



360.553 
360.7.32 
360,448 
360,69,i 
360.529 
360,646 
.360.419 
360.802 
360,724 
.160,445 
360A34 
3ti0,790 



Bath and wash tub, combined, W. Watkins... . 360,634 

Batten, metallic, Delassus & Bobbins ...360,7^ 

Bed pan, C. A. Tatum ; 360,480 

Bell, electric house, K, G. Coleman 360,660 

Belt for machinery, J. Arnao. Jr 360.751 

Belt shifting device, automatic. S. Jonsson 300,775 

Bicycle, Johnston & Peifer, .Ir , 360,5i« 

Bicycle bearing, J. H. Palmer 360.470 

Bit brace, ratchet, L. C. Bolen .3(10,650 

Blind, J. B. Hartman 360,523 

Blind roller and flttings, W. H. Keates 360,5ai 

Blind slats, means for adjusting, W. Morstatt 360,612 

Block. See Paving block. 
Boiler. See Steam boiler. 

Boiler cleaner, steam, H. Rushton 360,821 

Bolting machine, J. Iluxtable 360.692 

Boot or shoe, T. D. Barry 360,756 

Boots, buttonhole piece for button, G. S. Hill 360,590 

Boots or shoes, fastener for rubber, Thompson & 

Curtis 360,491 

Boots or shoes, making, A. Seaver 360,822 

Boots or shoes, making rubber, G. Watkinson 360,<J35 

Boots or shoes, trimming machine for, Tj. E. 

Moore 360,720 

Bottle stopper, A. H. Peterson 360,467 

Box. See Wagon box. 

Box blank cutter. H. P. Fiske 360.674 

Brace. See Bit brace. 

Brake. See Automatic brake. Car brake. 

Brick machine, C. L. Emens 360,569 

Brick machines, granulating and feeding device 

for, C. L. Emens 300.568 

Brush for gin saws, R. F. Spangenberg 360.486 

Buckle, A.J. Stewart 360,827 

Burner. See Gas burner. 

Bustle. P. M. & A. Randall 360,726 

Button, S. R.Grover 360.684 

Button fastening for garments, I. Newman 360,723 

Button, sleeve, C. A. Fautz 360.671 

Cable grip, R. P. Walsh 360,744 

Cake, mould for ornamenting, C. A. Bailey 360,753 

Cane and umbrella, combined, Verrier & Bonne- 

vaux 360.544 

Cane handle, G. Muller '. 360,814 

Cans, machine forfllling, H. B. Stickney, 2d 360,541 

Car brake. J. W.Greer 360,803 

Car coupling, M. Burt 360,414 

Car coupling. R. Clark 360,657 

Car coupling, M. Ilartz 360.687 

Carcouphng, M. .T. Hewlett SCO.tSS 

Car coupling, Moore & Miner .., 360,719 

Car coupling, S. Truax.... 360.831 

Car coupling, S. & E. H. Traux :i60,882 

Car coupling, J. A. Williamson, Jr 360,646 

Car fender, Q. W.Elliott 360,510 

Car seat attachment, M. Russack 360,540 

Car wheel mould, E. Amundson.. 360.4a3 

Cars, draught rigging lor railway, J. P. Levan 360,705 

Cars, head rest for railway. J. L. Wiseman... 360,789 

Cars, sanding apparatus for street, .1. W. Living- 
ston . 360.600 

Card, playing, S. A. Cohen 360,659 

Carpet lining. B. S. Bryant... , 360,757 

Carpets, producing design and color effects in in- 
grain. Read & Knight 360,482 

Carrier. See Sawdust carrier. 

Case. See Pigeonhole case. Watch case. 

Cattle guard, Linder & Bryant 360,699 

Cellulose, apparatus for manufacturing sulphite, 

Schnurmann &C10SS 360,484 

Chair. See Invalid chair. Reclining chair. Rock- 
ing chair. 

Chair, J. Harrington 360,589 

Chair back, adjustable, G. J. Shults 360,622 

Check hook, J. A. Olson 360.462 

Churn, E. A.Smith.. ,360,485 

Churn. E. Wayland 360.096 

Cigar bunching machine, S. Henry 360,691 

Clamp. See Door clamp. 
Cleaner. See Boiler cleaner. 
Clip. See Axle clip. 

Clock, calendar. H. S. Prentiss 360,725 

Clock mechanism, auto-pneumatic. P. G.'Putte- 

mans 360,481 

Clod crusher, D. Lubin 360,707 

Clothes drier, O. B. Hubbard 360.526 

Clothespin, J. S. Nelson :M.4(m 

Coach, dining. J. H. Elliott... 360.4';4 

Coal or rock drill support. H. B. Dierdorff. 360.667 

Coasters, turntable for. J. A. Priaulx 360,479 

Colors by means of diamido-stilbene and diaraido- 

liuorene, obtaining diazo, Bender & Schultz. . . 360,792 
Comb. See Curry comb. 

Compressor, fluid, VV^ It. Tappey 300,542 

Cooler. See Milk cooler. 

Cork extracting machine, F. E. Schmitt 360,7.34 

Cornice, window, W. C. Doscher 360,669 

Corset fastening, G. Moulinet 360,613 

Coupling. See Car coupling. Hose coupling. 

Scythe-snath coupling. Thill coupling. 
Cotton and wool waste, machine for cleaning, W. 

Dearborn 3fi0.66(i 

Crank, engine, J. E. Mcintosh .360,711 

Creamer, W. S. Mummery 360,459 

Crib, folding, T. Bickford ;«0,B50 

Cruppers, machine for making leather, C. W. 

Rogers 360,730 

Crusher. See Clod crusher. 

Cuff and liiaking the same, J. K. P. Pine .360.471 

Cultivator, J. A. Blount 360,410 

Cup. See Dope cup. 

Curry comb, C. & J. Knopp ;«l,702 

Cutter. See Box blank cutter. Hay and straw 
cutter. Rotary cutter. Tube cutter. 

Dental regulating device, T. S. Holmes. 360,695 

Desk, J. B. Pooley 360,473 

Diaphragm motor, C. W. Boluss .360.651 

Door clamp, G. W. Immel 360.698 

Door spring and lock. J. Walzer ;t60,632 

Dope cup, A. T. Ballantine 360,765 

Drawer and cash account recorder, money, C. B. 

Miller 360,446 

Drawers supporter and gatherer. B. M. Fish 360.676 

Drier. Bee Clother drier. Steam drier. 

Drill. See Well boring drill. 

Drum for furnaces and stoves, heating, S. ^. 

Field 360,675 

Dumping platform, A. L. Grlnnell 360.436 

Dust pan, A. B. Austin 360,643 

Dust pan. Levy & Decker 360,453 

Ear wire and catch, W. C. Edge 360,423 

Easel, H. A. Slmsrott 360.737 

Elastic fabric. Green, Jr.. & Moore 360,431, 380,482 

Elastic or corded fabric, W. I,apworth 560,449, .360,450 

Electric instrument protector, 1. H. Farnhani 360.570 

Electric lighting system, J. A. Powers 360.638 

Electrical distribution, system of, F. Van Ryssel- 

berghe.... .860,492 

Electrotyping apparatus, connection hanger for, 

O. & Fertig 300,672 

Elevator. See Hay elevator. Hod elevator. 

Elevator.H. Albert 860,604 

Elevator, C. W. Dwelle 8(»,a00 
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Elevator indicator, Q. N. Evans 360,618 

Elevator safety attachment. K. B. Kritch 300.776 

Elevator safety stop, F. C. Roberts 360,483 

Engine. See Rotary eneine. Steam engine. Trac- 
tion engine. 
Excavating and grading machine. E. Remiliard... 360,539 

Excavating device, A. M. Woolfolli 360,648 

Fabric. See Elastic fabric. Elastic or corded 

fabric. Metal fabric. 
Fare boxes, locking and delivering device for, 

Ilerzberg & Almqvist 360,692 

Feed motion, intermitting circular, J. Thomson . . 360,740 

Feed roll, L. Garrigues 360,677 

Feed water purifier, V. H. McConneJi 360.456 

Fence, 1. L. Landis .... 360,703 

Fence machine, C. E. Anderson 360,505 

Fence machine, wiie, F. M. & S. C. Love 360,451 

Fence post, W. W. Morrison 360,778 

Fifth wheel, R. McLaughlin 360,609 

Ii'lles, apparatus for recutting, J. B. Emley 360,517 

Filtering apparatus, J. Howes 360,441 

Fire alarm system, automatic, W. F. Singer 360.824 

Firearm sight, K. Gasliin, Sr 360,678 

Firearms, trigger mechanism for, F. Schirmacher 360,733 

Fire escape, J.C. Lund 360,810 

Fishing buoy, B. W. Clark 360,418 

Fishing reel, J. Calder 360,758 

Floor, stall, A. J. Lansing 360,452 

Foot rest, L. Stuck 360.487 

Fork. See Hay fork. 

Frame. SeeWatch movement frame. 

Frog, T. A. GriflSn 360,683 

Furnace lining, R. L. Walker 360,494 

Galvanic batteries, connection for carbon ele- 
ments in, W. P. Kookogey 360.632 

Garment supporter, J. T. Lister 360.809 

Gas, apparatus for making, A. Langdon 360,5:^3 

Gas burner, electric, C. W. Holtzer 360,696 

Gas pressure regulator, high and low, W. M. Jack- 
son.. 360,774 

Glass blower, mechanical, W. G. Bailey 360,552 

Glazier's point, B. B. Chandler 360,656 

Gold mining device, A. Mendenhall 360,713 

Grain in bags, apparatus for handling, G. Francis. 360,678 

Grain scourer, D. Btnler, Jr 360,670 

Guard. See Cattle guard. Rein guard. 

Gun mounting, T. Nordenf elt 360,537 

Hair crimper or curler, 1. W. Heysinger. 360.438 

Handle. See Cane handle. Tool handle. 

Harrow, J . H. Barley 360,407 

Harrow, F. Nishwitz 360,614 

Harrow, J. Zimerman 360,640 

Ilarrow and roller, riding, B. W. Benway 360,554 

Harvester, J. K. Worthington oC0,835 

Harvester backboard. Steward & Dixon 360,786 

Harvester, cotton, O. T. Bugg 360.609 

Harvester draught equalizer, Devore & Keck 36t.614 

Harvester, stalk, G. G. F. Boswell 360,652 

Harvesters, apron fastener for, D. J. Ames 360,402 

Hat fastener, L. F.Gardner 360,770 

Hay and straw cutter, C. A. Clark 360.559 

Hay elevator, J. Ney 360.816 

Hay fork, J. W. Provan 360,783 

Hay sling, J. M. Hart 360,689 

Head rest, C. H. Yarrington 360,502 

Heater, E 8. Wilber 360,5()0 

Heels, process of attaching, J. B. Gardner 360,580 

Hod, brick, J. Powers 360,618 

Hod elevator, P. C. Harlan 360,587 

Hoe blade and fastening, W. S. Rabb 360,619 

Hog trough, C. J. &G. A. Stromgren 360,829 

Holder. - See Napkin holder. Package holder. 
Pillow sham holder. Sash bolder. Scarf 
bolder. Tag bolder. 
Hook. See Check hook. Snap hook. Wardrobe 
■ hook; 

Horse detacher, W. li. & P. M. Mitzel 360,717 

Hose coupling. T. F. Moss 360,779 

Hydrocarbons, apparatus for vaporizing and 

burning liquid, W. G. Bussey 360,658 

Ice creeper, Diehl & Weiss.... 360,666 

Indicator. See Elevator indicator. 
Iron. See Sad iron. 

Iron, treating, J. Rigby : 360.620 

Insecticide. Kaatz & Schulz 360,700 

Insulating and protecting electric cables, T. H. 

Dunham 360,667 

Invalid chair, A. De Voe 360,704 

Jail or prison, W. H. Brown 360,508 

Jar fastener, M. F. Dickey.... 360,515 

Jewels, tool for setting pallet, S. T. J. Byam 360,410 

Joint. See Rail joint. 

Kegs and barrels, apparatus for gluing, J. A. 

Weindel 360,746 

Key. See Watch key. 

Key, O. Smith 360,738 

Knitting macbine attachment, J. Auredenn 360,561 

Knitting machine, circular, Schroeder & Hin- 

den 360,736 

Knitting ' machines, cam cylinder for, L F. 

Grammes 360,430 

labeling machine, can, F. Hirsch , 360,6* J4 

Ladder. See Telescopic ladder. 

Ladder, telescopic, F. W. Hofele 360,806 

Lambrequin pin, J. Berbecker 360.555 

Lamp, T. ILangston 360.704 

Lamp, electric arc, C. P. Cooke 860,662 

Latch, A. Pease 3(10,466 

Leg, artificial, H. M, Kreemer 360,446 

Level, telescopic band, W. Guriey 360,805 

Leveling instrument, T. J. Megown 360,636 

Leveling instrument, W. A. Wright 360,837 

Leveling rod, extension, W.A.Wright 360,830 

Liquids, device for decanting, Brickenstein & 

Babendreier... 360,557 

Lister and seeder, combined, B. C. Bradley 360.793 

Lock. See Nut lock. 

Locomotive driving box cellar. W. J. Healy 360.437 

Loom shuttle, M. F. Field 360,572 to 360,574 

Lubricator, S\ Bain 360,405 

Lubricator, C. B. Hodges (r) 10,824 

Lubricator, J. L. Willford 360,749 

Mainsprings, device for letting down, C. Bickford 360,648 
Mat. See Seat mat. 

Measuring canister, D. T. McKlnnon 360,603 

Metal fabric, ornamental, J. Moche 360,467 

Metronome, R. Zeckwer 360,560 

Milk cooler,G. B. Jowell 360,808 

Mirror, lady's shoe, S. Goodman 360.520 

Mitering machine, S. Waller. .....; 360,630 

-Mould. See Car wheel mould. 

Mould. W.Whiteiand 360,639 

Moulding macbine, bung bush, A. G. Anderson... 360,404 

Mortise lock, F. W. Mix 360,611 

Motor. See Diaphragm motor. Spring motor. 

Mu'sic boxes, stop attachment for. B. Sueur 360,830 

Nailing machine, L. Goddu 360,585 

Napkin holder, Paul & Deely 360,464 

Nei, fly, A. Wahra...... 360,620 

Nut, J. C. Sbellito 360,621 

Nuilcek. II. F. Gaines.... 360.6T6 

Hnt lock, Z. F. Jones 360,699 

OU«r. WUkluon ftCnUer.. 361,748 



Oiling apparatus for vertical engines, J. H. Wil- 
kinson 360,747 

Ordnance, breech-loading, W. H. Driggs 360,798 

Ore pulverizer, E. C. GrifBn 360.682 

Overshoe, H. W. Burr 360,795 

Package holder, N. B. Frost 860,769 

Packing, steam, C. A. Cleveland 360,660 

Pan. See Bed pan. Dust pan. 

Paper box covering machine, G. W. Glazier, 

360,582, 360,583 

Paring machine, apple, C. E. Hudson 360.527 

Paving and building blocks from slag, machine 

formaking,M. V. Steinmetz 860,785 

Paving block for street railway beds, A. J. Mox- 

ham 360.780 

Photographic apparatus, A. P. Whitteli 360,499 

Piano tuning pin, P. T. B. Berner 360,409 

Pigeonhole case, metuliic, J. F. Lash 360.597 

Pillow sham holder, H. C. Warren 360,633 

Pin. See Clothes pin. Lambrequin pin. Piano 
tuning pin. 

Pipes, covering for steam, O. Ober 360,782 

Planer, stave. J. J. Phllbrick 360,616 

Planers, slotting attachment for metal, J. N. 

Kaufholz 360,530 

Planter, M. F. Myers 360.815 

Planter check rower, corn, J. D. Smith 360,8ii5 

Planter, corn, C. B. Sweney 360,489 

Planter, seed, W. A.Dodge 360,765 

Platform. See Dumping platform. 

Plow, C. Hanson 360.586 

Plow, A. L. Thompson 360,627 

Post. See Fence post. 
Press. See Baling press. 

Pressure regulator and cut-off, O. J. McGann 360,607 

Printer's quoin, W. H. Wright ,360,501 

Printing machine, plate, J. Mllligan 360,710 

Printing presses, sheet piling attachment for, C. 

E. Hoibroofc 360.439 

Propeller, screw, A. Vogelsang 360,833 

Protector. See Electric instrument protector. 
Sleeve protector. 

Pulley, J. B. Fletcher 860,676 

Pulley, split, H. Baute 360,645 

Pump, R. F. Dobson 360,668 

Pump, air, H. L. Brown 300.413 

Pump, steam vacuum, G. H. Nye 360,781 

Pumping or air pressure apparatus, beer, T, 

Dougherty 360,422 

Puzzle, A. P. Johnson 360,444 

Pyroxyline compounds, .treating and ornament- 
ing, J. A. McClelland 360,811 

Rail joint, C. Fisher 360,673 

Rail joint, J. D. Green 360,681 

Rail joint union, B. Van Wie 360,543 

Rail joints, bolt protector for, E. Gilmore 360,519 

Railway and pipe subway, underground, B. F. 

Carpenter 360,665 

Ralway, cable, R. P. Walsh 360,742, 360,743 

Railway electric sienallng apparatus, G. Westing- 
house, Jr 360,638 

Railway signal apparatus, T. R. A. Weber 360,496 

Reclining chair, T. G. Maguire 360,454 

Reel. See Fishing reel. Twine reel. 

Beei.W.Siote 360,624 

Regulator. See Gas pressure regulator. Pressure 
regulator. 

Rein guard, vehicle, J. Waterous 860,495 

Revolver, Harrington & Richardson 360,686 

Rocking chair. H. P. Roberts 360,729 

Rod. See Ijeveling rod. 

Roller. See Blind roller. 

Rotary cutter for woodwork, C. E. Zimmermann. . 360,794 

Rotary engine, C. Dawson 360,565 

Rotary engine, J. H. Dow 360,766 

Roofing, G. Crowl 360,796 

Rudder for boats, J. M. Sweeney 360,488 

Rule, draughtsman's, E. F. Wagner 360,545 

Sad iron, J. Bennitt 360,506 

Sash fastener, F. M. Case 360,417 

Sash holder, W. Walton 360,8;il 

Sash weight, J. Pinnell _ 360,472 

Saw, scroll, W. M. Moore 360,813 

Saw sharpener, rotary, R. Gaskin 360,679 

Saw swaging machine, T. Crebbin , 360,420 

Sawdust carrier, C. A.T. Day 360,702 

Scale, automatic grain. Bice & Trude 360,820 

Scarf holder, J. B. Bayrs 360,767 

Scourer. See Grain scourer. 

Scraper, wheeled road, W. E. Jacobs 360,443 

Scythe snath couplingrG. S. Clow 360,661 

Seat mat, Hyde & Seaman , 360.442 

Seed, treating cotton, J. W. Evans 360,768 

Sewing machine, buttonhole, J. G. Greene, 360,433, 360,434 
Sewing machine buttonhole attachment, J. W. 

Blodgett . ... 860,649 

Sewing machine looping mechanism, J. G. 

Greene 360.435 

Shelving, W. H. Winslow 360,547 

Shirt, S. Comes 360,661 

Shirts, cutting, A. Borchardt 360,507 

Shoe sole wire, machine for making, L. Goddu 360.428 

Show stand, J. R. Palmenberg 860,463 

Shutter fastener, C. S. Ball, Jr 360,406 

Shutter worker, F. B. Mallory 360,708 

Sifter and strainer, R. G. Freund 360,679 

Sign, reversible, J. N. Akarman 360,503 

Sleeve protector, M. B. Cory 360.664 

Slicing machine, W. C. Miller 360,715 

Sn,ip hook, E. E. Hardy 360,622 

Speaking tube attachment, G. H. Phelps. 360,469 

Spiral springs, tool for making, J. 1'. B. Siden ... . . . 300.623 

Spoke socket for vehicle wheels, T. S. Miller 360,812 

Spring. See Door spring. Vehicle spring. 

Spring, J. Harrington 860.688 

Spring motor, B. H. Speake 360.739 

Sprinkler. See Sulphur sprinkler. 

Square and bevel, combined, O. K. Patterson 360,465 

Stamp, hand, F. Sholes » 860,736 

Stand. See Show stand. 

Stave jointing machine. J. J. Phllbrick 360,617 

Steamboats, propelling wheel for. M. Gregg 360,521 

Steam boiler, L. D. Copeland 360,769 

Steam drier, C. H. Hersey 360,525 

Steam engine, L. D. Copeland 360,761 

Steam engine attachment, J. H. C Bachelder 360,644 

Steam engine, compound, T. W. Worsdell 360,834 

Steam purifying apparatus, S. T. Holmes 360.591 

Steering apparatus, steam, S. G. Martin 360,603 

Stencil plate, G. P. Weller 360,687 

Stopper. See Bottle stopper. 

Stove, C. Bohlf s - 360,784 

Stove attachment, vapor, Z. Davis 860,665 

Stove grate, H. Hatchman 360,690 

Stove, lamp, O. P. Whipple 360,497 

Stove oven, vapor, J. Ringen... 360,727, 860,728 

Stovepipe collar, E. Mather 360,605 

Stovepipe drum, Voder & Hamilton 360.549 

Stovepipe shelf, J. H. French..... 360.427 

Stove, vapor, A. D. I..overen 360,601 

Stoves, bot water attacbment for, G. V. Brewer.. . 360,411 

Straw backer, I. B. Parsons .,L SHOfiHt 

Sulphur sprinkler. J. Fatjo 300.571 



Supporter. See Drawers supporter. Garment 

supporter. 
Surgery, electro cautery instrument for use in, D. 

H. Qoodwillie 360,429 

Suspenders, M. Hamburger 360,772 

Table. See Turntable. 

Table, J. W.McLain ,„..... 360,712 

Table, H. Massmann 360,604 

Table leaf support, H. H. Wilson 360,788 

Tablet, paper weight, and blotter, combined, J. 

M. Williams 360,750 

Tag holder or fastener, B. H. Graham , 360,680 

Tanks, screen bottom for charcoal washing and 

filtering, A. Gaukroger 360,681 

Target trap, Bennett & Samuels 360,646 

Telegraph, hello, Finley & Smith 360,425 

Telegraphy, q uadruplex, F. W. Jones 360.628 

Telephone receiver, J. H. Tabony ."... 360,626 

Tennis racket, G. H. Phelps 360,468 

Testing rotating parts, macbine for, W. W. Hunt- 
ley 360,807 

Thermostat or fire alarm, electric, W. F. Singer... 360,823 

Thill coupling, Bailey & Sheets .. 360,754 

Thill coupling, C. L. Gochring 360,771 

Thill coupling, B. McLaughlin 860,610 

Tile, furring, T. W. Snell 360,625 

Tile machine, Brose & Baumgartner 360,653 

Tile trap, drain, J. Maguire 360,602 

Tobacco conveyer, H. B. Light 360,698 

Tobacco cutting machine, P. F. Dearstyne 360.797 

Tool handle, J. S. & J. Fray 360,426 

Track laying apparatus, B. J. Pleasance , 360,817 

Traction engine, G. T. Glover 360,584 

Trap. See Target trap. Tile trap. 

Trap for wash basins, J. P. Putnam 360,480 

Tricycle, steam, L. D. Copeland 360.760 

Trough. See Hog trough. 

Trousers stretcher, C. Brinton 360,412 

Trunk attachment, McDowell & Medf ord 360,806 

Tub. See Bath and wash tub. 

Tube cutter, O. F. Martin 360,709 

Tubes, forming joints in sheet metal, E. O. Dan- 
iels '.... 360,668 

Tug, shaft, Q. V. Avery 360,752 

Turntable, A. Ayres 360,791 

Twine reel, J. H. Holbrook .•.. 360,440 

Type writing machine, L. Hanchett 860,685 

Valve, balanced, Vanderheyden & Powell 360,628 

Valve mechanism, J. J. Tonkin 360,741 

Valve, steam engine, A. L. Ide 360.594 

Vapor bath, B. Hosford 360,773 

Vehicle spring, J. F. Gross 360,804 

Vehicle spring, J. McCormick 360,710 

Vehicle spring, B. A. Treat 360,787 

Vehicle, two-wheeled, G. H. Morgan 360,721, 360,722 

Vessels, pin rail attachment for, J. McKeon 360,536 

Violins, combined chin and shoulder rest for, F. 

L. Becker 360,408 

Wagon box, J. Cochrane 360,562 

Wagon, dumping, J. W. Dunham etal 360,799 

Wagon, dumping, J. Wagner 360,493 

Wagon for butchers, D. S. Amstutz 360,642 

Waistband, supplementary, C. D. Spence 360,826 

Wardrobe hook, E. E. Fisher 860,677 

Washing and wringing machine, combined, J. H. 

Helms , 360,624 

Washing machine, B. M. Daniels 360,421 

Washing machine, H. Hassenpfiug. ; 360,688 

Washing machine, J. E. North 860,461 

Washing machine, T. F. White 360,498 

Watch, A. H. Potter...; , 860,476, 360,819 

Watch case and. movement plate, combined, A. 

H.Potter 360.477 

Watch case center and pendant, A. H. Potter 360,478 

Watch escapement, A. H. Potter 860.474 

Watch tor the blind, S. F. Adam 360.641 

Watch key, G.S. & W. W. Conover 360,563 

^Vatch movement frame and case body, combined, 

A.H.Potter 360,476 

Watch plates and cases, manufacture of, A. H. 

Potter 360.818 

Watch, steam winding and setting, S. T. J. Byam. 360,415 

Watch, stop, H. A. Lugrm 360,777 

Watch, stop, G. B. St. John 360,828 

Watches, adjusting hair springs of, L. R. Kauf- 

mann 360,701 

Water closet supply tank, J. Clifford 360,668 

Water service system and appliances for build- 
ings, J. Howes 360,697 

Waterproofing leather soles, G. E. Kasemodel 360,596 

Weather strip for windows, G. W. Everett 360,801 

Weighing and package filling machine, automatic, 

C. C. Clawson 360.510, 360,511,360,613 

Weighing and package filling machines, feeding 

mechanism for automatic, C. C. Clawson 360,512 

Weight and envelope sealer, combined, H. J, 

Moore 360,458 

Well boring drill, A. J. Yarlot 860.638 

Wells, rod coupling for oil, B. E. Waugaman 360,745 

Wheel. See Fifth wheel. 

Wheel attaching device. Miles & Jenkins 360.714 

Whiffletree, Davis & Bedmond 360.664 

Whip snap. G. T. Moore 360.718 

Windmill, J. 8. Llndauist 360.706 

Wrench, F. C. Sawhill 360,731 

Yarn, apparatus for sizing, W. P. Canning 360,654 



liCather, patent, japanned, and enameled, C. & J. 

Pyle Company J4,239, H^ 

Liniments and ointments, J. W. Potts 14,237 

Medicinal compounds and pills, liquid, J. H. Brads- 
worth . 14,228 

Medicinal preparations, C. J. Schill 14,263 

Metal goods, embossed, Osborn & Peck 14,234 

Metal, Babbitt, B. H. Huenefeld 14,233 

Oranges and lemons, Pasquaie Maria de Pasquale. 14,235 

Photographic dry plates, G. Cramer 14,249 

Pills, W. Ryder 14,242 

Pomade, putz, A. Vogt & Co 14,!!47 

Preparation for the skin, toilet, Buger & Rupp 14,241- 

Preparations for the hair, teeth, complexion, and 

hands, T. S. Peck 14,236' 

Refrigerating machines, F'rick Company 14,22'J 

Saddles, riding. Whitman Saddle Company 14,255 

Scissors, razors, pocket knives, and table knives, 

C.B.Barker& Company... 14,827 

Silk and machine twist, sewing Lister & Co 14,233 

Soap in cakes and bars for laundry and toilet pur- 
poses, G. A. Shoudy & Son 14,243 

Tobacco, cigars, and cigarettes, smoking and chew- 
ing. Solidarity Co-operative Cigar Factory 14,244 

Tobacco, smoking, Kurtz Bros 14,256 

Wire, wire rope, wire work, twines, yarns, and 

hemp ropes, F. C. Guilleaume 14,250 



A Printed copy of the specifications and drawing of 
any patent in the foregoing list, also of any patent 
issued since 1866, will be furnished from this office for 25 
cents. In ordering please state the number and date 
of the patent desired, and remit to Munn & Co., 361 
Broadway, New York. We also furnish copies of patents 
granted prior to 1866 : but at increased cost, as the 
specifications, not being printed, must be copied by 
hand. 

CaDadian Patents may now be obtained by the 
Inventors for any of the inventions named in the fore- 
going list, provided they are simple, at a cost of $40 
each. If complicated, the cost will be a Utile more. For 
full instructions address Munn & Co., 361 Broadway, 
New York. Other foreign patents may also be obtained.^ 



'^Jipcrtioemenfs. 



Inside I'affei eacli insertion - - - 75 cents a line* 
Bacll Pnge, encli insertion - - - 91.0U il line. 

The above are charges per agate line— about eight- 
words per line. This notice shows the width of the line, 
and is set in agate type. Engravings may head adver- 
tisements at the same rate per agate line, by measure 
ment, as the letter press. Advertisements must be 
received a*, publication office as early as Thursday morn- 
ing to appear in next issue. 



SEBASTIAN, MAY & GO'S 

ImpioTS d Sctew CstUig 



LATEES 



Foof&. 
Power 

Drill Presses, Chucks, Drills, 
Dogs, and machinists^ and ama- 
teurs* outfits. Lathes on trial, ' 
Catalogues mailed on application 
165 W. !3d St., Clucluaati, C 




EXCELLENT BLACK COPIES of anything written oi 
drawn with a/nv Pen (or Type Writer) by the Patent 

Only equalled. hy 
Lithography. 

. Specimena^ ,i»roo. 

AuTOCOPYisT Co., 3 Thomas Street, New York, 



AUTOCOPXI&T 




DESIGNS, 

Album leaf, W. A. Holman 17,233 

Bottle, D. C. Ripley 17.243 

Buildings, siding for, L. T,. Sagendorph 17,235 

Burial casket lid, I,. Stein 17,245 

Carpet, J. L. Folsom 1''.238 

Clock case, C.Casper 17.237 

Corset, P. T. Hertzog 17,242 

Fabric, C.B.Smith 17,244 

Fence bar, A. J. Griffin 17.2S9 

Head wear, A. Brahadi 17,232 

Hood, J. H. Whipple 17,246, 17,24? 

Radiator screen, E- Gurney 17,240 

Screens, etc.. ornamentation of flre, J. Modini 17.234 

Spoon, etc., C. Witteck 17,248 

Spoon or fork handle, H. W. Hayden 17.241 

Stove, parlor, G. G. Wolfe 17,236 




ROCK DRILLS 

AIR COMPRESSORS, 

BOILERS, HOISTS, 

AND 

GENEBAl HIKING HACEINEBI, 

Send for Illustrated Catalogue. 

Ingersoll Rock Drill Co., 

10 PARK PLACE, N. X- - 




Print Your Own Cards! 

Press $3. Circular size $8. Newspaper size $ii 
Type setting easy, printed directions. Send 
2 stamps for list presses, type,etc., to factory. 
KEI.r^KY & CO., Merideu, Conn. 




ELECTRICAL. 



Edward P. Thompson, Solicitor 
of Electrical Patents, 3 Beekman 
Street, N. Y. Write for testimonials and instructions. 



TRADE MARKS. 

Aperient water, natural. A. Saxlehner, 14,251, 14.252 

Book bindings. W. G. Stooeham & Company 14,245 

Compounds for the cure of asthma and other spe- 

citlc diseases, O. G. Hottinper 14.231 

Cough sirup, perforated plasters, ointment, and 

veterinary preparations, H. E. Holmes 14,230 

Dress goods composed of silk and wool, wool, and 

wool and cotton materials, B. Priestley & Co... 14,288 

Face powder, H. O. Yergin 14,2^ 

Face powder, soap, and perfumery. H. Tappan 14,346 

Knives, forks, spoons, tongs, picks, ladles, scoops, 
sifters, and shakers made of silver, or of a 
baser metal plated with bUveriTowle Hanufac* 
turiDg Gompany - ^4«^ 



Ijists sent. 
N.Y. Machinery Depot, 

Bridge Store No. 16, 
Frankfort Street, N. Y, 




To Business Men. 

The value of the Scientific American as an adver- 
tising medium cannot be overestimated. Its circulation 
is many times greater than that of any similar journal 
now published. It goes into all the States and Territo- 
ries, and is read in all the principal libraries and reading 
rooms of the world. A business man wants something 
more than to see his advertisement in a printed news- 
pa,per. He wants circulation. This he nas when he 
advertises in the Scientific American. And do not 
let the advertising agent intluence you to substitute 
some other paper for the Scientific American, when 
selecting a list of publications in wmcn you decide it is 
for your interest to advertise. This is frequently done, 
for the reason tnat tne agent gets a larger commission 
from the papers having a small circulation tlLanis allow- 
ed on the Scientific American. 

For rates see top of first column of this page, or ad- 

MUNN &: CO., Publishers, 

361 Brondway* New Voi-k. 



Of Arc and Incandescent liiehiinfc* 
Electric l.isht and Power. 

Motors, Dynamos, Tjsmps, and Batteries in all vari etles. 

Klectro-Dynamlc r<t., 124 Carter St.. Philadelphia. 
W. W. Griscom* CtiuBHltiiig Electrical EOffincer* 
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Joshua Rose's Great Treatise on 
Steam Engines. 

Now Ready. 

Modern Steam Engines. 

An elementary treatise upon the Steam Engine, writ- 
ten in plain language, for use in the workshop as well as 
in the drawing office; giving full explanations of the 
oonstraction of modern Steam Engines, including dia- 
grams showing their actual operation ; together with 
complete, but wimple, explanations of the operations of 
▼arious kinds of valves, valve motions, link motions, 
etc., thereby enabling the ordinary engineer to clearly 
understand the principles involved in their construction 
and use, and to plot out their movements upon the draw- 
ing board. By Joshua Rose. M.E. Illustrated by422 en- 
(rravings. In one volume, quarto, 330 pages. Price $6.00 
free of postage to any address in the world. 

tS^An illustrated circvXar. 8 vama, ito, giving the con^ 
ttnta of this reTnarkabte book, vml he sent free to any one 
who vnll funrnish his address. 

BY THE SAME AUTHOR. 

MecliaDlcal Dra'cvinar Seir-TauKlit> Comprising 
Instructions in theSelection and Preparation of Draw- 
ing Instruments, Elementary Instruction in Practical 
Mechanical Urawing; together with Examples in Sim- 
^e Geometry and Elementary Mechanism, including 
Screw Threads, Gear Wheels, Mechanical Motions, 
Engines and Boilers. By Joshua Rose, M.E. Illus- 
trated by XtO engravings. 8vo, cloth, . . $4.00 
The Complete Practical Mitchiiiiat: Embracing 
Lathe Work. Vise Work, Drills and Drillinjg, Taps and 
Dies, Hardening and Tempering, the Making and Use 
of Tools, Tool Grinding. Marking out Work, etc. By 
Joshua Rose, M.E. Illustrated by 356 engravings. 
Thirteenth edition, thoroughly revised and in great 
part rewritten. 12mo, 439 pages, . . . $^.50 
The Slide Valve Fi-acticallV Explained. Em- 
bracing Simple and Complete Practical Demonstra- 
tions of the Operation of each Element in a Slide 
Valve Movement. By Joshua Rose, M.E. Illustrated 
by 35 engravings. 12mo, cloth, . . . $1.00 
tyTh* above or any of our Books sent by mail, free of 
postage, at the publication prices, to a/n/y address in the 
world. i 
. SWOur Catalogue of I»ractical and Scientific Books. 98 
pages, 8uo, and our Catalogue of Books on Steam and the 
Stm-ni Engine, Mechanics, Machinery, and Dynamical 
Engvneering. and other Catalogues, the whole covering every 
branch of Science applied to the Arts, f<ent free and free of 
Poaieige to any one in any part of the world who will fv/r- 
nish his address, 

HENRY CAREY BAIRD & CO., 

Industrial Publishers, Booksellers & Importers 
810 Walnut St*, Philadelphia, Pa^ 



RUBBER BELTING, PACKING, HOSE 

bldest and I^arKest Mannf actnrerg In the United States* 

VULCANIZED RUBBER FABRICS 

For mechanical Purposes. 

.^IX* ^X*Al3C.e ^Zoi 

A Specialty. 
RUBBER MATS, 

RUBBER MATTING 

AND STAIR TREADS. 
BELTING & PACKING CO., 15 PARK ROW, N. Y. 

68 ; 167 Lake St., Chicatjo ; 308 Chestnut St., Phlla. 62 Summer St., Boston. 





NEW YORK 

John H. Cheever, Treas., 
J. D. Cheever, Dep'y Treas. 



DCinXLIGHTNINQ. SPECIALLY DESIGNED FOR 

HEIU 3. ■HACC 3.ISHT BOBING.SCgEW DRIVING M 




''NICKEVPbflTED,WITH2.BIT5 OVCPOSTPffio. RH-RblD. 
ROSEWOOD TRIMMINB5 ' C./D 1635 BflRKERST.PHILfl. 




AirentH Wanted. 



HOISTING ENGINES 

LIUGERWOOD MANUFACTURING CO., 96 



and Boilers for every possible 

duty. 

New catalogue ready. 

LIBERTY STREET, NEW YORK. 




CEO. W. MARBLE, Sole Manu- 
facturer of THE ACMK WREIVCII. 

The best made, all steel, and warranted, 8 sizes. 

38 to 32 South Canal Street, Chicago, U. S. A. 



INVENTIONS OR PATENTS. 

Any person having a new invention or patent for 
America or Exrope, and desiring financial aid, may ob- 
tain money by writiufj and stating the following : De- 
tailed description of invention, terms proposed, date of 
patent. Address Box 3^. New York. 



"k TecliiiQ-Illiefflical M\i M\ 

The Techno-Chemical Receipt Book. 

Containing Several Thousand Receipts, covering the 
Latest, most Important, and most Useful Discc)veries in 
Chemical Technology, and their Practical Application 
in the Arts and Industries. Edited chiefly from the 
German of Drs. Winckler, Eisner, Heintze, Mierz.inski, 
Jacobsen, Roller, and Heinzerling, with additions by 
William T. Brannt, Graduate of the Royal Agricultural 
College of Eldena, Prussia, and WilHara H. \Vahl, Ph. 
D. (Heid.), Secretary of the Franklin Institute, Phila- 
delphia, author of "Galvanopiasitic Manipulations." Il- 
lustrated by 78 engravings, in one volume, over 500 pages, 
12mo, closely printed, containing an immense amount 
and a great variety of matter. Elegantly bound in scar- 
let cloth, gill. Price $2, free of postage to any addrtss in 
the world. 

t^°A circular of 32 pages, showing the fuU Table of Con- 
tents of this important Book, sent by mail, free of postage 
to any one in any part of the World who vHU fv/rnish his 
address. 

•HEUBY CABC:y-BAIJU>^jCO.y 

Indnstrial FablUhers, Booksellers, and Importers* 
810 Walnnt 8t., Philadelphia, Pa., U. 8. A. 
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Mineral Lands Prospected 

Artesian Wells Bored. Superior Stationary En- 
fines, sp^ialiy adapted to Electric Light purposes, 
Built by Pa. Diamond Drill Co., Birdsboro, Pa. 



I 



CONSUMPTION 



I Throat, Bron- 
cfalalandLung 

___ I AFFECTIONS 

Burely cured. We have been successful in treating over 
ten thousand eases, and to convince all of the efficacy of 
onr temediea we will send sample bottles f r^ with treat- 
Uie and directinns for home treatment. Give express 
Office. DB. NOETLIN6 & CO., East lIfimpton» Conn. 



CURE^SSDEAF 

Peck's Patent Ihpbovbd Oushionxd £ah Drums Perfectly 
Bc«tore til* Hearing, and perform the work of the natural 
drum. Invisible; comfortable and always hi position. All 
conTersation and even whispers heard dtstinct ly. Send for 
Illustrated book with testimonials, FREK. Address orcalloD 
E'.HISCOX,853^Q'^t^adw^t^^vr'Vork. Mention this paper. 



PI I ^? ^2 ^"'^^^"^^^^* Plnntmrrtindnfrror 
I um ^m ^9a returns. Ko Inaelicacy . Neither 
Icnife, purge, salve or suppository. Liver, kidney 
andajibowel troubles— especially constipation— eur- 
edlikemairie. Sufferers will learn of asimple remedy 
free, by addressing, J. H. KEEVES, 78 Nassau St., N. Y. 



Patmts In Brazil luil Meiico. 

Until quite recently, considerable diffi- 
culty has been experienced by inventors 
in obtainiiig patents in both Brazil and 
Mexico. The requirements of the officials 
of these countries caused much bother 
and delay, and the expenses of a patent 
corresponded therewith. 

But there no longer exists that trouble 
apd delay in obtaining patents in either 
conritrjr: The proprietors of this paper 
have perfected arrangements With resi- 
dent professional gentlemen in both 
countries, Brazil and Mexico, which en- 
ables them to obtain patents within 
reasonable time and at reasonable cost. 

Thtse two countries embrace an enor- 
mous area of territory, and makers' of im- 
proved machinery and implements are 
now finding a market for their products 
in those countries. 

The cost need no longer deter inventors 
from obtaining patents in either Brazil 
or Mexico. 

For further information address 
MUNN & CO., 
Proprietors Scientific American. 
361 Broadway, New \'<>rU. 




A PRACTICAL SUCt^ESS. 

VAN DDZES'S PAT. LOOSE PDILEY OllEE. 

Thousands in satisfactory every- 
day use. Entire reliability and con- 
stancy demonstrated in a two years' 
test hy (would be) Eastern skeptics. 
Economjy shown byreasonable prices 
and perfect performance. Send for 
our " Catalogue No. 55.' ' 
VAN DuzEN & Tift. Cincinnati, O 




FINE TOOLS &?,•,?«; '^At.l: 

8mall Engine CasiinffM. Tools of all 
kinds for Metal and Wood Workers, Scroll 
'oods. liight Hardware, Novelties in Nick- 
Send 4c. stamps for large illustrated price 
The JOHN WILKINSON COMPANY, 

77 State Street, Chicago, 111. 



SCIENTIFIC AMERICAN SUPPLE- 
MENT, Any desired back number of the Scientific 
American StrpPLEfliENT can be had at this otHcefor 
K) cents, Also to be had of newsdealers in all parts ol 
the country. 



JUST PUBLISHED 

FOR THE '88^ 

M ANUFACTURERS 

UNITED STATES 



OF THE 



For DOMESTI C and FORE IGN TRADE. 

Alplubeticallr Arranged and Clasdfled. 

Showing where AN •/ ARTICLE OF AMERICAN MANUFAC- 
TURE can be purchased DIRECT- 

A COMPLETE REFERENCE BOOK 

for Manufacturers.Jobbere, Wholesalers, RetaUers,Colll. 

miSHion Merchants Export and Import Brokers, etc, 

A Complete Bncyelopsedla foi* Itilyera and Hellers 

in all Trades. Bound In Cloth, and eon- 

tAlning no.nrly 1300 large pages. 

PUBLISHED BY 

The Armstrong &. Knauer Publishing Co. limitedi 

822 *8a4 B roadiray , Ifew Y orkj U.S. 1. 

TRADE X,ISTS of MAyUFACTVRMRS, 

Also Information Furnished at Reasonable Rates. 



THE CHEHPEST ANO BEST : 



„ 6? PARK PLACE. NEW YORK- 



^g^ ^ ^^g^^ 



USEFUL BAGS AND HOW TO MAKE 
them. A paper by J. T. Humphrey, giving full directions 
for making hand, brief, cricket and other baiiS from 
leather, with four illustrations. Contained in Scien- 
tific American Snppf.EMENT, No. 5H1. Price. 10 
cents. To be bad at thia office and from all newsdealers. 



AGENTS ^^"-TAI-. -.S.lffPle A^e- STAND. 



AED NOVELTY CO. Salem, Mass. 



w 



AilTCn TO DIIV stamping battery for 
HnlCU lU Dill powdering Raw Bones 
or any other machine making raw bone meal in 
large quantities. Address 

CUMBERLAND BONE CO., Boothbay, Me. 



McHsm. Kobins «&; Sou, M.I.C.E. and M.I. Mech. 
B., of Crosby Hall, Chambers. London, E.C., are open 
to undertake the Representation of (Mrms exhibitinc at 
the forthcoming American Exhibition in London. 




GAS ENGINES. 

Best in principle, workmanship, and materials. 

An unequal ed small Motor adapted to all uses. 

When the motor is not at work, the expense of running it ceases. 

(Simple* Safe, Economical, Durable. No exti'a insui'auce* 

Four^izes: 1 H. P., % H. P., 1 man power, and Dental Engine. 

These Engines i r e esp ecially suited for Gasoline Gas for country use. 

S^Send for IRvatrated Catalogue, 

ECONOMIC GAS ENGINE COMPANY, 

Office and Salesrooms - - 3-* xixi'K si', xa. Tr. 



Shafting and Gearing, '^^^J-jif^^p^'r^Eic.^^' 



THOS. W<»OW & CO. 

titid nnd Wood Sta., 
Philadelphia, Pu. 



PULLEYS, HANGERS, ^«o^^Jf ^^h^^ewobkis, 
FRICTION CLUTCHES. 43 bt^o^^xt. 



>a.x-lx. 



*l«.oe, PT. 



s 



FECIAL MACHINER 

For Grinding and Polishing 



Y 



fflanafactnred by The Somersworth Machine Co., 
e:. ft., "si^ .A.n.'Xi, .A.B*-t 

154 liake Street, CHICAGO. 

Write for Circulars. 




WlTiiBRBi', RUGU & EiCMA RDSON Manufacturers 
of Patent \\ ood Working >lachlnery of every descrip- 
tion. Facilities unsurpassed. Shop formerly occupied 
by R. Ball & Co., Worcester. Mass. Send for Catalogue. 



Manufacturers Wanted 

Cheap water power and land, low rents and taxes, at 
Vernon. N. Y., fifteen miles west of Utica, on West 
Shore R. R. Apply to National Bank of Vernon. 



RECENT PROGRESS IN CHEMISTRY. 

By Prof . H. C. Boltom.— Chemical societies, new ele- 
ments, atomic weights, spectrum analysis, form of mat- 
ter, affinity and chemical action, electrolytic thermal 
chemistry, new views of chemical reaction, chemical dy- 
namics , chemical physics, liquefaction of gases, chemi- 
cal industries, nomenclature, progress in organic chemis- 
try, the aromatic series of compounds, synthesis of or- 
ganic compounds, physiological and sanitary chemistry, 
tendency of modern chemistry. Contained in Scien- 
tific American Supplbmen r. No. 54B. Price 10 cents. 
To be had at this oflQce and from all newsdealers. 




pATPIIX FOK.8A1jE. the ADAMSON CO.. 

r H I CH I Patent Solicitors, Muncie,lnd. 



••SECRET" Recipes, Formula, etc., which have 
heen advertised for sale. Edited with corrections and 
hints for improvements by a well-known Technologist. 
Neatly cloth bound, 60 cents by mail, or from any book- 
seller. Catalogue Scientific and Mechanical books free. 
J. H. PHIN, 15 Dey Stieet, New York. 



|K^ ELECTRIC BELL Outfit. 
JW~y Bell, Battery, Push-Button 

^|r bI and Wire, with Full Instructions. 

Horace Van Sands, 733 Broadway, n. y. 

Please mention this paper. 



Wire Stretcher. 

PATENT FOR SAKE. Thousands in use in East- 
ern U. S. Simple, Cheap, Poiverful. Sample, by mail, 50 
cents; by express, 30 cents. Over 300 per c. profit to 
man'f 'r. Nothing like it. Good reason for selling. 

D. H. BAUSMAn, Lancaster, Pa. 



NEWSPAPER FILE 

The Koch Patent File, for preserving newspapers, 
magazines, and pamphlets, has been recently improved 
and price reduced. Subscribers to the Scientific Am- 
erican and Scientific American Supplement can bt 
8in)plied for the low price of 11.50 by mail, or $1.25 at the 
office of this papei Heavy board sides ; inscription 
"SCIENTIFIC AMERICAN," in gilt. Necessary for 
every one who wishes to preserve the paper. 

Address 

MUNW & CO., 

Publishers ScrE.iTiinc AMXBICAN 




HARRISON CONVEYOR! 

"^"""^ B^Sfing Grain, Coal, Sand, Cliyjan Birk, Cinders, Ores, Seeds.&c. 

(^Si£j. I BORDEN, SELLECK & CO., UanSV^rs.} Chicago, III 



PIPE COVERINGS 

Made entirelr of A8BESTO!$. 

Absolutely Fire Proof. 

BBAIDEU PACKIAG. DULL BOARD, SHEATBIIVG, CEMENT, FIBRE AND SPECIAI.TIE«. 




CORRESPONDENCE SOLICITED. 

sAtE! Valuable Coal Mine 

Including treble railroad tracks, rolling stock, general 
store, miners' houses, etc. Located In the Pittsburgh 
Seain, along the Kanawha & Ohio Railroad and Kana* 
wha River, about 250 miles from Cincinnati. For particu- 
lars address CHAS. F. WINDISCH, Cincinnati. Ohio. 



TIG Boaril 01 TralB ai siamotin, Pennsylvania, 

is prepared to offer inducements to manufacturing en- 
terprisesto locate in the town. Population 15,000. and 
three lines of railroad. Located in the anthracite coal 
region. Correspondence solicited. Address 

D. S. SOLLENBERGER, Secretary. 



ICE & REFRIGERATING 



Micuises. Tork Pa. 
tent. iroKK NPG. 
GU.. York, Fa. 




OF THB 
FOR 188r. 

The Most Popniar Selentlfie Paper !■ the World. 

Only S3. 00 a Veav, inclndinir Postage. Weekly« 
d2 Numbers n Year. 

This iviflely circnlateii and splendidly illustrated 
paper Is published weekly. Every number contains six- 
teen pages of useful inf oimation and a large number of 
original engravings of new inventions nnd discoveries, 
representing Engineering Works, Steam Miichinerjr 
New Inventions, Novelties in Mechanics, Manufactures, 
Chemistry, Klectricity Telegraphy, Photography, Archi- 
tecture, Agriculture, Horticulture, Natural History, etc. 

All Ciasses of Headers find in the Scientific 
American a popular resume of the best scientific In- 
formation of the day; and it is the aim of the publishers 
to present it in an attractive form, avoiding as much as 
possible abstruse terms. To every intelligent mind, 
this journal affords a constant supply of instructive 
reading. It is promotive of knowledge and progress in 
every community where it circulates. 

Terms or Subscription.— One copy of the ScieN* 
Tine American will be sent for one i/ear— 52 numbers— 
postage prepaid, to any subscriber in the United States 
or Canada, on receipt of three dollnrs by the pub- 
lishers; six months, 11.50; three months, $1,011. 

Clubs.—Onv extriL copy of the Scir:ntific Ameri- 
can wili be supplied gratis /or euery dub of five suhscrihera 
at $3.00 each ; additional copies at same proportionate 
rate. 

The safest way to remit is hy Postal Order. Draft, OP 
Express Money Order. Money carefully placed inside 
of envelopes, securely sealed and correctly addressed, 
seldom goes astray, but fs at the -render's risk. Ad- 
dress all letters and make ail orders, drafts, etc., pay- 
able to 

DiviETJXTiT cSc CO., 

361 Broadwayi New York. 



Scientific American Supplement. 

This is a separate and distinct publication from 
Thk Scientific Amkrican, hut is uniform therewith 
in size, every number containing sixteen large pages. 
The SciKNTiFic American Sttpplkmknt is published 
weekly, and includes a very wide range of contents. It 
presents the most recent papers by eminent writers in 
all The principal departments of Science and the 
Useful Arto, embracing Biology, Geology, Mineralogy, 
Natural History, Geography, Archaeology. Astronomy, 
Chemistry, Electricity, liight. Heat, Mechanical Engi- 
neering, Steam and Railway Engineering, Mining, 
Shi p Building, M arine Engineering, Photogriiphy, 
Technology, Manufacturing Industries, Sanitary En- 
gineering, Agriculture, Horticulture, Domestic Econo- 
my, Biography, Medicine, etc. A vast amount of fresh 
and valuable information pertaining to these and allied 
subjects is given, the whole profusely illustrated with 
engravings. 

The most important En'jineering Works, Meohonlsms, 
and Manufactures at home and abroad are represented 
and described in the Supplement. 

Price for the Supplement for the United States and 
Canada, $5.00 a year, or one copy of the SciENTirrc Am- 
erican and one copy of the STTpplemknt, both mailed 
for one year for $7.00. Address and. remit by postal 
order, express money order, or check, 

MUNN (& Co., 361 Broadway, N. Y., 
Pablishers Scientific Ajueiiican. 

To Kareiffn !$iibscriherH.— Under the facilities of 
the Postal Union.the Scientific AMKRiCANisnowsent 
by post direct from New Tork, with regularity, to sub- 
scribers in Great Britain. India. Australia, and all other 
British colonies ; to France, Austria, Belgium, Germany, 
Russia, and all other European -States; Japan. Brazil, 
Mexico, and all States of Central and South America. 
Terms, when sent to foreign countries, Canada excepted. 
$4, gold, for Scientific Amkrican. one year; $9, gold 
for both Scientific Ahrrican anl Sitpplembnt for 
one year. This includes pcstage, which we pay. Remit 
Kf nostal or express money order, or draft to order of 
AIUN^ & CU.. 361 BroiMway^ New T<ak. 
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Inside PaKe* each insertion . - - 75 cents a line. 
Back Paee eacli inserrion . > . SI. GO a line. 

The above are charges per agate line— about eight 
words per line. This notice shows the width of the line, 
and is set in agate type. Eii^ravings may head adver- 
tisements at the same rate per agate line, by measure- 
ment, as the letter press. Advertisements must be 
received at publication office as early as Thursday morn- 
ing to appear in next issue. 



llAshoe made with Elastic Gorings is the best and 
most convenient in the world if the elastic is ffond* 
but it is almost worthless if the elastic is not srood. 
Will you please send us your ad- 
dress by postal card and give us 
the privilege of telling you the 
whole of our story ? If you will 
we will place tne .1 A IVIES 
MEANS' S3 SHOE easily 
within your reach in any State 
or Territory. 

,__. ^ J. MEANS & CO. 

"^^^H^Cf^. ^S^. Boston, Uass. 
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SHEPARD'S NEW S60 

Screw-Cntting Foot Lathe. 

Foot and Power Lathes, Drill 
Presses, Scroll-saw Attach- 
ments, Chucks, Mandrels, Twist 
Drills, JVjgs, Calipers, et& 

Lathes on' trial. loathes on 
payment. 

* Send for catalogue of Outfits 
for Amateurs or Artisans. 



Agent, 134 E. 2d St., Cincinnati, 0. 




The 'Cycling Season is Open. 

Send for the New Catalogue of 

Columbia Bicycles 
and Tricycles. 

Mailed free upon sppIicatioQ. 

' llie FOPE MFG. CO., 79 Franklin St, Boston 
Braucii HouHes: 12 Warien St., Neiv Voi'k ; 
291 Wnbnsh Avenue, Clilcngo. 

' THE BEST STEAM PUMP. 

Van Diizen's I'atent Steam Pump. 

Incomparable in cheapness and effi- 
ciency. Needs no care or skill; cannot 
I get out of order; has no moving parts. 
I A Superior Fire I'uuip. 

I Instantaneous and powerful, ever ready. 
' Available, wherever steam pressure can 
be had. for pumping any kind of liquid 
(hot, cold, sandy, Impure, etc.). We make 
ten sizes, prices from $7 to $75. Capaci- 
ties from 100 to 20,000 gallons per hour. 
State for what purpose wanted and send for Catalogue 
of "Pumps." Van J>uzen i&^ Tift, Cincinnati, O. 




Barnes' Pat. Foot ^ Hand Power 

Contractors and Builders, CabinetMakers and 
Jobbers in Wood or Metal, who, 
have no steam power, can, by us- 
ing- outfits of these machines, bid 
lower and save more money than 
by any other means for doing their 
work. Sold on trial. Illuatrated 
Catalogue FREE . - 

W.F.Jt JOHN BARNES CO.; 

AddreSi 1999Ruby St., Eockford. J 





Chandler & Parquhar, 
177 Washington St., 

BOSTON. 

Agents for Fay's "Yankee "CALIPERS 

AND 

Barnes* Foot Power Machinery, 

AXD DEALERS IN 

Ularhinists' SnppHes of E?ery Klai, 

Send two stamps for illus. catalogue. 



THE IRON AND COAL DISTRICTS 

of Alabama.— An interesting paper, with map showing 
the position of the mineral districts of the State. Con- 
tained in sciFNTiFiC' Amekican' Supplement. No. 
50«. l^rlce lOcents^ To be had at this office and from 
all newsdealers. 
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Mention this paper. 





IMPORTANT TO USERS OF VALVES. 

Owing to the Dopularlty the JENKINS BROS. VALVES have attained, the market has been 
subjectea to BASE IMITATIONS. 

One important defect in the imitations referred to is insuMcimt openina for inlet of steam or 
Fluiii, thereby checking the flow. Purchasers of Valves should becareful to know that they are of 
capacity suited to size of pigg lo wtiifiii tile Valves are to be attadied. All Valves manufactured by 

Jeuklus Bros, are ^Varranted Fnll Opening. 
JENKINS BROS., "1 John Street, N. Y.; 105 Milk Street, Boston; 13 So. Fourth Street, Phila. 




liggQfil?. 



HfJSH0RT'*?5'«WA^ 



Address: The American Writing 

Machine Co., Hartford, Conn.; 

New York Office, 237 Broadway. 



SA W< Wanted 50,000 Sawyers and U 4 W Q 
■**-■" ^ Lumbermen to send us their ^-^ »' O 
A full address for a copy of Emerson's K^" Boole — 
of SiA WS. We are first to introduce NATun- A 
AL Gas for beating and tempering fSaws 
Wwith wonderful effect upon improving their im* 
quality and toughness, enabling us to reduce THr 
prices. Address 

S EMERSON, SMITH & CO. (I.td.), Q 
BeaTer Falls, Pn. "^ 




LEGS &#AR1IIS, 

(ARTIFICIAL) 

WITH RUBBER HANDS AND FEEJ. 

IheHostlTaturaljComfortatloiDuraljlo, 

Thousands In Dally Use. 
Hew Patents 4 Important Improvements. 
I U. S. Gov't Manufacturer. 
III. Pamphlet of 160 Pages SENT FREE. 

A. A. MARKS, 
701 Broadway, New York Citv 



agents: 



WANTED (!«ninples FREE) for 
III". Scott's beautiful ICIectric Cor- 
sets Brushes, Belts, Etc. No 

risk, quick sales. Territory given, satisfaction guaran- 
teed. DR. SCOTT, 843 Broadway, ^. Y. 



JET PROPELLERS.— A DISCUSSION OF 

the efficiency of jet propellers for the hydraulic propul 
sion of vessels, as compared with the screw. Contained 
in Scientific American Supplement, No. ,3ei. 
Price, 10 cents. To be had at this ofBce and from all 
newsdealers. 



PnUUIfiCinil Wanted : the Agency o f Staple 
WUmmiOOIUII or patented Goods, for Connec- 
ticut or New Haven and vicinity.Ref erences satisfactory 
Address " Commission," P. O. Boxfi22, New Haven, Conn. 



TELESCOPIC OBJECTIVES AND MIR- 

rors. I'heir preparation and testing. By H. Grubb, F. 
R. S. An interesting description of the processes now 
employed in the construction of telescopic objectives, 
prefaced with a short history of the manufacture of 
glass. Conteined in Sclentific American feuPPr.K- 
MENT8, N08. 548 and 549. Price, 10 cents each. To be 
obtained at this office or from any newsdealer. 



Fire and Burglar Proof 

Safes for all purposes. Bank and 
Safe Deposit Vaults, Vault Doors, &c. Esti- 
mates and drawings furnished. 
DIEKOI.I) 8AFE AND LOCK COITIPANV, 
W. II. BUTLER. Gen'l Agent, 79 Duane St., N. Y 




HOW TO GRAFT.— A VALUABLE PA- 

per, giving complete directions for making various 
kind s of grafts In fruit trees.— Clef t grafting, slip 
grafting, bear's mouth grafting, wired grafting, side 
grafting, whip grafting, saddle grafting, tongue 
grafting, split grafting, crown grafting. Grafting- wax. 
Waxed cloth. With llfigures. Contained in Scienti- 
fic AMERICAN SrPPl.KMENT NO. 540. PriCC 10 CCUtS. 

To be had at this office and from all newsdealers. 




CHARTER'S 



95 MILK ST. BOSTON, MASS. 

This Company owns the Letters Patent 
granted to Alexander Graham Bell, March 
7th, 1876, No. 174,465, and January 30th, 
1877, No. 186,787. 

The transmission of Speech by all known 
forms of Electric Speaking Telephones in- 
fringes the right secured to this Company 
by the above patents, and renders each 
individual user of telephones not furnish- 
ed by it or its licensees responsible for such 
unlawful use, and all the consequences 
thereof, and liable to suit therefor. 



Warranted equal to 
any in Power and Econo- 
my, and superior to all 
in Simplicity, and Com- 
pactness. Gives an Im- 
pulse at every Revolu- 
tion. 

Chicago agent: 
H. H. Latham, 

lio Monroe Street. 



New York Agent. 
Zell Engineerinsr Co., 112 Liberty Street, 

Williams & Orton Mfg. Co. 

STEBLilNG, ILL. 



p. O. Box 148 



DRIVING BELTS.— A PAPER BY 

John Tullis, discussing the comparative value of various 
kinds of belting. Main driving-belts. Patent leather 
chain belting. Half -twist belts. Cotton belts. Leather 
ropes. With 3 engravings. Contained in Scikntific 
A.MKRicAN SUPPLKMBNT, No. .'50'J, Frice 10 cents. To 
be had at this office and from all newsdealers. 



LINUIIOI.iH ifc PETER!^ON, of Franconia, Minn., 
tugether with leading capitalists of McPherson, Kan- 
sas, have formed a corporation, with a working capital 
of $20,000, for the manufacture and sale ol Lindholm'a 
Adding Machine. The corporation to be known as 
"The Lightning Adding Machine Co.," of McPherson, 
Kansas, and all correspondence in regard to said Ma- 
chine should be addressed as above. 



HOUSE HEATING 



^"X" S>'J.'SI.A.nd TRIIIMPHAUT SUCCESS I ! 

THE "GORTON" BOILER. 

Tubular, Sectional, Self -Feeding. New circulars. 
GORTON & LIDGEBWOOD CO., 96 Liberty St., N. Y. 



SHAFTING DEPARTMENT Couplings, Han8e.rs, Shafting, Pulleys 

EDISON MACHINE WORKS. 



SEND FOR CATALOGUE. 

Salesroom, 19 DBV STREBT, New York. 



Onrn a PIACCCC Microscopes, 'I'eiescopes, 
rLIIH ULHOOLO Spectacles, Barometers, 
Thermometers, Photographic Ontfi'.s for Amateurs, 
W,H.WAr.i>ISIiET *fe ro. successors to II.& J. 
Bocb, Riiladelphia. Illus. Price List free to any addrees. 




HODGE'S 



Unirersal Aiigle Union 



PATENTED. 

Combining an elbow and 
union, and can be set at 
any angle at which it is de- 
sired to run the pipe. 

Itlanufaeturera & Wholesale Agents, 

SOLLSTOHE UACHI»E CO., 4SWater St., FITCHEUSa,UA33. 



V% m ■■^'■^^■l mAt^IIINERY 



Buffalo, X. Y. 



PATENTS. 

MESSRS. MUNN & CO.. in connection with the publi- 
cation of the Scientific American, continue to ex- 
amine improvements, and to act as Solicitors uf Patents 
for Inventors. 

In this line of business t.bey have had forty-one years' 
xperience, and now nave uneqfuil d facilities for the 
preparation of Patent Drawings. Specifications, and the 
prosecution of Applications- for Patents in the United 
States, Canada, and Foreign Countries. Messrs Munn & 
Co. also attend to the preparation of Caveats. Copyrights 
for Books. Labels. Reissues. Assignments, and Reports 
on Infringements of Patents. All business intrusted to 
them is done with special care and promptness, on very 
reasonable terms 

A pamphlet sent free of charge, on application, con- 
taining full information about Patents and how to pro- 
cure them; directions concerning Labels, Copyrights, 
Designs, Patents, Appeals, Reissues. Infringements, As- 
siffnments. Rejected Cases, Hints on the Sale of Pa- 
tents, etc. 

We also send, free of cha/rge, a Synopsis of Foreign Pa- 
tent Laws, showing the cost and method of aecurinff 
patents in all the principal countries of the world. 
mUNN & CO., Solicitors of Patents, 
361 Broadway, New York. 

BRANCH 'OPFICBS.-No. 622 and 624 F Street, Pft- 
dflc Building, near 7th Street, Wa«hin«ton, D. C, 



SOLID EMERY WHEELS.-BY T. D., 

Paret.— Early formB Qf emery wheels and their defects. 
Vulcanite wheels. The tanite wheels. Testing of tan- 
ite whie;-* at Stroudsburg. Best working speeds for 
emery wheels. Bursting of emerv wheels. Tests for 
emery wheels. Comparative merits of American and 
English emery wheels. With 2 engravings. Contained 
in Scientific American supplement. No. 538. 
Price 10 cents. To be had at this oflftce and from all 
newsdealers. 



ElIOD£L.andB SeMlorClrcniars. 
XPERIilllENTAtesMr^ 
U#J^BI^ A id CINCINNATI, 0. 
WOKlVSPtSlAlTY. ^(MS""""" ""is Paper.) 

WELLBORING BY STEAM WITH A 

Spring- pole. —By B. S. Lyman. With lUustratlona of the 
apparatus employed, fjontained in scikntific Ameri- 
ca.. Sl'ppi.I'Ment, No. .'534. Price 10 cents. To be had 
in this office and from all newsdealers. 



THE COPYING PAD.— HOW TO MAKE 

and how to use ; with an engraving. Practical directions 
how to prepare the gelatine pad. and also the aniline ink 
by which the copies are made: how to apply the written 
letter to the pad; how to takeoff copies of the letter. 
Contained in Scientific American Supplement, No. 
438> Price 10 cents. For sale at this office and by all 
newsdealers in all parts of the country. 



MRfRijPE 



Address JOHN A. ROEBLING 'S SONS. Manufactur 
ers, Trenton, N. J. , or 117 Liberty Street, New York. 

Wheels and Rope for conveying power long distances. 
Send for circular. 
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STEAM ENCINES. 

Horizontal and Vertical. 

Di'e fl ff i II b: IVInclitiiei'y* 
Flour* I'n^vdoi', ^liite iiiid 
Flint mill IHachiiiery, Tur- 
bine Water Wheels. 



York Blfg Co., York, Pa. U.S.A. 



CAPILLARY TUBES, SPONTANEOUS 

Motion in.— A paper by C. Dechiirme upon the applica- 
tion of electricity to the study of the spontaneous as- 
censional motion of liquids in capilliiry tubes— the 
question being studied from a dynamic standpoint. 
With 10 engravings of apparatus and details. Lontaln- 

ed in SCIKNTIPIO AMERICAN SUPPLKMENT, NO. 338. 

Price 10 cents. To bo had at this office and from all 
newsdealers. 



I New Catalogue of Valuable Papers 

contained in Scientific Amkbicajj supplement, sent 
free of charge to any address. 

MUMN & CO.. 361 Broadway, N Y 
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LIQUID PAINTS 



These Paints are in every respect strictly first-class, being composed of 
the best and purest materials obtainable. They have a larger sale than 
any other paints made in this country or abroad, and, although they cost 
a trifle more per gallon, they will do more and better work for the same 
amount of money, owing to their wonderful covering properties, while 
their superior durability renders them the most economical paints in the 
world* Sample Sheets and Descriptive Price List free by maiL 

H. W. JOHNS MANUFACTURING CO., 

SOLE UANUFAOTCBXBS OF 

H.W. Johns' Fire and Water-Proof Asbestos Roofing, Sheathingr, Bnlldlng Felt, 
AAbestos Steam Packings, Boiler Ooverings, Roof Falats, Fire-Proof Paints, etc. 
VULCABESTONs Moalded Plston-Bsd Packing, Rings, Gaskets, Sheet Packing, etc. 

Established 1858. 87 MAIDEN LANE, NEW YORK, chicaql^^jj^^^diiphia. 
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The Scientific American Archi- 
tects' AND Builders' Edition is issued 
monthly. $3.50 a year. Single copies, 35 
cents. Forty large quarto pages, equal 
to about two hundred ordinary book 
pages; forming, practically, a large and 
splendid Magazine of Architecture, 
richly adorned with elegant plates in colors, 
and with fine engravings ; illustrating 
the most interesting examples of modern 
Architectural Construction and allied 
subjects. 

A special feature is the presentation in 
each number of a variety of the latest 
and best plans for private residences, city 
and country, including those of very 
moderate cost as well as the more expen- 
sive. Drawings in perspective and in 
color are given, together with full Plans, 
Specifications, Costs, Bills of Estimate, 
and Sheets of Details. 

Architects, Builders, and Owners will 
find this work valuable in furnishing 
fresh and useful suggestions. All who 
contemplate buildings or improving h omes 
or erecting structures of any kind, have 
before them in this work an almost end- 
less series of the latest and best examples from 
which to make selections, thus saving 
time and money. 

Many other subjects, including Sewer- 
age, Piping, Lighting, Warming, Venti- 
lating, Decorating, Laying Out of 
Grounds, etc., are illustrated. An ex- 
tensive Compendium of Manufacturers' 
Announcements is also given, in which 
the most reliable and approved Building 
Materials, Goods, Machines, Tools, and 
Appliances are described and illustrated, 
with addresses of the makers, etc. 

The fullness, richness, cheapness, and 
convenience of this work have won for it 
the Largest Circulation of any Archi- 
tectural publication in the world. Sold 
by all newsdealers. 

MUNN & CO., Publishers, 

361 Broadway, New York. 

Building Plans and Specifications. 

In connection with the publication of 
the Building Edition of the Scientific 
American, Messrs. Munn & Co. furnish 
Plans and Specifications for Buildings of 
every kind, including Public Buildings, 
Churches, Schools, Stores, Dwellings, 
Carriage Houses, Barns, etc. In this 
work they are assisted by able and ex- 
perienced architects. 

Those who contemplate building, or 
who wish to alter, improve, extend, or 
add to existing buildings, whether wings, 
porches, bay windows, or attic rooms, are 
invited to communicate with the under- 
signed. Our work extends to all parts of 
the country. Estimates, plans, and 
drawings promptly prepared. Terms 
moderate. Address 

MUNN & CO., 

361 Broadway, New York. 



PRIIVTIIVG INKS. 

THE "Scientific American" is printed with CHAS. 
ENEU JOHNSON & CO.'S INK. Tenth andLom. 
bwd Sts., Phila.,aiid47Roee St., opp, Duane St.. N. Yr 
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